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NEWFIELD

DIVOF OIL,GAS&MINING

January 18, 2005

State of Utah
Division of Oil, Gas & Mining
Attn: Diana Whitney
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Applications for Permit to Drill: West Point Federal 13-7-9-16 and 9-

Dear Diana:

Enclosed find APD's on the above referenced wells. The proposed 13-7-9-16 is also an
Exception Location. Our Land Department will send you the required Exception
Location Letter. If you have any questions, feel free to give either Brad or myself a call.

Mandie Crozier
Regulatory Specialist

me
enclosures

Newfield Exploration Company 10530 South Country Road #33 Myton, UT84052 (435) 646-3721 Fax (435)
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Form 3160-3 FORM APPROVED
(September 2001) OMB No. 1004-0136

Expires January 31, 2004
UNITED STATES

DEPARTMENT OF THE INTERIOR 5. Lease Serial No.

BUREAU OF LAND MANAGEMENT UTU-74390

APPLICATION FOR PERMIT TO DRILL OR REENTER 6. IfIndian, AllotteeorTribeName

N/A

la. Type of Work: | DRILL Ü REENTER
7. IfUnit or CA Agreement, Name and No.

West Point
8. Lease Name and Well No.

lb. Type of Well: Oil Well Ü Gas Weß Ü Other Single Zone O Multiple Zone West Point Federal 14-7-9-16

2. Name of Operator 9. API Well No.
Newfield Production Company p ô ¡ g e
3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Explorato

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) l1. Sec., T., R., M., or Blk. and Survey or Area

At surface SE/SW 493' FSL 1919' FWL 7 | o 2 Ô,Û /
SEISW Sec. 7, T9S R16E

At proposed prod. zone

14. Distance in miles and direction from nearest town or post office* 12. Countyor Parish 13. State

Approximatley 13.5 miles southwest of Myton, Utah Duchesne UT
15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well

location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 1919' f/Ise, 1919' flunit 2037.19 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on ñle
to nearest well, drilling, completed,
applied for, on this lease, ft. Approx. 1832' 5915' UTU0056

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5988' GL 2nd Quarter 2005 Approximately seven (7) days from spud to rig release.

24. Attachments
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.

2 .leSignatur Namen(Printed/OzyCerd) Date

Regulat (i i list
Ap ved by ( o ' u' e) | Name (Printed/Typed) Date

PRAÒgY O. IIILLTitle
ENVIRONMENAL SCIENTISTIII

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willÑflyto make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.
*(Instructions on reverse)

Actionis Necessary &

DIV OF OIL,GAS &
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NEWFIELD PRODUCTION COMPANY
WEST POINT FEDERAL #14-7-9-16

SE/SW SECTION 7, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 1640'
Green River 2490'
Wasatch 5915'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2490' - 5915' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field Standard Operation Procedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

Please refer to the Monument Butte Field SOP.

7. AUXILIARY SAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 1800 psi. It is not anticipated that abnormal
temperatures will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY

WEST POINT FEDERAL #14-7-9-16
SE/SW SECTION 7, T9S, R16E
DUCHESNE COUNTY, UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXTSTING ROADS

See attached Topographic Map "A"

To reach Newfield Production Company well location site West Point Federal #14-7-9-16 located
in the SE 1/4 SW 1/4 Section 7, T9S, R16E, Duchesne County, Utah:

Proceed southwesterly out of Myton, Utah along Highway 40 - 1.6 miles ± to the junctionof this
highway and UT State Hwy 53; proceed; proceed southwesterly along Hwy 53 - 1.8 miles ± to it's
junctionwith an existing road to the southwest; proceed southwesterly - 9.5 miles ± to it's
junctionwith an existing road to the southeast; proceed southeasterly - 0.2 miles ± to it's junction
with the beginning of the proposed access road; proceed southwesterly along the proposed access
road - 2270' ± and then northeasterly along the proposed access road - 580'± to the proposed well
location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the location of the proposed access road.

3. LOCATION OF EXISTING WELLS

Refer to Exhibit "B".

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

Please refer to the Monument Butte Field Standard Operating Procedure (SOP).

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the Monument Butte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERL4LS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARY FACILITIES

Please refer to the Monument Butte Field SOP.
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9. WELL SITE LAYOUT

See attached Location Layout Diagram.

10. PLANS FOR RESTORATION OF SURFACE

Please refer to the Monument Butte Field SOP.

11. SURFA CE OWNERSHIP - Bureau Of Land Management

12. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey for this area is attached. MOAC Report #05-3, 1/5/05. The
Paleontological Resource Survey will be forthcoming. See attached report cover page, Exhibit
"D".

For the West Point Federal #14-7-9-16 Newfield Production Company requests 2,850' of
disturbed area be granted in Lease UTU-74390 to allow for construction of the proposed access
road. Refer to Topographic Map "B". The proposed access road will be an 18' crown road (9'
either side of the centerline) with drainage ditches along either side of the proposed road whether it
is deemed necessary in order to handle any run-off from normal meteorological conditions that are
prevalent to this area. The maximum grade will be less than 8%. There will be no culverts
required along this access road. There will be barrow ditches and turnouts as needed along this
road. There are no fences encountered along this proposed road. There will be no new gates or
cattle guards required. All construction material for this access road will be borrowed material
accumulated during construction of the access road.

Newfield Production Company requests a 80' ROW in Lease UTU-66184, 1,620' of disturbed
area be granted in Lease UTU-64379, and 5,980' of disturbed area be granted in Lease UTU-
74390 to allow for construction of the proposed gas lines. It is proposed that the ROW and
disturbed area will be 50' wide to allow for construction of a 6" gas gathering line, and a 3" poly
fuel gas line. Both lines will tie in to the existing pipeline infrastructure. Refer to Topographic
Map "C." For a ROW plan of development, please refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets quality guidelines, it is transported to the Ashley, Monument Butte,
Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
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Possible Rapture Nest - Dixie Sadler to advise.
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O O
Reserve Pit Liner
A 12 mil liner with felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The following seed mixture will be used on the topsoil stockpile, to the recontoured surface of the
reserve pit, and for fmal reclamation: (All poundages are in pure live seed)

Shadscale Atriplex confertifolia 4 lbs/acre
Black Sage Artemisia nova 1 lbs/acre
Bluebunch Wheatgrass Agropyron spicatum 3 lbs/acre
Needle and Threadgrass Stipa comata 4 lbs/acre

Details of the On-Site Inspection
The proposed West Point Federal #14-7-9-16 was on-sited on 5/19/04. The following were
present; Brad Mecham (Newfield Production), David Gerbig (Newfield Production), and Byron
Tolman (Bureau of Land Management). Weather conditions were clear at 60 degrees.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: Route #3 Box 3630
Myton, UT 84052

Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #14-7-9-16 SE/SW Section 7, Township 9S, Range 16E: Lease UTU-74390
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that the proposed drillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are true
and correct to the best of my knowledge; and that the work associated with the operations
proposed here will be performed by Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terrns and conditions under which it is
approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Mandie Crozier
Regulatory Specialist
Newfield Production Company
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CROSS SECTIONS

WEST POINT UNIT 14- ?'

1" = 50' S M. 2+90

1" = so' SM. 2+22

EX/ST/NG
GRADE

/N/SHED GRADE

II

o SM. 1+60

so SM. 0+00 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustments have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS

NOTE: PAD 7,990 7,990 ToPsoil is 0
UNLESS OTHERWlSENOTED not included

PIT 640 0 in Pad Cut 640
ALL CUT/FILL SLOPES ARE
AT 1.5:1 TOTALS 8,630 7,990 890 640

SURVEYED BK D.JS SCALE 1" =
50- i State (4]S) 781-2501

La,nd Surveying, Inc.
DRA WN BY E TM. DA 7E: 9-23-04

A 180 NORTH VERNAL AVE. VERNAL, UTAH
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WORKSHEET

OPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/20/2005 API NO. ASSIGNED: 43-013-32745

WELL NAME: WEST POINT FED 14-7-9-16

OPERATOR: NEWFIELD PRODUCTION ( N2695 )

CONTACT: MANDIE CROZIER PHONE NUMBER: 435-646-3721

PROPOSED LOCATION:

SESW 07 090S 160E INSPECT LOCATN BY: / /

SURFACE: 0493 FSL 1919 FWL Tech Review Initials Date
BOTTOM: 0493 FSL 1919 FWL

DUCHESNE Engineering

MONUMENT BUTTE ( 105 ) Geology

LEASE TYPE: 1 - Federal surface
LEASE NUMBER: UTU-74390

SURFACE OWNER: 1 - Federal
LATITUDE: 40.03959

PROPOSED FORMATION: GRRV

COALBED METHANE WELL? NO LONGITUDE: -110.1635

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

v/ Plat R649-2-3.

v/ Bond: Fed[1] Ind[] Sta[] Fee[]
Unit WEST POINT (GREEN RIVER)

(No. UTUOO56 )
AÁ Potash (Y/N) 17 R649-3-2. General

AÍ Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

v/ Water Permit R649-3-3. Exception

(No . MUNICIPAL )
Drilling UnitAÍ RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date:

AÁQ Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS: p þJAL ka

STIPULATIONS: ) - ,J y) r(y
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utaa 84145-0155

IN fŒPLY IŒFER TO:
3160
(UT-922)

January 20, 2005

Memorandum

To: Assistant District Manager Minerals, Vernal District

From: Michael Coulthard, Petroleum Engineer

Subject: 2005 Plan of Development West Point Unit,
Duchesne County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2004 within the West Point Unit, Duchesne County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Green River)

43-013-32744 West Point Federal 13-7-9-16 Sec 7 TO9S R16E 0773 FSL 0367 FWL
43-013-32745 West Point Federal 14-7-9-16 Sec 7 TO9S R16E 0493 FSL 1919 FWL

This office has no objection to permitting the wells at this
time.

/s/ Michael L. Coulthard

bcc: File - West Point Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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JON M. HUNTSMAN, JR.
Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah January 20, 2005

Department of
Natural Resources

MC AELR TYLER Newfield Production Company
Rt. #3, Box 3630

Division of Myton, UT 84052
Oil, Gas & Mining

MARY ANN WRIGHT
Acting Division Director Re: West Point Fed 14-7-9-16 Well, 493' FSL, 1919' FWL, SE SW, Sec. 7,

T. 9 South, R. 16 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-32745.

ohn R. Baza
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office

f
1594 West North Temple, Suite 1210, PO Box 145801, Salt LakeCity,UT 84114-5801
telephone(801) 538-5340 •facsimile (801)359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov where ideas
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O O
Operator: Newfield Production Company
Well Name & Number West Point Fed 14-7-9-16

API Number: 43-013-32745
Lease: UTU-74390

Location: SE SW Sec._7_ T. 9 South R. 16 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion ofits analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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Form 3160-3 D I A i i FORM APPROVED

(September 2001) L OMB No. 1004-0136
Expires January31, 2004

UNITED STATES
DEPARTMENT OF THE INTERIOR s. Lease serialNo.

BUREAU OF LAND MANAGEMENT
UTU-74390

APPLICATION FOR PERMIT TO DRILL OR REENTER
6. If Indian, Allottee or Tribe Name

N/A

la. Type of Work: | DRILL O REENTER
7. If Unit or CA Agreement, Name and No.

West Point
8. Lease Name and Well No.

lb. Type of Well: Oil Well Ü Gas Well Ü Other Single Zone Multiple Zone West Point Federal 14-7-9-16

2. Name of Operator 9. I Well No.

Newfield Production Company
3a. Address 3b. Phone No. (include area code) '10. Field and Pool, or Exploratory

Route #3 Box 3630, Myton UT 84052 (435) 646-3721 Monument Butte

4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk. and Survey or Area

At surface SE/SW 493' FSL 1919' FWL

At proposed prod. zone
SE/SW Sec. 7, T9S R16E

14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximatley 13.5 miles southwest of Myton, Utah Duchesne UT

15. Distance from proposed* 16. No. of Acres in lease 17. Spacing Unit dedicated to this well
location to nearest
property or lease line, ft.
(Also to nearest drig. unit line, if any) Approx. 1919•filse, 1919· flunit 2037.19 40 Acres

18. Distance from proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on file

to nearest well, drilling, completed,
applied for, on this lease, ft Approx. 1832' 5915' UTUOO56

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

5988' GL 2nd Quarter 2005 Approximately seven (7) days from spud to rig release.

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No.1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific mformation and/or plans as may be required by the

2 .leSignatur Namen(Pri

auth r zed

Dat

Regulatgry Special t
Approved by (Signature) Name (Printed/Typedi0

Title Office

Application approval does not warrant or certify the the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.
Conditions of approval, if any, are attached.

Title l8 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of th

States any false. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

CONDITIONSOFAPPRê¾TTACHE

DN.0FOg GAS&

O
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e O Page 1 of 2
Well Name: West Point Federal 14-7-9-16

12/1/2005

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Operator/Company: Newfield Production Co.

Well Name/Number: West Point Federal 14-7-9-16

APl Number: 43-013-32745

Location: SESW Sec Tship Rng.: 07, T9S, R16E

Lease Number: UTU-74390

Agreement Name (If Applicable): N/A

For more specific details on notificationrequirements, please check the Conditions of Approval
for Notice to Drilland Surface Use Program.

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of thisapplication does not warrant or certifythat the applicant holds legal or equitable
titleto those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be aware that fire restrictions may be in effect when location is being constructed and/or when
well is being drilled.Contact the appropriate Surface Management Agency for information.

Please submit an electronic copy of all logs run on this well in LAS format. This
submission will supersede the requirement for submittal of paper logs to the BLM. The
cement bond log must be submitted in raster format (TIF, PDF or other).

In the event after-hours approvals are necessary, you must contact one of the following
individuals:

Michael Lee (435) 828-7875
Petroleum Engineer

Matt Baker (435) 828-4470
Petroleum Engineer

BLM FAX Machine (435)
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g O Page 2 of 2
Well Name: West Point Federal 14-7-9-16

12/1/2005

Company/Operator: Newfield Production Company

API Number 43-013-32745

Well Name & Number: West Point Federal 14-7-9-16

Lease Number: U-74390

Location: SESW Sec. 7 T. 9 S. R. 16 E.

Surface Ownership: BLM

Date NOS Received: None

Date APD Received: Jan. 20, 2005

This well is being approved in accordance withWashington Instruction
Memorandum 2005-247 and Section 390 (Category 3) of the Energy Policy Act which
establishes statutory categorical exclusions (CX) under the National Environmental
Policy Act (NEPA). Category 3 states that an oil or gas well can be drilled withina
developed field for which an approved land use plan or any environmental document
prepared pursuant to NEPA analyzed drilling as a reasonably foreseeable activity,so
long as such plan or document was approved withinfive (5) years prior to the date of
spudding the well. This well is covered under the Final Environmental Impact Statement
and Record of Decision Castle Peak and Eight Mile Flat Oil and Gas Exploration Project
Newfield Rocky Mountains Inc., signed November 21, 2005. If the well has not been
spudded by November 21, 2010, a new environmental document will have to be
prepared prior to the approval of the APD.

4 to 6 inches of topsoilshall be stripped from the locations and placed as shown
on the cut sheet. The topsoilshall be respread over the entire location as soon as
completion operations have been finished and recontouring is complete. At this point
the production equipment can be set. The areas of the location not needed for
production operations, including the reserve pits, shall be seeded with crested
wheatgrass (variety Hycrest) at a rate of 12 Ibs per acre. The 12 lblacre rate is
considering pure live seed. The interim seeding shall be done by either drilling the seed
or by broadcasting the seed and dragging it with a spike tooth harrow.

The pipeline trench for the gas lines shall be dug in the borrow ditch of the road
and the trench material side cast into the existing vegetation. When backfilling the
trenches, care should be taken to disturb as little of the vegetation as possible and thus
allowing the existing plants to reestablish on theirown, however, this area should also
be seeded with crested wheatgrass at the 12 lblacre rate to ensure vegetation
establishment and to keep invasive weeds to a minimum.All seeding of the pipelines
shall be completed using a seed drill.

No pipeline construction willbe allowed when soils are muddy and ruttingof soils
becomes apparent from the use of vehicles. If ruttingoccurs, operations must cease
until soils are dry or
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o>3160-5 ITED STATES FORM APPROVED

(June 1990) DEPAR ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUREAU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390

Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE WEST POINT (GR RVR)
1. Type of Well

I Oil Gas 8. Well Name and No.X
Well Well Other WEST POINT FEDERAL 14-7-9-16

9. API Well No.

2. Name of Operator 43-013-32745
NEWFIELD PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

493 FSL 1919 FWL SE/SW Section 7, T9S R16E DUCHESNE COUNTY, UT.

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

X |Notice of Intent Abandonment Change of Plans

Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Permit Extension Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details. and give pertinent dates. including estimated date of starting any proposed work. If well is direction-

ally drilled. give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Newfield Production Company requsts to extend the Permit to Drill this well for one year. The original
approval date was 1/20/05 (expiration 1/20/06).

Approved by the
Utah Division of

oo Maa

Oil, Gas and Minínq

Date:

RECEIVED
JANO32006

14. I hereby certify that th ore oing1 rue and correct

DIV.OFOlL,GAS&MINING

Signed Title Regulatory Specialist Date 12/30/2005
Mandie Crozier

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditionsofapproval,ifany:

CC: Utah DOGM

Title 18 U.S.C. Section 100L makes it a crime for any person know nyl) and willfully to make io any depanment or agency olthe nited Smies an) nilse.Octitious

or fradulent statements or representations as to any matter n ithin its
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: A3,91332745
Well Name: West Point Federal 14-7-9-16

Location: SE/SW Section 7, T9S R16E
Company Permit Issued to: Newfield Production Company
Date Original Permit Issued: 1/20/2005

The undersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If located on private land, has the ownership changed, if so, has the surface
agreement been updated? YesO NoO

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? YesO No O

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? YesO NoO

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? YesO No IB

Has the approved source of water for drilling changed? YesO No2

Have there been any physical changes to the surface location or access route
which will require a change in plans from what was discussed at the onsite
evaluation? YesO NoB

Is bonding still in place, which covers this proposed well? Yes2NoO

12/30/2005

Signature
'

Date

Title: Regulatory Specialist

Representing: Newfield Production Company RECEIVED
JANO3 2006

DIV.0FOIL,GAS&
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)
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DIV.0FOIL,GAS&
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: WEST POINT FED 14-7-9-16

Api No: 43-013-32745 Lease Type: FEDERAL

Section 07 Township 09S Range 16E County DUCHESNE

Drilling Contractor ROSS DRILLING RIG # 24

SPUDDED:
Date 02/09/06

Time 1:00 PM

How DRY

Drilling wi/I Commence:

Reported by DON BASTIAN

Telephone# 1-435-823-6012

Date 02/10/2006 Signed

DIVISION OF OIL, GAS AND MINING
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EoRM3uiu-5 UNITED STATES F RMAPPROVED
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BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUßMIT IN TRIPLICATE - Other Instructions on reverse side 7. If Unit or CA/Agreement, Name and/or No

WEST POINT UNIT
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIEl-D PRODUCTION COMPANY 9. API Well No.
3a. Address Route 3 Box 3630 3b. Phone No. Unchule are code) 4301332745

Myton. UT 84052 435.646.3721 10. Field and Pool, or Exploratorv Area

4. Location of Well (Foorage. Sec.. T ,
R.. M., or Survey Description) Monument Butte

493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section7T9SRJ6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen ProductiogStart/Resud Water ½ut-OŒ
Notice of Intent

O ^iter e-, Fracture Treat Reelamation Well lutegrity

O Subsequent Report Casing Repair New Construction . Recomplete Other

Change Phms Plug Almlon Temporarily Abandon

Final Abandonment Notice Cmt to I etor Plug Back Water Disposal

13. Describe Proposed or Cotopleted Operation (clearly state all pertinent details, including estiniated starting date of any proposed work and approxineate duration thereoE If the

proposal is to deepen directionally or recoinplete horizontally, give subsurface locations and measured and trie vertical depths of all pertinent inarkers and zones. Attach the Bond

under which the work will be performed or provirle the BondNo. on file with BLM/BlA. Required subsequent reports shall be filed widiin 30 days following coinpletion of the

involved operations. If the operation results iria multiple conipletionor recompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been coinpleted. Final
AbandownentNotices shall be filed only after all requireinents, including reclaination. have been completecL and the operator has determined that the site is ready for fituil

inspection )

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

I hereby certily that the foregoing is true and correct Title
Name (Prmred Typed)

IS SPACE FOR FEDERAL OR STATE OFFICE USE

pprovell by Title Date

condibons of approval if any are anached \pproval of this nelice does not wairant oi

certify that the applicant holds legal or equ table title to ihase rights in the subject lease (ties
wllich would entitle the applicant to conduci operations ihereon

Eitle is U.S.C Section 1001 and Title 43 E.S.C. SCCLion Ì 212. Rutke ita Crinle for any person knowingly and willfully to make to any deparnnent er agency of the nited

States any false fictitious and Eraudulent stateinents arrepresentalons as to any mauer witl in its iut

MAR29

EoRM3uiu-5 UNITED STATES F RMAPPROVED

(September 2001) DEPARTMENT OF THE INTERIOR EÑr u

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUßMIT IN TRIPLICATE - Other Instructions on reverse side 7. If Unit or CA/Agreement, Name and/or No

WEST POINT UNIT
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIEl-D PRODUCTION COMPANY 9. API Well No.
3a. Address Route 3 Box 3630 3b. Phone No. Unchule are code) 4301332745

Myton. UT 84052 435.646.3721 10. Field and Pool, or Exploratorv Area

4. Location of Well (Foorage. Sec.. T ,
R.. M., or Survey Description) Monument Butte

493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section7T9SRJ6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen ProductiogStart/Resud Water ½ut-OŒ
Notice of Intent

O ^iter e-, Fracture Treat Reelamation Well lutegrity

O Subsequent Report Casing Repair New Construction . Recomplete Other

Change Phms Plug Almlon Temporarily Abandon

Final Abandonment Notice Cmt to I etor Plug Back Water Disposal

13. Describe Proposed or Cotopleted Operation (clearly state all pertinent details, including estiniated starting date of any proposed work and approxineate duration thereoE If the

proposal is to deepen directionally or recoinplete horizontally, give subsurface locations and measured and trie vertical depths of all pertinent inarkers and zones. Attach the Bond

under which the work will be performed or provirle the BondNo. on file with BLM/BlA. Required subsequent reports shall be filed widiin 30 days following coinpletion of the

involved operations. If the operation results iria multiple conipletionor recompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been coinpleted. Final
AbandownentNotices shall be filed only after all requireinents, including reclaination. have been completecL and the operator has determined that the site is ready for fituil

inspection )

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

I hereby certily that the foregoing is true and correct Title
Name (Prmred Typed)

IS SPACE FOR FEDERAL OR STATE OFFICE USE

pprovell by Title Date

condibons of approval if any are anached \pproval of this nelice does not wairant oi

certify that the applicant holds legal or equ table title to ihase rights in the subject lease (ties
wllich would entitle the applicant to conduci operations ihereon

Eitle is U.S.C Section 1001 and Title 43 E.S.C. SCCLion Ì 212. Rutke ita Crinle for any person knowingly and willfully to make to any deparnnent er agency of the nited

States any false fictitious and Eraudulent stateinents arrepresentalons as to any mauer witl in its iut

MAR29

EoRM3uiu-5 UNITED STATES F RMAPPROVED

(September 2001) DEPARTMENT OF THE INTERIOR EÑr u

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUßMIT IN TRIPLICATE - Other Instructions on reverse side 7. If Unit or CA/Agreement, Name and/or No

WEST POINT UNIT
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIEl-D PRODUCTION COMPANY 9. API Well No.
3a. Address Route 3 Box 3630 3b. Phone No. Unchule are code) 4301332745

Myton. UT 84052 435.646.3721 10. Field and Pool, or Exploratorv Area

4. Location of Well (Foorage. Sec.. T ,
R.. M., or Survey Description) Monument Butte

493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section7T9SRJ6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize Deepen ProductiogStart/Resud Water ½ut-OŒ
Notice of Intent

O ^iter e-, Fracture Treat Reelamation Well lutegrity

O Subsequent Report Casing Repair New Construction . Recomplete Other

Change Phms Plug Almlon Temporarily Abandon

Final Abandonment Notice Cmt to I etor Plug Back Water Disposal

13. Describe Proposed or Cotopleted Operation (clearly state all pertinent details, including estiniated starting date of any proposed work and approxineate duration thereoE If the

proposal is to deepen directionally or recoinplete horizontally, give subsurface locations and measured and trie vertical depths of all pertinent inarkers and zones. Attach the Bond

under which the work will be performed or provirle the BondNo. on file with BLM/BlA. Required subsequent reports shall be filed widiin 30 days following coinpletion of the

involved operations. If the operation results iria multiple conipletionor recompletion in a new interval, a Fonn 3160-4 shall be filed once testing has been coinpleted. Final
AbandownentNotices shall be filed only after all requireinents, including reclaination. have been completecL and the operator has determined that the site is ready for fituil

inspection )

Formation water is produced to a steel storage tank. If the production water meets quality guidelines, it is transported to the
Ashley, Monument Butte, Jonah, and Beluga water injection facilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S R19E) or at State of Utah
approved surface disposal facilities.

Accepted by the
Utah Division of

Oil, Gas and Mining

FORRECORDONLY

I hereby certily that the foregoing is true and correct Title
Name (Prmred Typed)

IS SPACE FOR FEDERAL OR STATE OFFICE USE

pprovell by Title Date

condibons of approval if any are anached \pproval of this nelice does not wairant oi

certify that the applicant holds legal or equ table title to ihase rights in the subject lease (ties
wllich would entitle the applicant to conduci operations ihereon

Eitle is U.S.C Section 1001 and Title 43 E.S.C. SCCLion Ì 212. Rutke ita Crinle for any person knowingly and willfully to make to any deparnnent er agency of the nited

States any false fictitious and Eraudulent stateinents arrepresentalons as to any mauer witl in its iut

MAR29



FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs a u
431 30504

BUREAU OF LAND MANAGEMENT -

3. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU74390

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

htmNU i là i Kit'LILA I e - Uther instructions on reverse Si(1e 7. If Unit or CA/Agreement, Name and/or No.

WEST POINT UNIT
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTION COMPANY
9. API Well No

3a. Address Route 3 Box 3630 3b. Phone No. (include are code) 4301332745
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte

493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section 7 T9S Rl6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^cidize Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Q Recopplete Other
Change Plans Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Notice Convert to Injector Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated staning date ofany proposed work and approximate duration thereo£ Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all peninent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion ofthe
involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final
Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has deternined that the site is ready for final
inspection.)

On 2/9/06 MIRU Ross #24. Spud well @ 1:00 PM. Drill 308' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @317.45 KB. On 2/12/06 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cfl sk yelld. Retumed 6 bbis cement to pit. WOC.

I hereby certify that the foregoing is true and correct Title
Name (Printed/ Tyg d)

Justin Crum Drilling Foreman

Signature D 2e/22/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval, ifany, are attached. Approval ofthis notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false. fictitious and fraudulent statements or representations as to anv matter within its iurisdiction

(Instructions on reverse) RECE IVED
MARO3 2006

DN.0F0\L,GAS&

FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs a u
431 30504

BUREAU OF LAND MANAGEMENT -

3. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

htmNU i là i Kit'LILA I e - Uther instructions on reverse Si(1e 7. If Unit or CA/Agreement, Name and/or No.

WEST POINT UNIT
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTION COMPANY
9. API Well No

3a. Address Route 3 Box 3630 3b. Phone No. (include are code) 4301332745
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte

493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section 7 T9S Rl6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^cidize Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Q Recopplete Other
Change Plans Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Notice Convert to Injector Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated staning date ofany proposed work and approximate duration thereo£ Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all peninent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion ofthe
involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final
Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has deternined that the site is ready for final
inspection.)

On 2/9/06 MIRU Ross #24. Spud well @ 1:00 PM. Drill 308' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @317.45 KB. On 2/12/06 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cfl sk yelld. Retumed 6 bbis cement to pit. WOC.

I hereby certify that the foregoing is true and correct Title
Name (Printed/ Tyg d)

Justin Crum Drilling Foreman

Signature D 2e/22/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval, ifany, are attached. Approval ofthis notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false. fictitious and fraudulent statements or representations as to anv matter within its iurisdiction

(Instructions on reverse) RECE IVED
MARO3 2006

DN.0F0\L,GAS&

FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs a u
431 30504

BUREAU OF LAND MANAGEMENT -

3. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

htmNU i là i Kit'LILA I e - Uther instructions on reverse Si(1e 7. If Unit or CA/Agreement, Name and/or No.

WEST POINT UNIT
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTION COMPANY
9. API Well No

3a. Address Route 3 Box 3630 3b. Phone No. (include are code) 4301332745
Myton, UT 84052 435.646.3721 10. Field and Pool, or Exploratory Area

4 Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte

493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section 7 T9S Rl6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^cidize Deepen Q Production(Start/Resume) Water Shut-Off
Notice of Intent

Alter Casing Fracture Treat Q Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Q Recopplete Other
Change Plans Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Notice Convert to Injector Plug Back Q Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated staning date ofany proposed work and approximate duration thereo£ Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all peninent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion ofthe
involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final
Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has deternined that the site is ready for final
inspection.)

On 2/9/06 MIRU Ross #24. Spud well @ 1:00 PM. Drill 308' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @317.45 KB. On 2/12/06 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17
cfl sk yelld. Retumed 6 bbis cement to pit. WOC.

I hereby certify that the foregoing is true and correct Title
Name (Printed/ Tyg d)

Justin Crum Drilling Foreman

Signature D 2e/22/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval, ifany, are attached. Approval ofthis notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false. fictitious and fraudulent statements or representations as to anv matter within its iurisdiction

(Instructions on reverse) RECE IVED
MARO3 2006

DN.0F0\L,GAS&



NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASINGSET AT 317.45

LASTCASING 8 5/8" set @317' OPERATOR Newfield Production Company

DATUM 12' KB WELL West Point 14-7-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross rig # 24

TD DRILLER 308' LOGGER

HOLESIZE 12 1/4

LOGOF CASINGSTRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 40.68'

WHI -92 csg head Brd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 306.55

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 307.45

TOTAL LENGTH OF STRING 307.45 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 317.45
TOTAL 305.6 7 -

TOTAL CSG. DEL. (WlO THRDS) 305.6 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 2/10/2006 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2/10/2006 Bbis CMT CIRC TO SURFACE 6 bbis

BEGIN CIRC 2/12/2006 RECIPROCATED PIPE FOR N/A

BEGIN PUMP CMT 2/12/2006

BEGIN DSPL. CMT 2/12/2006 BUMPED PLUGTO 677 PSI

PLUG DOWN 2/12/2006

CEMENTUSED CEMENTCOMPANY- B.A.
STAGE # SX CEMENT TYPE & ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & third for 3

COMPANY REPRESENTATIVE Justin Crum DATE

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASINGSET AT 317.45

LASTCASING 8 5/8" set @317' OPERATOR Newfield Production Company

DATUM 12' KB WELL West Point 14-7-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross rig # 24

TD DRILLER 308' LOGGER

HOLESIZE 12 1/4

LOGOF CASINGSTRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 40.68'

WHI -92 csg head Brd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 306.55

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 307.45

TOTAL LENGTH OF STRING 307.45 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 317.45
TOTAL 305.6 7 -

TOTAL CSG. DEL. (WlO THRDS) 305.6 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 2/10/2006 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2/10/2006 Bbis CMT CIRC TO SURFACE 6 bbis

BEGIN CIRC 2/12/2006 RECIPROCATED PIPE FOR N/A

BEGIN PUMP CMT 2/12/2006

BEGIN DSPL. CMT 2/12/2006 BUMPED PLUGTO 677 PSI

PLUG DOWN 2/12/2006

CEMENTUSED CEMENTCOMPANY- B.A.
STAGE # SX CEMENT TYPE & ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & third for 3

COMPANY REPRESENTATIVE Justin Crum DATE

NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASINGSET AT 317.45

LASTCASING 8 5/8" set @317' OPERATOR Newfield Production Company

DATUM 12' KB WELL West Point 14-7-9-16

DATUM TO CUT OFF CASING FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG# Ross rig # 24

TD DRILLER 308' LOGGER

HOLESIZE 12 1/4

LOGOF CASINGSTRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 40.68'

WHI -92 csg head Brd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 306.55

GUIDE shoe 8rd A 0.9

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 307.45

TOTAL LENGTH OF STRING 307.45 7 LESS CUT OFF PIECE 2

LESS NON CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 0 CASING SET DEPTH 317.45
TOTAL 305.6 7 -

TOTAL CSG. DEL. (WlO THRDS) 305.6 7 COMPARE

TIMING 1ST STAGE

BEGIN RUN CSG. Spud 2/10/2006 GOOD CIRC THRU JOB Yes

CSG. IN HOLE 2/10/2006 Bbis CMT CIRC TO SURFACE 6 bbis

BEGIN CIRC 2/12/2006 RECIPROCATED PIPE FOR N/A

BEGIN PUMP CMT 2/12/2006

BEGIN DSPL. CMT 2/12/2006 BUMPED PLUGTO 677 PSI

PLUG DOWN 2/12/2006

CEMENTUSED CEMENTCOMPANY- B.A.
STAGE # SX CEMENT TYPE & ADDITIVES

1 160 Class "G"w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @15.8 ppg 1.17 cf/sk yield

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE& SPACING

Centralizers - Middle first, top second & third for 3

COMPANY REPRESENTATIVE Justin Crum DATE



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR E pr s anu ry
10,0504

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU74390

Do not use this form for proposals to drill or to re-enter an
abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SU tBil i UN I Kil'LILA i t - Utiler instructions on reverse sitte 7. IfUnitor CA/Agreement, Name and/or No

WEST POINT UNIT
I. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTION COMPANY

3a. Address Route 3 Box 3630 3b. Phone No. (include are c de) 4301332745
Myton, UT 84052 435.646.3721 10 Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M, or Survey Description) - Monument Butte

493 FSL 1919 FWL l1. County or Parish, State

SE/SW Section 7 T9S RI6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE. OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize Deepen Q Production(Start/Resume) Water Shut-Off
O Notice of Intent O Alter Casing Fracture Treat Q Reclamation Well Integrity

Subsequent Report Q Casing Repair New Construction Q Recopplete Other

O Change Plans Plug & Abandon Q Temporarily Abandon Weekly Status Report
Final Abandonment Notice O Convert to Injector Plug Back Q Water Disposal

13 Describe Proposed or Completed Operation(clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond
under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion ofthe
involved operations, If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final
Abandonment Notices shall be filed only after all requirements. including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

On 2/15/06 MIRU NDSI Rig # 1. Set all equipment. Pressure test Kelly, TlW, Choke manifold, & Bop's to 2,000 psi. Test 8.625
csgn to 1,500 psi. Vernal BLM field, & Roosevelt DOGM office was notifed of test. PU BHA and tag cement @260'. Drill out
cement & shoe. Drilla 7.875 hole with fresh water to a depth of 6100'. Lay down drill string & BHA. Open hole log w/
Dig/SP/GR log's TD to surface. PU &TlH with Guide shoe, shoe jt, float collar, 144 jt's of 5.5 J-55, 15.5# csgn. Set @6090' I
KB. Cement with 300 sks cement mixed @ 11.0 ppg & 3.43 yld. The 450 sks cement mixed @ 14.4 ppg & 1.24 yld. Returned
10 bbis of cement to reserve pit. Nipple down Bop's. Drop slips @90,000 #'s tension. Release rig @6:00 PM on 2/20/06.

I hereby certify that the foregoing is true and correct Title
Nau

tnC m Drilling Foreman

2e/22/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date
Conditions of approval ifany, are attached. Approval ofthis notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212. make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States any false, fictitious and fraudulent statements or representations as to anv matter within its jurisdiction Rt-CH¾t¯tr

MARO3 2006

DIV.0FOIL,GAS&
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States any false, fictitious and fraudulent statements or representations as to anv matter within its jurisdiction Rt-CH¾t¯tr
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States any false, fictitious and fraudulent statements or representations as to anv matter within its jurisdiction Rt-CH¾t¯tr
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NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

5 1/2" CASINGSET AT 6090.61

Flt cilr @ 6048.84

LAST CASING 8 5/8" SET AT 317' OPERATOR Newfield Production Company

DATUM 12' KB WELL West Point 14-7-9-16

DATUM TO CUT OFF CASING 12' FIELD/PROSPECT Monument Butte

DATUM TO BRADENHEAD FLANGE CONTRACTOR & RIG # NDSI #I

TD DRILLER 6100 LOGGER 6096'

HOLE SIZE 7 7/8"

LOGOF CASINGSTRING:

PIECES OD ITEM - MAKE- DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Landing Jt 14

6.21 short jt g 396T

143 5 1/2" ETC LT & C casing 15.5# J-55 Brd A 6034.84

Float collar 0.6

1 5 1/2" ETC LT&C csg 15.5# J-55 Brd A 42.52

GUIDE shoe Srd A 0.65

CASING INVENTORY BAL. FEET JTS TOTAL LENGTH OFSTRING 6092.61

TOTAL LENGTH OF STRING 6092.61 144 LESS CUT OFF PIECE 14

LESS NON CSG. ITEMS 15.25 PLUS DATUM TO TICUT OFF CSG 12

PLUS FULL JTS. LEFT OUT 212.83 5 CASINGSET DEPTH 6090.61

TOTAL 6290.19 149 -

TOTAL CSG. DEL. (WlO THRDS) 6290.19 149 COMPARE

TIMING 1ST STAGE 2nd STAGE

BEGIN RUN CSG. 2/20/2006 4:00 AM GOOD CIRC THRU JOB Yes

CSG. INHOLE 2/20/2006 8:00 AM Bbis CMTCIRC TO SURFACE 10 bbls

BEGINCIRC 2/20/2006 8:00 AM RECIPROCATED PIPE FOR THRUSTROKE No

BEGIN PUMP CMT 2/20/2006 9:58 AM DID BACK PRES. VALVE HOLD ? Yes

BEGIN DSPL. CMT 2/20/2006 11:06 BUMPED PLUGTO 1570 PSI

PLUG DOWN 2/20/2006 11:29 AM

CEMENTUSED CEMENTCOMPANY- 8.A.
STAGE # SX CEMENT TYPE &ADDITIVES

1 300 Premlite 11w/ 10% gel + 3% KCL, 3#'s Isk CSE + 2# sk/kolseal + 1/2#'s/sk Cello Flake

mixed @11,0 ppg W / 3.43 cf/sk yield

2 450 50/50 poz Wl 2% Gel + 3% KCL, .5%EC1,1/4# sk C.F. 2% gel.3% SM mixed @14.4 ppg WI 1.24 YLD

CENTRALIZER&SCRATCHER PLACEMENT SHOW MAKE &SPACING

Centralizers - Middlefirst, top second &third.Then every thirdcollar for a totalof 20.

COMPANY REPRESENTATIVE Justin Crum DATE
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FORM3160-5 UNITED STATES
(September 200 l) DEPARTMENT OF THE INTERIOR E×Pues kun ny 30004

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU74390Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. lf Indian, Allottee or Tribe Name.

NUßlvill IIN i RIFLitA lb - Uther iltstructions on rcVerw stile 7. IfUnitor CA Agreement, Name and/or No.

WEST POINT UNIT
1. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAI 14-7-9-16

NEWFIELD PRODUCTION COMPANY
9. API Well No.

3a. Address Route 3 Box 3630 3b. Phone No. (include are code) 4301332745
Myton, UT 84052 435.646.3721 10. Field and Pool. or Exploratory Area

4. Location of Well (Footage. Sec., T. R..M., or Survev Description) Alonument Butte
493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section 7 T9S Rl6E Duchesne-UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE. OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^cidize O Deepen Production(Start/Resume) Water Shut-Off
Notice of Intent

OSubsequent Report Casing Repair New Constnietion Recomplete ther

Change Plans Plug & Abandon Temporarily Abandon \ ariance

O Final Abandonment Notice Cmt to Injector Plug Back \Vater Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, nicluding estimated startuig date of any proposed work and approximate duration thereof. Lf Ihe

proposal is to deepen directionally or recomplete horizontally, give subsuiface locations and ineasured and true vertical depths of all pettinent markers and zones. Attach the Bond
under which the work will be perfonned or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion of the
involved operations. lf the operation results in a multiple coinpletion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been coinpleted. Fituil
Abandorunent Notices shall be filed only after all requirements, including reclaination, have been completecL and the operator has determined that the site is ready for final
inspection.)

Newfield Production Company is requesting a variance from Onshore Order 43 CFR Part 3160 Section 4 requiring production
tanks to be equipped with Enardo or equivalent vent line valves. Newfield operates wells that produce from the Green River
formation, which are relatively low gas producers (20 mcfpd). The majority of the wells are equipped with a three phase
separator to ma×imize gas separation and sales.

Newfield is requesting a variance for safety reasons. Crude oil production tanks equipped with back pressure devices will ernit
a surge of gas when the thief hatches are open. While gauging tanks, lease operators will be subject to breathing toxic gases
as well as risk a fire hazard, under optimum conditions

'~ÅhfG Acce p mederalApprovalOfThis
Lieh DMaico o ActionIsNecessary

Oil, Gs apd ?!0D

I hereby certify that the foregoing is true and conect Title
Name (Prmred ped)

27/2

Approyed by Title Date
Conditions of approvuL Jany are anached. Approval of this nonce does not wnrant ei

certify that the appletuit holds legal or equitable title to those rights in the subieci leuse ()llice
which workl entitle the applicant to conduct operations thereon

Title ] S Seenon 1001 and Title -O U.S.C. Section 1211 make lla crúne lor any person knowingÌyand W Ibly to make lo any depanmenter agency at the nue
Smtes any tiilse fications .md frauduleur statements or representanons as to aus mauer within its iurisdiction
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4. Location of Well (Footage. Sec., T. R..M., or Survev Description) Alonument Butte
493 FSL 1919 FWL 11. County or Parish, State

SE/SW Section 7 T9S Rl6E Duchesne-UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE. OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^cidize O Deepen Production(Start/Resume) Water Shut-Off
Notice of Intent

OSubsequent Report Casing Repair New Constnietion Recomplete ther

Change Plans Plug & Abandon Temporarily Abandon \ ariance

O Final Abandonment Notice Cmt to Injector Plug Back \Vater Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, nicluding estimated startuig date of any proposed work and approximate duration thereof. Lf Ihe

proposal is to deepen directionally or recomplete horizontally, give subsuiface locations and ineasured and true vertical depths of all pettinent markers and zones. Attach the Bond
under which the work will be perfonned or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion of the
involved operations. lf the operation results in a multiple coinpletion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been coinpleted. Fituil
Abandorunent Notices shall be filed only after all requirements, including reclaination, have been completecL and the operator has determined that the site is ready for final
inspection.)

Newfield Production Company is requesting a variance from Onshore Order 43 CFR Part 3160 Section 4 requiring production
tanks to be equipped with Enardo or equivalent vent line valves. Newfield operates wells that produce from the Green River
formation, which are relatively low gas producers (20 mcfpd). The majority of the wells are equipped with a three phase
separator to ma×imize gas separation and sales.

Newfield is requesting a variance for safety reasons. Crude oil production tanks equipped with back pressure devices will ernit
a surge of gas when the thief hatches are open. While gauging tanks, lease operators will be subject to breathing toxic gases
as well as risk a fire hazard, under optimum conditions

'~ÅhfG Acce p mederalApprovalOfThis
Lieh DMaico o ActionIsNecessary

Oil, Gs apd ?!0D

I hereby certify that the foregoing is true and conect Title
Name (Prmred ped)

27/2

Approyed by Title Date
Conditions of approvuL Jany are anached. Approval of this nonce does not wnrant ei

certify that the appletuit holds legal or equitable title to those rights in the subieci leuse ()llice
which workl entitle the applicant to conduct operations thereon

Title ] S Seenon 1001 and Title -O U.S.C. Section 1211 make lla crúne lor any person knowingÌyand W Ibly to make lo any depanmenter agency at the nue
Smtes any tiilse fications .md frauduleur statements or representanons as to aus mauer within its iurisdiction
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FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,y04

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. IfIndian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on reverse side 7. If Unit or CA/Agreement, Name and/or No.

WEST POINT UNIT
I. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.

2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTIONCOMPANY 9. API 31':11 R.
3a. Address Route 3 Box 3630 3b. Phone No. (include are code) 4301332745

Myton, UT 84052 435.646.3721 10 Field and Poni or Fxnlaratont Area

4. Location of Well (Footage, Sec., T.,R., M., or SurveyDescription) Monument Butte

493 FSL 1919 FWL 11. Countyor Parish, State

SE/SW Section7 T9S Rl6E Duchesne,UT

12. CHECK APPROPRIATE BOX(ES)TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize Q Deepen Q Production(Start/Resume) Water Shut-Off

O Notice of Intent O ^tter casing Fracture Treat Q Reclamation Well Integrity

Subsequent Report Q Casing Repair Q New Construction Q Recomplete Other

O Change Plans O Plug & Abandon Q Temporarily Abandon Weekly Status Report

Final AbandonmentNotice O Convert to Injector Q Plug Back Q Water Disposal

13. DescribeProposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond

under which the work will be performedor provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletionofthe

involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final

Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final

inspection.)

Status report for time period 03/10/06 - 03/24/06

Subject well had completion procedures intiated in the Green River formation on 03-10-06 without the use of a service rig over
the well. A cement bond log was run and a total of six Green River intervals were perforated and hydraulically fracture treated
with 20/40 mesh sand. Perforated intervals are as follows: Stage #1 (5641'-5654'); Stage #2 (5422'-5442');Stage #3
(5126'-5144'); Stage #4 (5004'-5022'); Stage #5 (4720'-4724'),(4621'-4632');Stage #6 (4276'-4288'),(4249'-4259'),(4228'-4236').
Allperforations, were 4 JSPF. Composite flow-through frac plugs were used between stages. Fracs were flowed back through
chokes. A service rig was moved over the well on 03-22-2006. Bridge plugs were drilled out and well was cleaned to 6047'.
Zones were swab tested for sand cleanup. A new 1 1/2" bore rod pump was run in well on sucker rods. Well was placed on
production via rod pump on 03-24-2006.

I hereby certify that the foregoing is true and correct Title
Name (Printed/Typed)

Lana Nebeker Production Clerk

Signaturi; D0a4œ/10/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any depanment or agen gyEN ED
States any false, fictitious and fraudulentstatements or representations as to any matter within itsjurisdiction

(Instructions on reverse)

DMOFOLGAS&

FORM 3160-5 UNITED STATES FORM APPROVED

(September 2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,y04

BUREAUOF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU74390
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. IfIndian, Allottee or Tribe Name.
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Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
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the well. A cement bond log was run and a total of six Green River intervals were perforated and hydraulically fracture treated
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(5126'-5144'); Stage #4 (5004'-5022'); Stage #5 (4720'-4724'),(4621'-4632');Stage #6 (4276'-4288'),(4249'-4259'),(4228'-4236').
Allperforations, were 4 JSPF. Composite flow-through frac plugs were used between stages. Fracs were flowed back through
chokes. A service rig was moved over the well on 03-22-2006. Bridge plugs were drilled out and well was cleaned to 6047'.
Zones were swab tested for sand cleanup. A new 1 1/2" bore rod pump was run in well on sucker rods. Well was placed on
production via rod pump on 03-24-2006.

I hereby certify that the foregoing is true and correct Title
Name (Printed/Typed)

Lana Nebeker Production Clerk

Signaturi; D0a4œ/10/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any depanment or agen gyEN ED
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(Instructions on reverse)

DMOFOLGAS&
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(September 2001) DEPARTMENT OF THE INTERIOR Eprs u
4310,y04
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13. DescribeProposed or CompletedOperation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If the

proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the Bond

under which the work will be performedor provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletionofthe

involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed. Final

Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final

inspection.)

Status report for time period 03/10/06 - 03/24/06

Subject well had completion procedures intiated in the Green River formation on 03-10-06 without the use of a service rig over
the well. A cement bond log was run and a total of six Green River intervals were perforated and hydraulically fracture treated
with 20/40 mesh sand. Perforated intervals are as follows: Stage #1 (5641'-5654'); Stage #2 (5422'-5442');Stage #3
(5126'-5144'); Stage #4 (5004'-5022'); Stage #5 (4720'-4724'),(4621'-4632');Stage #6 (4276'-4288'),(4249'-4259'),(4228'-4236').
Allperforations, were 4 JSPF. Composite flow-through frac plugs were used between stages. Fracs were flowed back through
chokes. A service rig was moved over the well on 03-22-2006. Bridge plugs were drilled out and well was cleaned to 6047'.
Zones were swab tested for sand cleanup. A new 1 1/2" bore rod pump was run in well on sucker rods. Well was placed on
production via rod pump on 03-24-2006.

I hereby certify that the foregoing is true and correct Title
Name (Printed/Typed)

Lana Nebeker Production Clerk

Signaturi; D0a4œ/10/2006

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any depanment or agen gyEN ED
States any false, fictitious and fraudulentstatements or representations as to any matter within itsjurisdiction

(Instructions on reverse)

DMOFOLGAS&



FORM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES "'octions°"6 Expires: February 28, 1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-74390
6. IF INDIAN. ALLOTTEE OR TRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORT AND LOG*
NA

la. TYPE OF WORK L UNIT AGREEMENT NAME

w"fee ifLL
DRV Other West Point Unit

lb.TYPEOFWELL

8. FARM OR LEASE NAME. WELL NO.

NEW WORK PLUG DIFF
WELL OVER DEEPEN

BACK RESVR. Other West Point Federal 14-7-9-16
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-32745
3. ADDRESS AND TELEPilONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monurnent Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) i1. SEC.. T.. R.. M..OR BLOCK AND SURVEY

At surface 493' FSL & 1919' FWL (SE/SW) Sec. 7, T9S, R16E OR AREA

At top prod. Interval reported below Sec. 7, T9S, R16E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-32745 1/20/05 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF. RKB. RT. GR. ETC.)* 19. ELEV. CASINGHEAD

2/9/06 2/18/06 3/24/06 5988' GL 6000' KB
20. TOTAL DEPTH, MD& TVD 21. PLUG BACK T.D.. MD & TVD 22. IF MULTIPLE COMPL.. 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6100' 6047' --> | X
24. PRODUCING INTERVAL(S).OF THIS COMPLETlON--TOP. BOTTOM. NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4228'-5654' SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT. LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT. CEMENTING RECORD AMOUNT PULLED
8-6/8" - J-SS 24# 31l' 12-1/4" To surface with 160 sx Class "G" cmt
5-1/2" - J-bb ib.b# 6091' /-//8" 300 sx Premlite Il and 450 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SlZE TOPtMD) BOTTOM(MD) SACKSCEMENT* SCREEN(MD) SIZE DEPTHSET(MD) PACKERSET(MD)2-7/8" 60 I @ lA (a),

b/43"b600'
31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.

INTERVAL SIZE SPFINUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP1) 5641'-5654'
.46" 4/52 5641'-5654' Frac w/ 40,008# 20/40 sand in 460 bbis fluid

(LODC) 5422'-5442'
.43" 4/80 5422'-5442' Frac w/ 49,941# 20/40 sand in 509 bbis fluid

(A1) 5126'-5144'
.43" 4/72 5126'-5144' Frac w/ 54,325#20/40 sand in 471 bbis fluid

(B2) 5004'-5022'
.43" 4/72 5004'-5022' Frac w/ 90,495# 20/40 sand in 651 bbis fluid

(DS1&D1) 4621'-4632', 4720'-4724'
.43" 4/60 4621'-4724' Frac w/ 25,539#20/40 sand in 320 bbis fluid

(GB4&6) 4228'-36', 4249'-59', 4276'-88'
.43" 4/120 4228'-4288' Frac w/ 123,611# 20/40 sand in 812 bbis fluid

33.* PRODUCTION
DATE FIRST I RODUCTION PRODI TTION AIETIIOD (Flowing. gas lifi, pumping--size and Ope of pump) WELI STA ITS (Producing or shut-in)

3/24/06 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATI OF TEST 110\ RS TI STED CIIOKI SIZE PROlyN EUR Oli --11111N (iAS--NICF WATER--Illli . GAS-OIL RATIO

30 day ave 38 80 20 2105

Sold & Used for Fuel R ECElVED

DWOFDLGAT&

FORM 3160-4 SUBMIT IN DUPLICATE* FORM APPROVED
(July 1992) (See other in- OMB NO. 1004-0137

UNITED STATES "'octions°"6 Expires: February 28, 1995
reverse side)
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INTERVAL SIZE SPFINUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP1) 5641'-5654'
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(LODC) 5422'-5442'
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(B2) 5004'-5022'
.43" 4/72 5004'-5022' Frac w/ 90,495# 20/40 sand in 651 bbis fluid

(DS1&D1) 4621'-4632', 4720'-4724'
.43" 4/60 4621'-4724' Frac w/ 25,539#20/40 sand in 320 bbis fluid

(GB4&6) 4228'-36', 4249'-59', 4276'-88'
.43" 4/120 4228'-4288' Frac w/ 123,611# 20/40 sand in 812 bbis fluid

33.* PRODUCTION
DATE FIRST I RODUCTION PRODI TTION AIETIIOD (Flowing. gas lifi, pumping--size and Ope of pump) WELI STA ITS (Producing or shut-in)

3/24/06 2-1/2" x 1-1/2" x 15' RHAC Pump PRODUCING
DATI OF TEST 110\ RS TI STED CIIOKI SIZE PROlyN EUR Oli --11111N (iAS--NICF WATER--Illli . GAS-OIL RATIO

30 day ave 38 80 20 2105

Sold & Used for Fuel R ECElVED

DWOFDLGAT&



Nl IMMARY OF POROllS ZON165: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, t1owingand shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO >

NAME TRUE

MEAS. DEPTH VERT. DEPTH
Well Name Garden Gulch Mkr 3698'

West Point Federal 14-7-9-16 Garden Gulch 1 3921'
Garden Gulch 2 4032'
Point 3 Mkr 4292'
X Mkr 4554'
Y-Mkr 4586'
Douglas Creek Mkr 4702'
BiCarbonate Mkr
B Limestone Mkr 5041'
Castle Peak 5598'
Basal Carbonate 6019'
Total Depth (LOGGERS 6096'
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NEWFIELD

PRODUCITONCOMPANY

April 6, 2009

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
West Point 14-7-9-16
Monument Butte Field, Lease #UTU-74390
Section 7-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the West Point 14-7-9-16 from
a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Sincerely,

Eric Sundberg
Regulatory Analyst

RECEIVED
APR1 4 2009

DIVOFOIL,GAS&WilNING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fax (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

WEST POINT 14-7-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

WEST POINT UNIT

LEASE #UTU-74390

APRIL 6,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

WEST POINT 14-7-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

WEST POINT UNIT

LEASE #UTU-74390

APRIL 6,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

WEST POINT 14-7-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

WEST POINT UNIT

LEASE #UTU-74390

APRIL 6,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: West Point 14-7-9-16

Field or Unit name: Monument Butte (Green River), West Point Unit Lease No. UTU-74390

Well Location: QQ SE/SW section 7 township 9S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is this application for a new well to be drilled? . . . . . . . . . Yes [ ] No [ X ]
If thisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-32745

Proposed injection interval: from 4031 to 5597
Proposed maximum injection: rate 500 bpd pressure 1867 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

I IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through"H-1"

I certify that this report is true and complete to the best of my knowledge.

Name: Eric Sundberg Signature
Title Regulatory Analyst Date 4 ¶/pg
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Proposed Injection MCFD, BWPD
K.B.: 6000, G.L.: 5988 Wellbore Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:
GRADE: J-55 40008#20/40 sand in 460 bbis Lightning 17

frac fluid. Treated @avg press of 1935 psi
WEIGHT: 24# Cement Top @110' ¯ w/avg rate of25.3 BPM. ISIP 1970 psi. Calc
LENGTH: 7 jts. (306.55') . flush: 5652 gal. Actual flush: 5670 gal.

DEPTH LANDED: 317.45' KB 03-15-06 5422-5442' Frac LODC, sands as follows:
49941#20/40 sand in 509 bbls Lightningl7

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2174 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls omt to surf wlavg rate of25 BPM. ISIP 2290 psi. Calc
flush: 5440 gal. Actual flush: 5418 gal.

03-15-06 5126-5144' Frac Al sands as follows:
54325# 20/40 sand 471 bb1sLightning 17
frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush: 5166 gal.

03-15-06 5004-5022' Frac B2 sands as follows:

PRODUCTION CASING fra
fl5ud20 0 sand b ss

f
7n63ng 7

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Calc
GRADE: J-55 flush: 5020 gal. Actual flush: 4998 gal.

03-15-06 4621-4724' Frac DS1, Dl sands as follows:
WEIGHT: 15.5# 25539#20/40 sand in 320 bbis Lightningl7
LENGTH: 144jts. (6077.36')

w
acBuradte

5
4d@ gIS 32000nps

Cale
DEPTH LANDED: 6090.61' KB flush; 4722 gal. Actual flush: 4620 gal.
HOLE SIZE: 7-7/8" 03-15-06 4228-4288' Frac GB4, GB6 sands as follows:

12361l# 20/40 sand in 812 bbls Lightning17
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi
CEMENT TOP @:I10, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc

flush: 4286 gal. Actual flush: 4116 gal.

TUBING
SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.5# 08-25-06 Pump Change-Tubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUBING ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB Packer @4193'

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB - 4249-4259'

4276-4288'

4621-4632'
PERFORATION RECORD

- 4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes

5004-5022' 03/14/06 5422-5442' 4 JSPF 80 holes
03/15/06 5126-5144' 4]SPF 72holes5126-5144' 03/15/06 5004-5022' 4 JSPF 72 holes

5422-5442, 03/15/06 4720-4724' 4 JSPF 16 holes
- I 03/15/06 4621-4632' 4 JSPF 44 holes

03/15/06 4276-4288' 4 JSPF 48 holes
03/15/06 4249-4259' 4 JSPF 40 holes
03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

MWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16

493' FSL & 1919' FWL TD @6100'

SE/SW Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

MS

West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Proposed Injection MCFD, BWPD
K.B.: 6000, G.L.: 5988 Wellbore Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:
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frac fluid. Treated @avg press of 1935 psi
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03-15-06 5126-5144' Frac Al sands as follows:
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frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
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fl5ud20 0 sand b ss

f
7n63ng 7
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WEIGHT: 15.5# 25539#20/40 sand in 320 bbis Lightningl7
LENGTH: 144jts. (6077.36')

w
acBuradte

5
4d@ gIS 32000nps

Cale
DEPTH LANDED: 6090.61' KB flush; 4722 gal. Actual flush: 4620 gal.
HOLE SIZE: 7-7/8" 03-15-06 4228-4288' Frac GB4, GB6 sands as follows:

12361l# 20/40 sand in 812 bbls Lightning17
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi
CEMENT TOP @:I10, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc

flush: 4286 gal. Actual flush: 4116 gal.

TUBING

SIZE/GRADE/WT.: 2-7/8"/ J-55 / 6.5# 08-25-06 Pump Change-Tubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUBING ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB Packer @4193'

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB - 4249-4259'

4276-4288'

4621-4632'
PERFORATION RECORD

- 4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes

5004-5022' 03/14/06 5422-5442' 4 JSPF 80 holes
03/15/06 5126-5144' 4]SPF 72holes5126-5144' 03/15/06 5004-5022' 4 JSPF 72 holes

5422-5442, 03/15/06 4720-4724' 4 JSPF 16 holes
- I 03/15/06 4621-4632' 4 JSPF 44 holes

03/15/06 4276-4288' 4 JSPF 48 holes
03/15/06 4249-4259' 4 JSPF 40 holes
03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

MWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16

493' FSL & 1919' FWL TD @6100'

SE/SW Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

MS

West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Proposed Injection MCFD, BWPD
K.B.: 6000, G.L.: 5988 Wellbore Diagram

SURFACE CASING
_
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

West Point
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17 Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the West Point 14-7-9-16 from a producing oil well to a
water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the West Point 14-7-9-16 well,
the proposed injection zone is from Garden Gulch to Castle Peak (4031' -5597'). The
confining strata directly above and below the injection zones are the Garden Gulch and
the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3697' and the TD is at 6100'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the West Point 14-7-9-16 is on file with the Utah Division of Oil,
Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a State lease (Lease #UTU-74390) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V-RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 317' KB, and 5-1/2", 15.5#
casing run from surface to 6091' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1867 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the West Point 14-7-9-16, for existing perforations
(4228' - 5654') calculates at 0.81 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
1867 psig. We may add additional perforations between 3697' and 6100'. See
Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the West Point 14-7-9-16, the proposed injection zone (4031' - 5597') is in the Garden
Gulch to Castle Peak of the Green River Formation. The reservoir is a very fine-grained
sandstone with minor imbedded shale streaks. The estimated porosity is 13%. The
members are composed of porous and permeable lenticular calcareous sandstone and low
porosity carbonates and calcareous shale. The porous and lenticular sandstone varies in
thickness from 0-31' and is confined to the Monument Butte Federal Field. Outside the
Monument Butte Federal Field, the sandstone is composed of tight, very fine, silty,
calcareous sandstone, less than 3' thick. The stratum confining the injection zone is
composed of tight, moderately calcareous, sandy lacustrine shale. All of the confining
strata are impermeable, and will effectively seal off the oil, gas, and water of the injection
zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-19.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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EXHIBIT B
Page 1

Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

1. Township 9 South, Range 16 East UTU-74390 Newfield Production Company (Surface Rights)
Section 6: All HBP 1001 17TH St Suite 2000 USA
Section 7: All Denver, CO 80202
Section 8: W/2 Yates Petroleum Corporation
Section 17: NW Yates Drilling Company
Section 18: Lots 1 & 3, NE, E2NW Myco Industries Inc

ABO Petroleum Corporation
105 S Fourth St.
Artesia, NM 88210

2. Township 9 South, Range 15 East UTU-66184 Newfield Production Company (Surface Rights)
Section 13: N2, N2S2 HBP 1001 17"' St. Suite 2000 USA
Section 14: N2, N2S2 Denver, CO 80202
Section 15: Lots 1-3, E2

3. Township 9 South, Range 15 East UTU-74826 Newfield Production Company (Surface Rights)
Section 1: All HBP 1001 17ti'St. Suite 2000 USA
Section 3: All Denver, CO 80202
Section 10: All
Section 11: All
Section 12: All
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
West Point 14-7-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfield Production Co
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2009.

Notary Public in and for the State of Colorado: Ñ$ Á ( //

My Commission Expires: iÃO/¾ l
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one-half mile radius of the proposed injection well.

Signed:
Newfield Production Co
Eric Sundberg
Regulatory Analyst

Sworn to and subscribed before me this day of , 2009.

Notary Public in and for the State of Colorado: Ñ$ Á ( //

My Commission Expires: iÃO/¾ l
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Newfield Production Co
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West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Wellbore Diagram MCFD, BWPD
K.B.: 6000, G.L.: 5988

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:

GRADE: J-55 40008# 20/40 sand in 460 bbls Lightning 17
frac fluid. Treated @avg press of 1935 psi

WEIGHT: 24# Cement Top @110' w/avg rate of25.3 BPM. ISIP 1970 psi. Calc
LENGTH: 7 jts. (306.55') flush: 5652 gal. Actual flush: 5670 gal.

DEPTH LANDED: 317.45' KB 03-15-06 5422-5442' Frac LODC, sands as follows:
49941# 20/40 sand in 509 bbis Lightningl7

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2174 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf w/avg rate of25 BPM. ISIP 2290 psi. Calc
flush: 5440 gal. Actual flush: 5418 gal.

03-15-06 5126-5144' Frac Al sands as follows:
54325#20/40 sand471 bbls Lightning 17
frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush: 5166 gal.

03-15-06 5004-5022' Frac B2 sands as follows:

PRODUCTION CASING 90495# 20/40 sand in 651 bbis Lightning 17
frac fluid. Treated @avg press of 1763 psi

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Cale
GRADE: 1-55 flush: 5020 gal. Actual flush; 4998 gal.

03-15-06 4621-4724' Frac DSI, D1 sands as follows:
WEIGHT: 15.5# 25539# 20/40 sand in 320 bbis Lightning17
LENGTH: 144 jts. (6077.36') ffraacflurade ted @avg ss 200017siCalc

DEPTH LANDED: 6090.61' KB flush; 4722 gal. Actual flush: 4620 gal.
HOLE SIZE: 7-7/8" 03-15-06 4228-4288' Frac GB4, GBd sands as follows:

12361l# 20/40 sand in 812 bbls Lightningl7
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi
CEMENT TOP @:110, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc

flush: 4286 gal. Actual flush: 4116 gal.

TUBING
SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# 08-25-06 Pump ChangeTubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUB1NG ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB 42494259'

4276-4288'

4621-4632'
PERFORATION RECORDSUCKERRODS

- 4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes
POLISHED ROD: 1-1/2" x 22' SM 5004-5022, 03/14/06 5422-5442' 4 JSPF 80 holes

03/15/06 5126-5144' 4 JSPF 72 holesSUCKER RODS: 2-6' x3/4" pony sub, 100-3/4"guided rods, 90-3/4" slick rods, - 5126-5144' 03/15/06 5004-5022' 4 JSPF 72 holes30-3/4" guided rods, 6-1 ½" weight bars.
5422-5442, 03/15/06 4720-4724' 4 JSPF 16 holes

PUMP SIZE: 2-1/2" x 1-1/2" x12x 15' RHAC 03/15/06 4621-4632' 4 JSPF 44 holes
03/15/06 4276-4288' 4 JSPF 48 holesSTROKE LENGTH: 86" Anchor @5591' 03/15/06 4249-4259' 4 JSPF 40 holes

PUMP SPEED, 4 SPM: 03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

SN 5676'

EOT @5743'

NEWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16
y y

TD @6100'493' FSL & 1919' FWL

SE/SW Section 7-T9S-RI6E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

EL

West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Wellbore Diagram MCFD, BWPD
K.B.: 6000, G.L.: 5988

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:

GRADE: J-55 40008# 20/40 sand in 460 bbls Lightning 17
frac fluid. Treated @avg press of 1935 psi

WEIGHT: 24# Cement Top @110' w/avg rate of25.3 BPM. ISIP 1970 psi. Calc
LENGTH: 7 jts. (306.55') flush: 5652 gal. Actual flush: 5670 gal.

DEPTH LANDED: 317.45' KB 03-15-06 5422-5442' Frac LODC, sands as follows:
49941# 20/40 sand in 509 bbis Lightningl7

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2174 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf w/avg rate of25 BPM. ISIP 2290 psi. Calc
flush: 5440 gal. Actual flush: 5418 gal.

03-15-06 5126-5144' Frac Al sands as follows:
54325#20/40 sand471 bbls Lightning 17
frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush: 5166 gal.

03-15-06 5004-5022' Frac B2 sands as follows:

PRODUCTION CASING 90495# 20/40 sand in 651 bbis Lightning 17
frac fluid. Treated @avg press of 1763 psi

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Cale
GRADE: 1-55 flush: 5020 gal. Actual flush; 4998 gal.

03-15-06 4621-4724' Frac DSI, D1 sands as follows:
WEIGHT: 15.5# 25539# 20/40 sand in 320 bbis Lightning17
LENGTH: 144 jts. (6077.36') ffraacflurade ted @avg ss 200017siCalc

DEPTH LANDED: 6090.61' KB flush; 4722 gal. Actual flush: 4620 gal.
HOLE SIZE: 7-7/8" 03-15-06 4228-4288' Frac GB4, GBd sands as follows:

12361l# 20/40 sand in 812 bbls Lightningl7
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi
CEMENT TOP @:110, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc

flush: 4286 gal. Actual flush: 4116 gal.

TUBING
SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# 08-25-06 Pump ChangeTubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUB1NG ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB 42494259'

4276-4288'

4621-4632'
PERFORATION RECORDSUCKERRODS

- 4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes
POLISHED ROD: 1-1/2" x 22' SM 5004-5022, 03/14/06 5422-5442' 4 JSPF 80 holes

03/15/06 5126-5144' 4 JSPF 72 holesSUCKER RODS: 2-6' x3/4" pony sub, 100-3/4"guided rods, 90-3/4" slick rods, - 5126-5144' 03/15/06 5004-5022' 4 JSPF 72 holes30-3/4" guided rods, 6-1 ½" weight bars.
5422-5442, 03/15/06 4720-4724' 4 JSPF 16 holes

PUMP SIZE: 2-1/2" x 1-1/2" x12x 15' RHAC 03/15/06 4621-4632' 4 JSPF 44 holes
03/15/06 4276-4288' 4 JSPF 48 holesSTROKE LENGTH: 86" Anchor @5591' 03/15/06 4249-4259' 4 JSPF 40 holes

PUMP SPEED, 4 SPM: 03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

SN 5676'

EOT @5743'

NEWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16
y y

TD @6100'493' FSL & 1919' FWL

SE/SW Section 7-T9S-RI6E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

EL

West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Wellbore Diagram MCFD, BWPD
K.B.: 6000, G.L.: 5988

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 03-14-06 5641-5654' Frac CP1, sands as follows:

GRADE: J-55 40008# 20/40 sand in 460 bbls Lightning 17
frac fluid. Treated @avg press of 1935 psi

WEIGHT: 24# Cement Top @110' w/avg rate of25.3 BPM. ISIP 1970 psi. Calc
LENGTH: 7 jts. (306.55') flush: 5652 gal. Actual flush: 5670 gal.

DEPTH LANDED: 317.45' KB 03-15-06 5422-5442' Frac LODC, sands as follows:
49941# 20/40 sand in 509 bbis Lightningl7

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2174 psi

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf w/avg rate of25 BPM. ISIP 2290 psi. Calc
flush: 5440 gal. Actual flush: 5418 gal.

03-15-06 5126-5144' Frac Al sands as follows:
54325#20/40 sand471 bbls Lightning 17
frac fluid. Treated @avg press of2142 psi
w/avg rate of25.3 BPM. ISIP 2200 psi. Calc
flush: 5142 gal. Actual flush: 5166 gal.

03-15-06 5004-5022' Frac B2 sands as follows:

PRODUCTION CASING 90495# 20/40 sand in 651 bbis Lightning 17
frac fluid. Treated @avg press of 1763 psi

CSG SIZE: 5-1/2" w/avg rate of25.5 BPM. ISIP 1900 psi. Cale
GRADE: 1-55 flush: 5020 gal. Actual flush; 4998 gal.

03-15-06 4621-4724' Frac DSI, D1 sands as follows:
WEIGHT: 15.5# 25539# 20/40 sand in 320 bbis Lightning17
LENGTH: 144 jts. (6077.36') ffraacflurade ted @avg ss 200017siCalc

DEPTH LANDED: 6090.61' KB flush; 4722 gal. Actual flush: 4620 gal.
HOLE SIZE: 7-7/8" 03-15-06 4228-4288' Frac GB4, GBd sands as follows:

12361l# 20/40 sand in 812 bbls Lightningl7
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. frac fluid. Treated @avg press 1796 psi
CEMENT TOP @:110, w/avg rate of25.4 BPM. ISIP 2180 psi. Calc

flush: 4286 gal. Actual flush: 4116 gal.

TUBING
SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# 08-25-06 Pump ChangeTubing & Rod detail updated.
NO. OF JOINTS: 173jts (5579.79') 08-14-07 Workover: Updated rod details.
TUB1NG ANCHOR: 5591.79' KB 05/28/08 Tbg. Leak. Updated rod and tubing details
NO. OF JOINTS: 2 jts (65.00')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5659.59' KB

NO. OF JOINTS: 2 jts (64.95') 4228-4236'

TOTAL STRING LENGTH: EOT @5726.09'w/12 KB 42494259'

4276-4288'

4621-4632'
PERFORATION RECORDSUCKERRODS

- 4720-4724' 03/10/06 5641-5654' 4 JSPF 52 holes
POLISHED ROD: 1-1/2" x 22' SM 5004-5022, 03/14/06 5422-5442' 4 JSPF 80 holes

03/15/06 5126-5144' 4 JSPF 72 holesSUCKER RODS: 2-6' x3/4" pony sub, 100-3/4"guided rods, 90-3/4" slick rods, - 5126-5144' 03/15/06 5004-5022' 4 JSPF 72 holes30-3/4" guided rods, 6-1 ½" weight bars.
5422-5442, 03/15/06 4720-4724' 4 JSPF 16 holes

PUMP SIZE: 2-1/2" x 1-1/2" x12x 15' RHAC 03/15/06 4621-4632' 4 JSPF 44 holes
03/15/06 4276-4288' 4 JSPF 48 holesSTROKE LENGTH: 86" Anchor @5591' 03/15/06 4249-4259' 4 JSPF 40 holes

PUMP SPEED, 4 SPM: 03/15/06 4228-4236' 4 JSPF 32 holes

5641-5654'

SN 5676'

EOT @5743'

NEWFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16
y y

TD @6100'493' FSL & 1919' FWL

SE/SW Section 7-T9S-RI6E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

EL



Spud Date: 11/10/97 Nine Mile #6-7-9-16
Put on Production: 4/14/03 Initial Production: 128 BOPD,
GL: 5960' KB: 5972'

- 128MCFPD, 10 BWPDWellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12/22/97 5708'-5757' Frac CP sand as follows:
GRADE: J-55 Cement top @170' 127,200# of20/40 sd in 621 bbls Boragel.

Treated @avg rate 31.2 bpm, avg press 1700
WEIGHT:24# psi. ISIP 2300 psi. Calc. Flush: 5708 gal.
LENGTH: 7 jts. (283.47') Actual flush: 5955 gal.

DEPTH LANDED: 284.14' GL 12/24/97 4928'-4976' Frac C sand as follows:
I11,400# of20/40 sd in 544 bbis Delta Frac.

HOLE SIZE:12-1/4" Treated @avg rate of28 BPM, avg press
CEMENT DATA: 120 sxs Premium cmt, est 7 bbis to surf. 1700Apc ISIP 18743psi Calc. Flush: 4928

12/30/97 4799'-4824' Frac D sand as follows:
- - 124,300# 20/40 sand in 574 bbis Delta Frac,

Treated w/avg press of 1690 psi w/avg rate of
28.2 BPM. ISIP 2235 psi. Calc. Flush: 4799
gal. Actual flush: 4695 gal.

PRODUCTION CASING 7/16/02 Tubing leak. Update rod andtubingdetails.

04/09/03 5074'-5222' Frac B2 & A1 sands as follows:CSG SIZE: 5-1/2"
48,894#20/40 sand in 393 bb1sViking I-25

GRADE: 1-55 fluid. Treated @avg press of4000 psi with
avg. rate of 18,2 BPM. ISIP 1960 psi. Calc.WEIGHT: 15.5#
Flush: 1,315 gal. Actual flush: 1218 gal.

LENGTH: 137 jts. (5897.53')
04/09/03 4254'-4302' Frac GB sands as follows:

DEPTH LANDED: 5908.49' 68,l04#20/40 sand in 516 bbls Viking I-25

HOLE SIZE: 7-7/8,, fluid. Treated @avg. press of2140 psi with
avg. rate of26.8 BPM. ISIP 2130 psi. Calc.

CEMENT DATA: 405 sks Hibond mixed & 345 sks thixotropic flush: 4253 gal. Actual flush: 4158 gal.
CEMENT TOP AT: 170' 05/31/03 Stuck Pump. Update rod detail.

04/19/04 Pump Change.

TUBING

SIZE/GRADE/WT: 2 7/8" / M-50 / 6.5#

NO. OF JOINTS: 181jts (5628.41')

TUBING ANCHOR: 5640.41' KB

NO. OF JOINTS: 1jt (31.41')

SEATlNG NIPPLE: 2 7/8" (1.10') 4254'-4266'
SN LANDED AT: 5674.58' KB

4298'-4302'
NO. OF JOINTS: 2 jts (62.83')

TOTAL STRING LENGTH: EOT @5739' KB

4799'- 4808'

4810'-481T

SUCKER RODS 4822'-4824'

POLISHED ROD: 1 1/2" x 22' SM
4928'- 4941'

SUCKER RODS: 6-1 1/2" weight rods, 14-3/4" scrapered rods, 111-3/4" plain
rods, 95-3/4" scrapered rods, 1-8' x 3/4" pony rods. 2 i i 2 4971'- 4976'

PUMP SIZE: 2 1/2" x 1 1/2" x 15.5' RHAC

STROKE LENGTH: 52" A : 5 2 5074'-5077'

PUMP SPEED, SPM: 7 SPM : i i 2 5205'-5214, PERFORATION RECORD
LOGS: DIGL/SP/GR/CAL (5914'-295') : 5220'-5222' 12/19/97 5708'-5713' 4 JSPF 20 holes

DSN/SDL/GR (5888'-3000') 12/19/97 5735'-5749' 4 JSPF 56 holes
Anchor @5640' 12/19/97 5755'-5757' 4 JSPF 8 holes

12/23/97 4928'-4941' 4 JSPF 52 holesSN @5675'
12/23/97 4971'-4976' 4 JSPF 20 holes5708'- 5713'
12/29/97 4799'-4808' 4 JSPF 36 holes5735'- 5749' EOT @5739' 12/29/97 4810'-4817' 4 JSPF 28 holes

5755'- 5757' 12/29/97 4822'-4824' 4 JSPF 8 holes
04/07/03 4254'-4266' 4 JSPF 48 holes

Top of Fill @5862'
04/07/03 4298'-4302' 4 JSPF 16 holes

04/07/03 5074'-5077' 4 JSPF 12 holesNEWFIELD PBTD @5868'
04/07/03 5205'-5214' 4 JSPF 36 holes

SHOE @5908 04/07/03 5220'-5222' 4 JSPF 8 holes
Nine Mile #6-7 TD @5921'
2036 FNL & 2070 FWL
SE/NW Section 7-T9S-R16E
Duchesne Co, Utah
API #43-013-31776; Lease #UTU-74390

JW

Spud Date: 11/10/97 Nine Mile #6-7-9-16
Put on Production: 4/14/03 Initial Production: 128 BOPD,
GL: 5960' KB: 5972'

- 128MCFPD, 10 BWPDWellbore Diagram
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SpudDate:4/22/08 West Point Fed #N-7-9-16
Put on Production: 5/29/08
GL: 601T KB: 6029' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 5/21/08 5836-5845' RU BJ & frac CP1 sds as follows:
GRADE: 1-55 Cement Top @50' 30,088#20/40 sand in 411 bbis of Lightning 17 frac fluid. Treated @ave

pressure of2238 w/ ave rate of23.3 bpm w/ 6.5 ppg of sand. ISIP was 2100.
WEIGHT;24# - - Actual Flush; 5334 gals.
LENGTH: 7 jts (308.94') 5/21/08 5459-5471' RU BJ & frac stage #2 as follows:

DEPTH LANDED: 319, 14,814#20/40 sand in 284 bbls of Lightning 17 frac fluid. Treated @ave
pressure of2177 w/ ave rate of23.4 bpm w/ 6.5 ppg of sand. ISIP was 1955.

HOLE SIZE:12-1/4" Actual Flush: 4998 gals.
CEMENT DATA: To surface with 160 sx Class "G" cmt 5/21/08 6314-5322' RU BJ & frac stage #3 as follows:

19,919#20/40 sand in 317 bbls of Lightning 17 frac fluid. Treated @ave
pressure of2177 w/ ave rate of23.4 bpm w/ 6.5 ppg of sand. ISIP was 2015.

- - Actual Flush: 4830 gals

5/22/08 5074'-5086' RU BJ & frac stage #4 as follows:
55,473# 20/40 sand in 500 bbis of Lightning 17 frac fluid. Treated @ave
pressure of 1797 w/ ave rate of23.4 bpm w/ 8 ppg of sand. ISIP was

PRODUCTIONCASING 1865.ActualFlush: 4620 gals.

,, 5/22/08 4974-4980' RU BJ & frac stage #5 as follows:CSG SIZE: 5-1/2
20,062#20/40 sand in 314 bbis of Lightning 17 frac fluid. Treated @ave

GRADE: J-55 pressure of2251 w/ ave rate of25.8 bpm w/ 6.5 ppg of sand. ISIP was 2010.

WEIGHT: 15.5# Actual Flush: 4494 gals.

5/22/08 4904-4917' RU BJ & frac stage #6 as follows:LENGTH: 155 jts
72,392#20/40 sand in 600 bbls of Lightning 17 frac fluid. Treated @ave

DEPTH LANDED: 6351' pressure of2401 w/ ave rate of23.4 bpm w/ 8 ppg of sand. IS1Pwas 2320.
HOLE SIZE: 7-7/8" Actual Flush: 4872 gals.

CEMENT DATA: 325 sx Premlite H and 425 sx 50/50 Poz

CEMENT TOP AT: 50'

TUBING

SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5#

NO. OF JOINTS: 185jts (5794.23')

TUBING ANCHOR: 5806.23' KB
2 i 4904-4917'

NO. OF JOINTS: 1 jt (31.36')

SEATING NIPPLE: 2 7/8" (1.10') : §| 4974-4980'

SN LANDED AT: 5840.39' KB

NO. OF JOINTS: 2 jts (63.17') 5074-5086'
TOTAL STRING LENGTH: EOT @5905.11' KB

5314-5322'

SUCKER RODS
5459-5471'

POLISHED ROD: 1 1/2" x 26' polished rod

SUCKER RODS: 2',4',x 7/8" pony rods, 229- 7/8" scrapered rods, 4-1 1/2"
weight rods 5836-5845'

PUMP SIZE: 2 1/2" xl 3/4" x 16'x 20' RHAC pump w/sm plunger

STROKE LENGTH: 96"

PUMP SPEED, SPM: 6 PERFORATION RECORD
5/22/08 4904-4917' 4 JSPF 52 holes
5/22/08 4974-4980' 4 JSPF 24 holes

Anchor @5800' 5/22/08 5074-5086' 4 JSPF 48 holes
5/21/08 5314-5322' 4 JSPF 32 holes
5/21/08 5459-5471' 4 JSPF 48 holes

SN @5840' 5/21/08 5836-5845' 4 JSPF 36 holes
EOT @5925'

PBTD @6329'

NEWFIELD

West Point Fed #N-7-9-16 / TD @6367'
2002' FSL & 594' FWL

NW/SW Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33711; Lease
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SN @5840' 5/21/08 5836-5845' 4 JSPF 36 holes
EOT @5925'

PBTD @6329'

NEWFIELD

West Point Fed #N-7-9-16 / TD @6367'
2002' FSL & 594' FWL

NW/SW Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-33711; Lease



West Point Federal M-7-9-16
Spud Date: 8/25/08
Put on Production: 10/21/08
GL: 5959' KB: 5971' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 10/13/08 6044-6052' Frac CP.5 sands as follows:
GRADE: 1-55 Frac with 24982 #'s of 20/40 sand in 384

bbIs Lightning 17 fluid. Treat at an ave
WEIGHT: 24# pressure of 2036 psi @23.2 BPM. ISIP
LENGTH: 7 jts. (334.43')

HOLE SIZE: 12-1/4" 10/13/08 5762-5802' Frac CP1 & CP2 sands as follows:
Frac with 44978 #'s of 20/40 sand in 452

CEMENT DATA: 160 sxs Class "G" cmt bb1sLightning 17 fluid. Treat at an ave
pressure 1600 psi @23.2 BPM. ISIP
1926 psi.

10/13/08 5438-5456' Frac LODC sands as follows:
- Frac with 60003 #'s of 20/40 sand in 517

bbis Lightning 17 fluid. Treat at an ave
pressure of 2353 psi @23.1 BPM. ISIP
2837 psi.

10/13/08 5144-5150' Frac B2 sands as follows:PRODUCTION CASING Frac with 19858 #'s of 20/40 sand in 353
CSG SIZE: 5-1/2" bb1sLightning 17 fluid. Treat at an ave
GRADE: J-55 pressure of 2301 psi @23 BPM. ISIP

1931 psi.
WEIGHT: 15.5#

10/14/08 5010-5024' Frac C sands as follows:
LENGTH: 162 jts. (6279.20') Frac with 40196 #'s 20/40 sand in 403

HOLE SIZE: 7-7/8,, bbls Lightning 17 fluid. Treat at an ave
pressure of 2140 psi @23.1 BPM. ISIP

TOTAL DEPTH: 6300' i 4274-4288' 2126 psi.

CEMENT DATA: 350 sk Prem. Lite 11mixed & 475 sxs 50/50 POZ
4370-4380' 10/14/08 4846-4858' rranceDi

h
3a5 41as fSollows:sand

in 368CEMENT TOP AT: 0'
bbis Lightning 17 fluid. Treat at an ave
pressure of 1966 psi @23.2 BPM. ISIP

4846-4858' 2070 psi.

10/14/08 4370-4380' Frac GB6 sands as follows:

TUBING Frac with 29564 #'s 20/40 sand in 378
5010-5024' bbis Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# pressure of 2016 psi @23.1 BPM. ISIP

NO. OF JOINTS: 198 jts (6082.09') 1922 psi.

TUBING ANCHOR: 6094.09' 10/14/08 4274-4288' Frac GB4 sands as follows:
Frac with 46855 #'s 20/40 sand in 427

NO. OF JOINTS: 1jts (30.30') bb1sLightning 17 fluid. Treat at an ave
SEATING NIPPLE: 2-7/8" (1 10')

5144-5150' pressure of 2018 psi @23.2 BPM. ISIP
2065 psi.

SN LANDED AT: 6127.19' KB

NO. OF JOINTS: 1jts (30.70')

TOTAL STRING LENGTH: EOT @6159.44'

5438-5456'
SUCKER RODS

POLISHED ROD: 1-1/2" x 26' 5762-5768'

SUCKER RODS: 1- 4' x 7/8" pony rods, 240- 7/8" guided rods (8 per), 4- 1 ½"
weight rods

5792-5802'
PUMP SIZE: 2-1/2" x 1-3/4" x 21' RHAC pump

STROKE LENGTH: 122"
6044-6052'

PUMP SPEED, SPM: 5

Anchor @6094, PERFORATION RECORD
6114-6120, 4274-4288' 4 JSPF 56 holes

4370-4380' 4 JSPF 40 holes
SN @6127' 4846-4858' 4 JSPF 48 holes

5010-5024' 4 JSPF 56 holes
EOT @6159' 5144-5150' 4 JSPF 24 holes

$438-5456' 4 JSPF 72 holes
5762-5768' 4 JSPF 24 holes
5792-5802' 4 JSPF 40 holes

---- -

6044-6052' 4 JSPF 32 holes
PBTD @6253' 6114-6120' 4 JSPF 24 holes

SHOE @6279'

West Point Federal M-7-9-16
yo 3ee.

2040' FNL & 2054' FWL
SENW Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-33984; UTU-74390

TL

West Point Federal M-7-9-16
Spud Date: 8/25/08
Put on Production: 10/21/08
GL: 5959' KB: 5971' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 10/13/08 6044-6052' Frac CP.5 sands as follows:
GRADE: 1-55 Frac with 24982 #'s of 20/40 sand in 384

bbIs Lightning 17 fluid. Treat at an ave
WEIGHT: 24# pressure of 2036 psi @23.2 BPM. ISIP
LENGTH: 7 jts. (334.43')

HOLE SIZE: 12-1/4" 10/13/08 5762-5802' Frac CP1 & CP2 sands as follows:
Frac with 44978 #'s of 20/40 sand in 452

CEMENT DATA: 160 sxs Class "G" cmt bb1sLightning 17 fluid. Treat at an ave
pressure 1600 psi @23.2 BPM. ISIP
1926 psi.

10/13/08 5438-5456' Frac LODC sands as follows:
- Frac with 60003 #'s of 20/40 sand in 517

bbis Lightning 17 fluid. Treat at an ave
pressure of 2353 psi @23.1 BPM. ISIP
2837 psi.

10/13/08 5144-5150' Frac B2 sands as follows:PRODUCTION CASING Frac with 19858 #'s of 20/40 sand in 353
CSG SIZE: 5-1/2" bb1sLightning 17 fluid. Treat at an ave
GRADE: J-55 pressure of 2301 psi @23 BPM. ISIP

1931 psi.
WEIGHT: 15.5#

10/14/08 5010-5024' Frac C sands as follows:
LENGTH: 162 jts. (6279.20') Frac with 40196 #'s 20/40 sand in 403

HOLE SIZE: 7-7/8,, bbls Lightning 17 fluid. Treat at an ave
pressure of 2140 psi @23.1 BPM. ISIP

TOTAL DEPTH: 6300' i 4274-4288' 2126 psi.

CEMENT DATA: 350 sk Prem. Lite 11mixed & 475 sxs 50/50 POZ
4370-4380' 10/14/08 4846-4858' rranceDi

h
3a5 41as fSollows:sand

in 368CEMENT TOP AT: 0'
bbis Lightning 17 fluid. Treat at an ave
pressure of 1966 psi @23.2 BPM. ISIP

4846-4858' 2070 psi.

10/14/08 4370-4380' Frac GB6 sands as follows:

TUBING Frac with 29564 #'s 20/40 sand in 378
5010-5024' bbis Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# pressure of 2016 psi @23.1 BPM. ISIP

NO. OF JOINTS: 198 jts (6082.09') 1922 psi.

TUBING ANCHOR: 6094.09' 10/14/08 4274-4288' Frac GB4 sands as follows:
Frac with 46855 #'s 20/40 sand in 427

NO. OF JOINTS: 1jts (30.30') bb1sLightning 17 fluid. Treat at an ave
SEATING NIPPLE: 2-7/8" (1 10')

5144-5150' pressure of 2018 psi @23.2 BPM. ISIP
2065 psi.

SN LANDED AT: 6127.19' KB

NO. OF JOINTS: 1jts (30.70')

TOTAL STRING LENGTH: EOT @6159.44'

5438-5456'
SUCKER RODS

POLISHED ROD: 1-1/2" x 26' 5762-5768'

SUCKER RODS: 1- 4' x 7/8" pony rods, 240- 7/8" guided rods (8 per), 4- 1 ½"
weight rods

5792-5802'
PUMP SIZE: 2-1/2" x 1-3/4" x 21' RHAC pump

STROKE LENGTH: 122"
6044-6052'

PUMP SPEED, SPM: 5

Anchor @6094, PERFORATION RECORD
6114-6120, 4274-4288' 4 JSPF 56 holes

4370-4380' 4 JSPF 40 holes
SN @6127' 4846-4858' 4 JSPF 48 holes

5010-5024' 4 JSPF 56 holes
EOT @6159' 5144-5150' 4 JSPF 24 holes

$438-5456' 4 JSPF 72 holes
5762-5768' 4 JSPF 24 holes
5792-5802' 4 JSPF 40 holes

---- -

6044-6052' 4 JSPF 32 holes
PBTD @6253' 6114-6120' 4 JSPF 24 holes

SHOE @6279'

West Point Federal M-7-9-16
yo 3ee.

2040' FNL & 2054' FWL
SENW Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-33984; UTU-74390

TL

West Point Federal M-7-9-16
Spud Date: 8/25/08
Put on Production: 10/21/08
GL: 5959' KB: 5971' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 10/13/08 6044-6052' Frac CP.5 sands as follows:
GRADE: 1-55 Frac with 24982 #'s of 20/40 sand in 384

bbIs Lightning 17 fluid. Treat at an ave
WEIGHT: 24# pressure of 2036 psi @23.2 BPM. ISIP
LENGTH: 7 jts. (334.43')

HOLE SIZE: 12-1/4" 10/13/08 5762-5802' Frac CP1 & CP2 sands as follows:
Frac with 44978 #'s of 20/40 sand in 452

CEMENT DATA: 160 sxs Class "G" cmt bb1sLightning 17 fluid. Treat at an ave
pressure 1600 psi @23.2 BPM. ISIP
1926 psi.

10/13/08 5438-5456' Frac LODC sands as follows:
- Frac with 60003 #'s of 20/40 sand in 517

bbis Lightning 17 fluid. Treat at an ave
pressure of 2353 psi @23.1 BPM. ISIP
2837 psi.

10/13/08 5144-5150' Frac B2 sands as follows:PRODUCTION CASING Frac with 19858 #'s of 20/40 sand in 353
CSG SIZE: 5-1/2" bb1sLightning 17 fluid. Treat at an ave
GRADE: J-55 pressure of 2301 psi @23 BPM. ISIP

1931 psi.
WEIGHT: 15.5#

10/14/08 5010-5024' Frac C sands as follows:
LENGTH: 162 jts. (6279.20') Frac with 40196 #'s 20/40 sand in 403

HOLE SIZE: 7-7/8,, bbls Lightning 17 fluid. Treat at an ave
pressure of 2140 psi @23.1 BPM. ISIP

TOTAL DEPTH: 6300' i 4274-4288' 2126 psi.

CEMENT DATA: 350 sk Prem. Lite 11mixed & 475 sxs 50/50 POZ
4370-4380' 10/14/08 4846-4858' rranceDi

h
3a5 41as fSollows:sand

in 368CEMENT TOP AT: 0'
bbis Lightning 17 fluid. Treat at an ave
pressure of 1966 psi @23.2 BPM. ISIP

4846-4858' 2070 psi.

10/14/08 4370-4380' Frac GB6 sands as follows:

TUBING Frac with 29564 #'s 20/40 sand in 378
5010-5024' bbis Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5# pressure of 2016 psi @23.1 BPM. ISIP

NO. OF JOINTS: 198 jts (6082.09') 1922 psi.

TUBING ANCHOR: 6094.09' 10/14/08 4274-4288' Frac GB4 sands as follows:
Frac with 46855 #'s 20/40 sand in 427

NO. OF JOINTS: 1jts (30.30') bb1sLightning 17 fluid. Treat at an ave
SEATING NIPPLE: 2-7/8" (1 10')

5144-5150' pressure of 2018 psi @23.2 BPM. ISIP
2065 psi.

SN LANDED AT: 6127.19' KB

NO. OF JOINTS: 1jts (30.70')

TOTAL STRING LENGTH: EOT @6159.44'

5438-5456'
SUCKER RODS

POLISHED ROD: 1-1/2" x 26' 5762-5768'

SUCKER RODS: 1- 4' x 7/8" pony rods, 240- 7/8" guided rods (8 per), 4- 1 ½"
weight rods

5792-5802'
PUMP SIZE: 2-1/2" x 1-3/4" x 21' RHAC pump

STROKE LENGTH: 122"
6044-6052'

PUMP SPEED, SPM: 5

Anchor @6094, PERFORATION RECORD
6114-6120, 4274-4288' 4 JSPF 56 holes

4370-4380' 4 JSPF 40 holes
SN @6127' 4846-4858' 4 JSPF 48 holes

5010-5024' 4 JSPF 56 holes
EOT @6159' 5144-5150' 4 JSPF 24 holes

$438-5456' 4 JSPF 72 holes
5762-5768' 4 JSPF 24 holes
5792-5802' 4 JSPF 40 holes

---- -

6044-6052' 4 JSPF 32 holes
PBTD @6253' 6114-6120' 4 JSPF 24 holes

SHOE @6279'

West Point Federal M-7-9-16
yo 3ee.

2040' FNL & 2054' FWL
SENW Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-33984; UTU-74390

TL



SpudDate:3-16-98 Nine Mile #12-7-9-16
Put on Production: 4/24/98 Initial Production: 123 BOPD,

GL: 6013' KB: 6025' Wellbore Diagratri 169 MCFPD, 4 BWPD

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" 4/15/98 5696'-5703' Frac CP sand as follows:
GRADE:1-55 Cement Top @190' 120,300# of20/40 sd in 598 bb1s

Delta Gel. Treated @avg press 2140 psi.
WEIGHT:24# & avg rate 28 bpm, ISIP 2542 psi.
LENGTH: 7 jts Flowback for 4.5 hrs & died.

DEPTH LANDED: 304, 4/16/98 4914'-5006' Frac C/B sands as follows:
92,400# of20/40 sd in 468 bbis

HOLE SIZE:12-l/4"
Delta Gel. Treated @avg press 1350 psi.

CEMENT DATA: 120 sxs Premium omt, est 6 bbis to surf avg rate 28.1 bpm, ISIP 2d564 psi.

4/20/98 4770'-4846' Frac D sand as follows:
- - llS,300#of20/40sdin534bbis

Delta Gel. Treated @avg press 2400 psi.
& avg rate 32 bpm, ISIP 3233 psi.
Flowback for 2.5 hrs & died.

PRODUCTION CASING 1/31/02 Pump change. Update rod and tubing details.

CSG SIZE: 5-1/2" 4/05/02 Pump change. Update rod and tubing details.

GRADE: J-55 7/31/03 Pump change. Update rod detail.

WEIGHT: 15.5# 03/01/06 Pump Change. Update rod and tubing details.

LENGTH: 140 jts. (5930')

DEPTH LANDED: 5942.18'

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sks Hibond mixed & 320 sks thixotropic

CEMENT TOP AT: 190'

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 183 jts (5680.73')

TUBING ANCHOR: 5692.73, . 5 2 4770'-4785'

NO. OF JOINTS: 1 jts (30.22')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5725.75' KB i 2 4836'-4846'

NO. OF JOlNTS: 2 jts Gas anchor (61.70')

TOTAL STRING LENGTH: EOT @5789.00'

4914'-4920'

4928'-4934' PERFORATION RECORD

4942'-4955' 4/15/98 5696'-5703' 4 JSPF 28 holes
SUCKER RODS

4/16/98 5002'-5006' 4 JSPF 16 holes
POLISHED ROD: 1-1 1/2" x 22' SM 4/16/98 4942'-4955' 4 JSPF 52 holes
SUCKER RODS: 6-1 1/2" weight bars; 23-3/4" scrapered rods; 106-3/4" plain 5002'-5006'

4/16/98 4928'-4934' 4 JSPF 24 holes
rods, 93-3/4" scrapered rods, 4',4',4', 2',2', x 3/4" pony rods.

4/16/98 4914'-4920' 4 JSPF 24 holesPUMP SIZE: 2 1/2" xl 1/2" x 12'x 14.5 RHAC Anchor @5692'
4/18/98 4836'-4846' 4 JSPF 90 holesSTROKE LENGTH: 74"
4/18/98 4770'-4785' 4 JSPF 60 holesPUMP SPEED, SPM: 5 SPM

SN @5725
EOT@5578'

5696'-5703'

NEWPIELD
Top of Fill @5800'

PBTD @5950'

Nine Mile #12-7-9-16 SHOE @5942'

1980 FSL & 594 FWL TD/PBTD @5950'
NWSW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32014; Lease #UTU-74390

CB

SpudDate:3-16-98 Nine Mile #12-7-9-16
Put on Production: 4/24/98 Initial Production: 123 BOPD,

GL: 6013' KB: 6025' Wellbore Diagratri 169 MCFPD, 4 BWPD

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" 4/15/98 5696'-5703' Frac CP sand as follows:
GRADE:1-55 Cement Top @190' 120,300# of20/40 sd in 598 bb1s

Delta Gel. Treated @avg press 2140 psi.
WEIGHT:24# & avg rate 28 bpm, ISIP 2542 psi.
LENGTH: 7 jts Flowback for 4.5 hrs & died.

DEPTH LANDED: 304, 4/16/98 4914'-5006' Frac C/B sands as follows:
92,400# of20/40 sd in 468 bbis

HOLE SIZE:12-l/4"
Delta Gel. Treated @avg press 1350 psi.

CEMENT DATA: 120 sxs Premium omt, est 6 bbis to surf avg rate 28.1 bpm, ISIP 2d564 psi.

4/20/98 4770'-4846' Frac D sand as follows:
- - llS,300#of20/40sdin534bbis

Delta Gel. Treated @avg press 2400 psi.
& avg rate 32 bpm, ISIP 3233 psi.
Flowback for 2.5 hrs & died.

PRODUCTION CASING 1/31/02 Pump change. Update rod and tubing details.

CSG SIZE: 5-1/2" 4/05/02 Pump change. Update rod and tubing details.

GRADE: J-55 7/31/03 Pump change. Update rod detail.

WEIGHT: 15.5# 03/01/06 Pump Change. Update rod and tubing details.

LENGTH: 140 jts. (5930')

DEPTH LANDED: 5942.18'

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sks Hibond mixed & 320 sks thixotropic

CEMENT TOP AT: 190'

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 183 jts (5680.73')

TUBING ANCHOR: 5692.73, . 5 2 4770'-4785'

NO. OF JOINTS: 1 jts (30.22')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5725.75' KB i 2 4836'-4846'

NO. OF JOlNTS: 2 jts Gas anchor (61.70')

TOTAL STRING LENGTH: EOT @5789.00'

4914'-4920'

4928'-4934' PERFORATION RECORD

4942'-4955' 4/15/98 5696'-5703' 4 JSPF 28 holes
SUCKER RODS

4/16/98 5002'-5006' 4 JSPF 16 holes
POLISHED ROD: 1-1 1/2" x 22' SM 4/16/98 4942'-4955' 4 JSPF 52 holes
SUCKER RODS: 6-1 1/2" weight bars; 23-3/4" scrapered rods; 106-3/4" plain 5002'-5006'

4/16/98 4928'-4934' 4 JSPF 24 holes
rods, 93-3/4" scrapered rods, 4',4',4', 2',2', x 3/4" pony rods.

4/16/98 4914'-4920' 4 JSPF 24 holesPUMP SIZE: 2 1/2" xl 1/2" x 12'x 14.5 RHAC Anchor @5692'
4/18/98 4836'-4846' 4 JSPF 90 holesSTROKE LENGTH: 74"
4/18/98 4770'-4785' 4 JSPF 60 holesPUMP SPEED, SPM: 5 SPM

SN @5725
EOT@5578'

5696'-5703'

NEWPIELD
Top of Fill @5800'

PBTD @5950'

Nine Mile #12-7-9-16 SHOE @5942'

1980 FSL & 594 FWL TD/PBTD @5950'
NWSW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32014; Lease #UTU-74390

CB

SpudDate:3-16-98 Nine Mile #12-7-9-16
Put on Production: 4/24/98 Initial Production: 123 BOPD,

GL: 6013' KB: 6025' Wellbore Diagratri 169 MCFPD, 4 BWPD

SURFACE CASING FRACJOB
CSG SIZE: 8-5/8" 4/15/98 5696'-5703' Frac CP sand as follows:
GRADE:1-55 Cement Top @190' 120,300# of20/40 sd in 598 bb1s

Delta Gel. Treated @avg press 2140 psi.
WEIGHT:24# & avg rate 28 bpm, ISIP 2542 psi.
LENGTH: 7 jts Flowback for 4.5 hrs & died.

DEPTH LANDED: 304, 4/16/98 4914'-5006' Frac C/B sands as follows:
92,400# of20/40 sd in 468 bbis

HOLE SIZE:12-l/4"
Delta Gel. Treated @avg press 1350 psi.

CEMENT DATA: 120 sxs Premium omt, est 6 bbis to surf avg rate 28.1 bpm, ISIP 2d564 psi.

4/20/98 4770'-4846' Frac D sand as follows:
- - llS,300#of20/40sdin534bbis

Delta Gel. Treated @avg press 2400 psi.
& avg rate 32 bpm, ISIP 3233 psi.
Flowback for 2.5 hrs & died.

PRODUCTION CASING 1/31/02 Pump change. Update rod and tubing details.

CSG SIZE: 5-1/2" 4/05/02 Pump change. Update rod and tubing details.

GRADE: J-55 7/31/03 Pump change. Update rod detail.

WEIGHT: 15.5# 03/01/06 Pump Change. Update rod and tubing details.

LENGTH: 140 jts. (5930')

DEPTH LANDED: 5942.18'

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sks Hibond mixed & 320 sks thixotropic

CEMENT TOP AT: 190'

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 183 jts (5680.73')

TUBING ANCHOR: 5692.73, . 5 2 4770'-4785'

NO. OF JOINTS: 1 jts (30.22')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5725.75' KB i 2 4836'-4846'

NO. OF JOlNTS: 2 jts Gas anchor (61.70')

TOTAL STRING LENGTH: EOT @5789.00'

4914'-4920'

4928'-4934' PERFORATION RECORD

4942'-4955' 4/15/98 5696'-5703' 4 JSPF 28 holes
SUCKER RODS

4/16/98 5002'-5006' 4 JSPF 16 holes
POLISHED ROD: 1-1 1/2" x 22' SM 4/16/98 4942'-4955' 4 JSPF 52 holes
SUCKER RODS: 6-1 1/2" weight bars; 23-3/4" scrapered rods; 106-3/4" plain 5002'-5006'

4/16/98 4928'-4934' 4 JSPF 24 holes
rods, 93-3/4" scrapered rods, 4',4',4', 2',2', x 3/4" pony rods.

4/16/98 4914'-4920' 4 JSPF 24 holesPUMP SIZE: 2 1/2" xl 1/2" x 12'x 14.5 RHAC Anchor @5692'
4/18/98 4836'-4846' 4 JSPF 90 holesSTROKE LENGTH: 74"
4/18/98 4770'-4785' 4 JSPF 60 holesPUMP SPEED, SPM: 5 SPM

SN @5725
EOT@5578'

5696'-5703'

NEWPIELD
Top of Fill @5800'

PBTD @5950'

Nine Mile #12-7-9-16 SHOE @5942'

1980 FSL & 594 FWL TD/PBTD @5950'
NWSW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-32014; Lease #UTU-74390

CB



tMonDP t/il6n
1/19/96 Monument Federal 23-7-9-16Y

Put on Injection: 4/4/00 Initial Production: ? BOPD, ?
GL: 5986' KB: 5996' Injection Wellbore MCFPD, ? BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

10-30-96 5325'-5351' Frac as follows:
GRADE: J-55

23,200#20/40 & 57,880# 16/30 sand in 535
WEIGHT: 24# bb1s2% KCL ATP- 2790 psi, ATR-32 BPM.
DEPTH LANDED: 288' ISIP- 2660 psi, 5 min 2120 psi.

HOLE SIZE: 12-1/4" 11-04-96 4786'-4858' Frac as follows:

CEMENT DATA: ? 56,000# 16/30sand in 483 bbIs 2% KCL.
ATP-2350 psi, ATR-32.9 BPM. ISIP-2500

psi, 5 min 1760 psi.
8-26-05 5704-5812' Frac CP2 & CP1 sand as follows:

18892#'s 20/40 sand in 190 bbis Lightning
17 frac fluid. Treated @ave. pressure of
2521 psi w/ave rate of 14.2 BPM. ISIP 1500
psi. Calc flush: 1457.40 gal. Actual flush:

PRODUCTION CASING 1344gals.

CSG SIZE: 5-1/2,, 8-26-05 4254-4264' Frac GB4 sand as follows:
14698#'s 20/40 sand in 152 bbs Lightning 17GRADE: J-55
frac fluid. Treated @ave pressure of2700 psi

WEIGHT: 15.5#
w/ave rate of 14.2 BPM. ISIP 1500 psi. Calc.

LENGTH: 138jts. (5868.42') Flush: 1092 gals. Actual Flush: 966 gals.
DEPTH LANDED: 5878,42" 8-29-05 MIT completed.

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 340 sx 50/50 Poz

TUBING
SIZE/GRADE/WT.: 2-7/8" 6.5 J-55

NO. OF JOINTS: 135 jts. (4178.11' KB) Packer @4193'

SN LANDED AT: 4188.11' KB ¯ EOT 4197'

ARROWSET PACKER: 4192.51' KB

TOTAL STRING LENGTH: 4196.61' KB

- : 4254'-4264' GB4 sds

4786'-4790' D-1 sds

PERFORATION RECORD
4794'-4807' D-1 sds 10-29-96 5325'-5351' 2 JSPF 52 holes

11-01-96 4786'-4790' 4 JSPF 16 holes
11-01-96 4794'-4807' 4 JSPF 52 holes

4854'-4858' D-2 sds 11-01-96 4854'-4858' 4 JSPF 16 holes
8-25-05 5804-5812' 4 JSPF 32 holes

5325'-5351, 8-25-05 5720-5724' 4 JSPF 16 holes
8-25-05 5714-5718' 4 JSPF 16 holes
8-25-05 5704-5710' 4 JSPF 24 holes5704'-5710' CP1 8-25-05 4254-4265' 4 JSPF 40 holes

: i | 5714-5718' CPl

: = - 5720-5724' CPl

2 = = 5804-5812' CP2

NEWPIELD

PBTD @5855'

Monument Federal 23-7-9-16Y / TD @5900'

2259' FSL & 2020' FWL
NESW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31694; Lease #U-74390

KC

tMonDP t/il6n
1/19/96 Monument Federal 23-7-9-16Y

Put on Injection: 4/4/00 Initial Production: ? BOPD, ?
GL: 5986' KB: 5996' Injection Wellbore MCFPD, ? BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8"
10-30-96 5325'-5351' Frac as follows:

GRADE: J-55
23,200#20/40 & 57,880# 16/30 sand in 535

WEIGHT: 24# bb1s2% KCL ATP- 2790 psi, ATR-32 BPM.
DEPTH LANDED: 288' ISIP- 2660 psi, 5 min 2120 psi.

HOLE SIZE: 12-1/4" 11-04-96 4786'-4858' Frac as follows:

CEMENT DATA: ? 56,000# 16/30sand in 483 bbIs 2% KCL.
ATP-2350 psi, ATR-32.9 BPM. ISIP-2500

psi, 5 min 1760 psi.
8-26-05 5704-5812' Frac CP2 & CP1 sand as follows:

18892#'s 20/40 sand in 190 bbis Lightning
17 frac fluid. Treated @ave. pressure of
2521 psi w/ave rate of 14.2 BPM. ISIP 1500
psi. Calc flush: 1457.40 gal. Actual flush:

PRODUCTION CASING 1344gals.

CSG SIZE: 5-1/2,, 8-26-05 4254-4264' Frac GB4 sand as follows:
14698#'s 20/40 sand in 152 bbs Lightning 17GRADE: J-55
frac fluid. Treated @ave pressure of2700 psi

WEIGHT: 15.5#
w/ave rate of 14.2 BPM. ISIP 1500 psi. Calc.

LENGTH: 138jts. (5868.42') Flush: 1092 gals. Actual Flush: 966 gals.
DEPTH LANDED: 5878,42" 8-29-05 MIT completed.

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 340 sx 50/50 Poz

TUBING

SIZE/GRADE/WT.: 2-7/8" 6.5 J-55

NO. OF JOINTS: 135 jts. (4178.11' KB) Packer @4193'

SN LANDED AT: 4188.11' KB ¯ EOT 4197'

ARROWSET PACKER: 4192.51' KB

TOTAL STRING LENGTH: 4196.61' KB

- : 4254'-4264' GB4 sds

4786'-4790' D-1 sds

PERFORATION RECORD
4794'-4807' D-1 sds 10-29-96 5325'-5351' 2 JSPF 52 holes

11-01-96 4786'-4790' 4 JSPF 16 holes
11-01-96 4794'-4807' 4 JSPF 52 holes

4854'-4858' D-2 sds 11-01-96 4854'-4858' 4 JSPF 16 holes
8-25-05 5804-5812' 4 JSPF 32 holes

5325'-5351, 8-25-05 5720-5724' 4 JSPF 16 holes
8-25-05 5714-5718' 4 JSPF 16 holes
8-25-05 5704-5710' 4 JSPF 24 holes5704'-5710' CP1 8-25-05 4254-4265' 4 JSPF 40 holes

: i | 5714-5718' CPl

: = - 5720-5724' CPl

2 = = 5804-5812' CP2

NEWPIELD

PBTD @5855'

Monument Federal 23-7-9-16Y / TD @5900'

2259' FSL & 2020' FWL
NESW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31694; Lease #U-74390

KC

tMonDP t/il6n
1/19/96 Monument Federal 23-7-9-16Y

Put on Injection: 4/4/00 Initial Production: ? BOPD, ?
GL: 5986' KB: 5996' Injection Wellbore MCFPD, ? BWPD

Diagram
SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8"
10-30-96 5325'-5351' Frac as follows:

GRADE: J-55
23,200#20/40 & 57,880# 16/30 sand in 535

WEIGHT: 24# bb1s2% KCL ATP- 2790 psi, ATR-32 BPM.
DEPTH LANDED: 288' ISIP- 2660 psi, 5 min 2120 psi.

HOLE SIZE: 12-1/4" 11-04-96 4786'-4858' Frac as follows:

CEMENT DATA: ? 56,000# 16/30sand in 483 bbIs 2% KCL.
ATP-2350 psi, ATR-32.9 BPM. ISIP-2500

psi, 5 min 1760 psi.
8-26-05 5704-5812' Frac CP2 & CP1 sand as follows:

18892#'s 20/40 sand in 190 bbis Lightning
17 frac fluid. Treated @ave. pressure of
2521 psi w/ave rate of 14.2 BPM. ISIP 1500
psi. Calc flush: 1457.40 gal. Actual flush:

PRODUCTION CASING 1344gals.

CSG SIZE: 5-1/2,, 8-26-05 4254-4264' Frac GB4 sand as follows:
14698#'s 20/40 sand in 152 bbs Lightning 17GRADE: J-55
frac fluid. Treated @ave pressure of2700 psi

WEIGHT: 15.5#
w/ave rate of 14.2 BPM. ISIP 1500 psi. Calc.

LENGTH: 138jts. (5868.42') Flush: 1092 gals. Actual Flush: 966 gals.
DEPTH LANDED: 5878,42" 8-29-05 MIT completed.

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx Super "G" & 340 sx 50/50 Poz

TUBING

SIZE/GRADE/WT.: 2-7/8" 6.5 J-55

NO. OF JOINTS: 135 jts. (4178.11' KB) Packer @4193'

SN LANDED AT: 4188.11' KB ¯ EOT 4197'

ARROWSET PACKER: 4192.51' KB

TOTAL STRING LENGTH: 4196.61' KB

- : 4254'-4264' GB4 sds

4786'-4790' D-1 sds

PERFORATION RECORD
4794'-4807' D-1 sds 10-29-96 5325'-5351' 2 JSPF 52 holes

11-01-96 4786'-4790' 4 JSPF 16 holes
11-01-96 4794'-4807' 4 JSPF 52 holes

4854'-4858' D-2 sds 11-01-96 4854'-4858' 4 JSPF 16 holes
8-25-05 5804-5812' 4 JSPF 32 holes

5325'-5351, 8-25-05 5720-5724' 4 JSPF 16 holes
8-25-05 5714-5718' 4 JSPF 16 holes
8-25-05 5704-5710' 4 JSPF 24 holes5704'-5710' CP1 8-25-05 4254-4265' 4 JSPF 40 holes

: i | 5714-5718' CPl

: = - 5720-5724' CPl

2 = = 5804-5812' CP2

NEWPIELD

PBTD @5855'

Monument Federal 23-7-9-16Y / TD @5900'

2259' FSL & 2020' FWL
NESW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31694; Lease #U-74390

KC



Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,GL: 5850' KB: 5862'

Wellbore Diagra 186 MCFPD, 30 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:
GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.

Treated @avg rate 35 bpm, avg press 1600
WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts. (290') Actual flush: 5551 gal.

DEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbis Delta Frac.HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press

CEMENT DATA: 200 sxs Premium cmt, est 4 bbls to surf. 2600 psi. ISIP-2892 psi. Calc. flush: 5232 gal.
Actual flush: 5198 gal.

1/4/98 4945'-5088' Frac A sand as follows:
127,200# 20/40 sand in 608 bbis Delta Frac.
Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush; 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40 sand in 374 bbls of Delta Frac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM. ISIP-3904 psi. Screened out w/GRADE: 1-55
I146 gal flush remaining. Calc. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.
LENGTH: 137 jts. (584T)

. 4148'- 4156, 4/16/99 Pump change. Update rod and tubing details.
DEPTH LANDED: 5858' KB - -

-

, 5/5/03 4673'-4680' Frac Dl sand as follows:
HOLE SIZE: 7-7/8

- 4160'- 4164
25,028#20/40 sand in 218 bbls of Viking 1-25

4169- 4173, fluid. Treated @avg press of2661 psi w/avg
CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: ? Per CBL 4204'-4208, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bb1sof Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4569'- 4580, 5/5/04 Parted rods. Update rod detail.

01/10/06 Pump change. Update rod and tubing details.NO. OF JOINTS: 178jts (5563.88') 4673'-4680'
05/04/06 Pump change. Update tubing & rod detailTUBING ANCHOR: 5575.88' KB

NO. OF JOINTS: 1 jt (31.15')
7/22/08 pump change. Updated rod and tubing detail

SN LANDED AT: 5609.78' KB - 4945'-4948'

NO. OF JOINTS: 2 jts (62.55')
5025'-5034'

PERFORATION RECORD2 7/8 NC (.40')
- 5082'- 5088'TOTAL STRING LENGTH: EOT @5673.83' wl2' KB

12/25/97 5608'-5616' 4 JSPF 32 holes

5232'- 5246, 12/25/97 5768'-5788' 4 JSPF 80 holes

SUCKER RODS 5250'- 5258, 12/31/97 5232'-5246' 4 JSPF 56 holes
12/31/97 5250'-5258' 4 JSPF 32 holes

$272'- 5288' 12/31/97 5272'-5288' 4 JSPF 64 holes
POLISHED ROD: 1-1/2" x 22' polished rod

12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5312'-5316' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 1/3/98 5025'-5034' 4 JSPF 36 holes1 ½" wt bars

1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM

05/2/03 4204'-4208' 4 JSPF 16 holes
Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16 holes

SN @5609 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

5768'. 5788'

NEWFIELD °"°

PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

213l FSL & 1910 FEL
TD @5860'NW/SE Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-31773; Lease #UTU-74390

EL

Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,GL: 5850' KB: 5862'

Wellbore Diagra 186 MCFPD, 30 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:
GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.

Treated @avg rate 35 bpm, avg press 1600
WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts. (290') Actual flush: 5551 gal.

DEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbis Delta Frac.HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press

CEMENT DATA: 200 sxs Premium cmt, est 4 bbls to surf. 2600 psi. ISIP-2892 psi. Calc. flush: 5232 gal.
Actual flush: 5198 gal.

1/4/98 4945'-5088' Frac A sand as follows:
127,200# 20/40 sand in 608 bbis Delta Frac.
Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush; 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40 sand in 374 bbls of Delta Frac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM. ISIP-3904 psi. Screened out w/GRADE: 1-55
I146 gal flush remaining. Calc. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.
LENGTH: 137 jts. (584T)

. 4148'- 4156, 4/16/99 Pump change. Update rod and tubing details.
DEPTH LANDED: 5858' KB - -

-

, 5/5/03 4673'-4680' Frac Dl sand as follows:
HOLE SIZE: 7-7/8

- 4160'- 4164
25,028#20/40 sand in 218 bbls of Viking 1-25

4169- 4173, fluid. Treated @avg press of2661 psi w/avg
CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: ? Per CBL 4204'-4208, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bb1sof Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4569'- 4580, 5/5/04 Parted rods. Update rod detail.

01/10/06 Pump change. Update rod and tubing details.NO. OF JOINTS: 178jts (5563.88') 4673'-4680'
05/04/06 Pump change. Update tubing & rod detailTUBING ANCHOR: 5575.88' KB

NO. OF JOINTS: 1 jt (31.15')
7/22/08 pump change. Updated rod and tubing detail

SN LANDED AT: 5609.78' KB - 4945'-4948'

NO. OF JOINTS: 2 jts (62.55')
5025'-5034'

PERFORATION RECORD2 7/8 NC (.40')
- 5082'- 5088'TOTAL STRING LENGTH: EOT @5673.83' wl2' KB

12/25/97 5608'-5616' 4 JSPF 32 holes

5232'- 5246, 12/25/97 5768'-5788' 4 JSPF 80 holes

SUCKER RODS 5250'- 5258, 12/31/97 5232'-5246' 4 JSPF 56 holes
12/31/97 5250'-5258' 4 JSPF 32 holes

$272'- 5288' 12/31/97 5272'-5288' 4 JSPF 64 holes
POLISHED ROD: 1-1/2" x 22' polished rod

12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5312'-5316' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 1/3/98 5025'-5034' 4 JSPF 36 holes1 ½" wt bars

1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM

05/2/03 4204'-4208' 4 JSPF 16 holes
Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16 holes

SN @5609 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

5768'. 5788'

NEWFIELD °"°

PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

213l FSL & 1910 FEL
TD @5860'

NW/SE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31773; Lease #UTU-74390

EL

Spud Date: 12/1/97 Nine Mile 10-7-9-16
Put on Production: 1/10/98 Initial Production: 150 BOPD,GL: 5850' KB: 5862'

Wellbore Diagra 186 MCFPD, 30 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 12/30/97 5608'-5788' Frac CP sand as follows:
GRADE: J-55 129,100# of20/40 sd in 627 bbls Delta Frac.

Treated @avg rate 35 bpm, avg press 1600
WEIGHT:24# psi. ISIP-2029 psi. Calc. flush: 5608 gal.
LENGTH: 7 jts. (290') Actual flush: 5551 gal.

DEPTH LANDED: 303' KB 1/1/98 5232'-5316' Frac LDC sand as follows:
125,400# of20/40 sd in 560 bbis Delta Frac.HOLE SIZE:12-1/4" Treated @avg rate of30.3 BPM, avg press

CEMENT DATA: 200 sxs Premium cmt, est 4 bbls to surf. 2600 psi. ISIP-2892 psi. Calc. flush: 5232 gal.
Actual flush: 5198 gal.

1/4/98 4945'-5088' Frac A sand as follows:
127,200# 20/40 sand in 608 bbis Delta Frac.
Treated w/avg press of2493 psi w/avg rate of
35 BPM. ISIP - 3120 psi. Calc. flush: 4945
gal. Actual flush; 4844 gal.

1/8/98 4569'-4580' Frac YDC sands as follows:PRODUCTION CASING
59,000#20/40 sand in 374 bbls of Delta Frac.

CSG SIZE: 5-1/2" Treated @avg press of2800 psi w/avg rate of
27 BPM. ISIP-3904 psi. Screened out w/GRADE: 1-55
I146 gal flush remaining. Calc. flush: 4569

WEIGHT: 15.5# gal. Actual flush: 3337 gal.
LENGTH: 137 jts. (584T)

. 4148'- 4156, 4/16/99 Pump change. Update rod and tubing details.
DEPTH LANDED: 5858' KB - -

-

, 5/5/03 4673'-4680' Frac Dl sand as follows:
HOLE SIZE: 7-7/8

- 4160'- 4164
25,028#20/40 sand in 218 bbls of Viking 1-25

4169- 4173, fluid. Treated @avg press of2661 psi w/avg
CEMENT DATA: 430 sks Hibond mixed & 360 sks thixotropic rate of 16 BPM. ISIP-1720 psi. Calc
CEMENT TOP AT: ? Per CBL 4204'-4208, flush:1204 gal. Actual flush: 1134 gal.

5/5/03 4148'-4208' Frac GB4 sand as follows:
49,527# 20/40 sand in 400 bb1sof Viking I-
25 fluid. Treated @avg press of 1679 psi
w/avg rate of22 BPM. ISIP-2070 psi. Calc.

TUBING flush:4146 gal. Actual flush: 4074 gal.

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5# 4569'- 4580, 5/5/04 Parted rods. Update rod detail.

01/10/06 Pump change. Update rod and tubing details.NO. OF JOINTS: 178jts (5563.88') 4673'-4680'
05/04/06 Pump change. Update tubing & rod detailTUBING ANCHOR: 5575.88' KB

NO. OF JOINTS: 1 jt (31.15')
7/22/08 pump change. Updated rod and tubing detail

SN LANDED AT: 5609.78' KB - 4945'-4948'

NO. OF JOINTS: 2 jts (62.55')
5025'-5034'

PERFORATION RECORD2 7/8 NC (.40')
- 5082'- 5088'TOTAL STRING LENGTH: EOT @5673.83' wl2' KB

12/25/97 5608'-5616' 4 JSPF 32 holes

5232'- 5246, 12/25/97 5768'-5788' 4 JSPF 80 holes

SUCKER RODS 5250'- 5258, 12/31/97 5232'-5246' 4 JSPF 56 holes
12/31/97 5250'-5258' 4 JSPF 32 holes

$272'- 5288' 12/31/97 5272'-5288' 4 JSPF 64 holes
POLISHED ROD: 1-1/2" x 22' polished rod

12/31/97 5312'-5316' 4 JSPF 16 holes
SUCKER RODS: 1-8', 1-6', 2-4' X ¾" pony rod, 91-3/4" guided rods, 74- 5312'-5316' 1/3/98 4945'-4948' 4 JSPF 12 holes
3/4" slick rods, 52-3/4" guided rods (bottom 20 new), 2- 1 5/8" wt. bars, 4 1/3/98 5025'-5034' 4 JSPF 36 holes1 ½" wt bars

1/3/98 5082'-5088' 4 JSPF 24 holes
PUMP SIZE: CDI 2-1/2" x 1-1/2" x 16' RHAC pump w/ 120" SL

1/6/98 4569'-4580' 4 JSPF 44 holes
STROKE LENGTH: 86

5608'- 5616' 05/2/03 4673'-4680' 4 JSPF 28 holes
PUMP SPEED, 5 SPM

05/2/03 4204'-4208' 4 JSPF 16 holes
Anchor @5576' 05/2/03 4169'-4173' 4 JSPF 16 holes

SN @5609 5/02/03 4160'-4164' 4 JSPF 16 holes
5/02/03 4148'-4156' 4 JSPF 32 holes

EOT @5674'

5768'. 5788'

NEWFIELD °"°

PBTD @5820'

Nine Mile 10-7-9-16 SHOE @5858'

213l FSL & 1910 FEL
TD @5860'

NW/SE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31773; Lease #UTU-74390

EL



Ashley #9-12-9-15
Spud Date: 1/23/2001 Initial Production: 123.3 BOPD,
Put on Production: 3/22/2001

. 67.4 MCFD, 34.6 BWPD
GL: 6042' KB: 6052' Injection Wellbore

Diagrarn
SURFACE CASING

_

FRAC JOB
CSG S1ZE: 8-5/8" 3/12/01 5710'-5716' Frac CP-1 sands as follows:
GRADE: J-55 Frac with 27,000#20/40 sand in 293
WEIGHT: 24# bbls Viking I-25 fluid. Perfs broke down

@4200 psi. Treat at 1840 psi @29
LENGTH: 7 jts. (300.93') BPM. ISIP 2045 psi. Begin flowback on
HOLE SIZE:12-l/4,, 12/46" choke@ l BPM, flowed for 1.5

hrs, then died.
CEMENT DATA: 145 sxs Class "G" cmt

3/13/01 5516'-5538' Frac LDC sands as follows:

Set plug at 5625'.

Frac with 106.000# 20/40 sand in 751
- bbis Viking 1-25 fluid. Perfs broke down

@3500 psi. Treat at 2250 psi @30.5
BPM. ISIP 2545 psi. Begin flowback on
12/46" choke @1 BPM, flowed for 3.5
hr. then died.

PRODUCTION CASING
3/14/01 5302'-5326' FracA-3 sandsasfollows:

CSG SIZE: 5-1/2"
Set plug at 5420'.

GRADE: 1-55
Frac with 105,500# 20/40 sand in 724

WEIGHT: 15.5# bb1sViking I-25 fluid. Perfs broke down
LENGTH: 140 jts. - landed at 5990.66, @2M229S

2
7e0

p
22e50m

f
owb3a0ck

on
HOLE SIZE: 7-7/8» SN @4481

Packer at 4482, 12/46 cho @1 BPM, flowed for 3.5
TOTAL DEPTH: 6000'

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. -
EOT @4489' 3/15/01 5082'-5089' Frac B-2 sands as follows:

CEMENT TOP AT: ? per CBL | C 4543'-4552' Set plug at 5420'.

Frac with 36,400# 20/40 sand in 319
bbis Viking I-25 fluid. Perfs broke down
@4100 psi. Treat at 2250 psi @30
BPM. ISIP 2100 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2.5TUBING 4782'-4795' hrs. then died.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 3/16/01 4952'-4960'
NO. OF JOINTS: 139jts (4470.63') 4880'-4895' Frac C/D-3 sands as follows:
SEATING NIPPLE: 2-7/8" (L 10') Set plug at 4993'.
SN LANDED AT: 4480.63' KB 4880'-4895' Frac with 104,000# 20/40 sand in 715
PACKER: 4481.73, bbis Viking I-25 fluid. Perfs broke down

@1002 psi. Treat at 17205 psi @31TOTAL STRING LENGTH: EOT @4489.04'
BPM. ISIP 2420 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2

4952'-4960' hrs, then died.

3/19/01 4782'-4795' Frac D-1 sands as follows:

Set plug at 4826'.

Frac with 64,040# 20/40 sand in 297
bbls Viking I-25 fluid. Perfs broke down5082'-5089' @4068 psi. Treat at 2360 psi @30
BPM. ISIP 2595 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2
hrs. then died.

5302'-5326'
12/19/02 Converted to Injector

01/04/07 Workover.

5516'-55382 PERFORATION RECORD
4782'-4795' 4 JSPF 20 holes
4880'-4895' 4 JSPF 28 holes
4952'-4960' 4 JSPF 32 holes
5082'-5089' 4 JSPF 56 holes
5302'-5326' 4 JSPF 80 holes
5516'-5538' 4JSPF 88 holes

5710'-5716' 5710'-5716' 4JSPF 88 holes
12/17/02 4543'-4552' 4JSPF 36 holes

NEWFIELD ---- Top of Fill @5945'

PBTD @5950'

Ashley Federal #9-12-9-15
SHOE @5991'

1790' FSL & 470' FEL
TD @6000'NESE Section 12-T9S-R15E

Duchesne Co, Utah
API #43-013-32171; Lease #UTU-74826

CB

Ashley #9-12-9-15
Spud Date: 1/23/2001 Initial Production: 123.3 BOPD,
Put on Production: 3/22/2001

. 67.4 MCFD, 34.6 BWPD
GL: 6042' KB: 6052' Injection Wellbore

Diagrarn
SURFACE CASING

_

FRAC JOB
CSG S1ZE: 8-5/8" 3/12/01 5710'-5716' Frac CP-1 sands as follows:
GRADE: J-55 Frac with 27,000#20/40 sand in 293
WEIGHT: 24# bbls Viking I-25 fluid. Perfs broke down

@4200 psi. Treat at 1840 psi @29
LENGTH: 7 jts. (300.93') BPM. ISIP 2045 psi. Begin flowback on
HOLE SIZE:12-l/4,, 12/46" choke@ l BPM, flowed for 1.5

hrs, then died.
CEMENT DATA: 145 sxs Class "G" cmt

3/13/01 5516'-5538' Frac LDC sands as follows:

Set plug at 5625'.

Frac with 106.000# 20/40 sand in 751
- bbis Viking 1-25 fluid. Perfs broke down

@3500 psi. Treat at 2250 psi @30.5
BPM. ISIP 2545 psi. Begin flowback on
12/46" choke @1 BPM, flowed for 3.5
hr. then died.

PRODUCTION CASING
3/14/01 5302'-5326' FracA-3 sandsasfollows:

CSG SIZE: 5-1/2"
Set plug at 5420'.

GRADE: 1-55
Frac with 105,500# 20/40 sand in 724

WEIGHT: 15.5# bb1sViking I-25 fluid. Perfs broke down
LENGTH: 140 jts. - landed at 5990.66, @2M229S

2
7e0

p
22e50m

f
owb3a0ck

on
HOLE SIZE: 7-7/8» SN @4481

Packer at 4482, 12/46 cho @1 BPM, flowed for 3.5
TOTAL DEPTH: 6000'

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. -
EOT @4489' 3/15/01 5082'-5089' Frac B-2 sands as follows:

CEMENT TOP AT: ? per CBL | C 4543'-4552' Set plug at 5420'.

Frac with 36,400# 20/40 sand in 319
bbis Viking I-25 fluid. Perfs broke down
@4100 psi. Treat at 2250 psi @30
BPM. ISIP 2100 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2.5TUBING 4782'-4795' hrs. then died.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 3/16/01 4952'-4960'
NO. OF JOINTS: 139jts (4470.63') 4880'-4895' Frac C/D-3 sands as follows:
SEATING NIPPLE: 2-7/8" (L 10') Set plug at 4993'.
SN LANDED AT: 4480.63' KB 4880'-4895' Frac with 104,000# 20/40 sand in 715
PACKER: 4481.73, bbis Viking I-25 fluid. Perfs broke down

@1002 psi. Treat at 17205 psi @31TOTAL STRING LENGTH: EOT @4489.04'
BPM. ISIP 2420 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2

4952'-4960' hrs, then died.

3/19/01 4782'-4795' Frac D-1 sands as follows:

Set plug at 4826'.

Frac with 64,040# 20/40 sand in 297
bbls Viking I-25 fluid. Perfs broke down5082'-5089' @4068 psi. Treat at 2360 psi @30
BPM. ISIP 2595 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2
hrs. then died.

5302'-5326'
12/19/02 Converted to Injector

01/04/07 Workover.

5516'-55382 PERFORATION RECORD
4782'-4795' 4 JSPF 20 holes
4880'-4895' 4 JSPF 28 holes
4952'-4960' 4 JSPF 32 holes
5082'-5089' 4 JSPF 56 holes
5302'-5326' 4 JSPF 80 holes
5516'-5538' 4JSPF 88 holes

5710'-5716' 5710'-5716' 4JSPF 88 holes
12/17/02 4543'-4552' 4JSPF 36 holes

NEWFIELD ---- Top of Fill @5945'

PBTD @5950'

Ashley Federal #9-12-9-15
SHOE @5991'

1790' FSL & 470' FEL
TD @6000'NESE Section 12-T9S-R15E

Duchesne Co, Utah
API #43-013-32171; Lease #UTU-74826

CB

Ashley #9-12-9-15
Spud Date: 1/23/2001 Initial Production: 123.3 BOPD,
Put on Production: 3/22/2001

. 67.4 MCFD, 34.6 BWPD
GL: 6042' KB: 6052' Injection Wellbore

Diagrarn
SURFACE CASING

_

FRAC JOB
CSG S1ZE: 8-5/8" 3/12/01 5710'-5716' Frac CP-1 sands as follows:
GRADE: J-55 Frac with 27,000#20/40 sand in 293
WEIGHT: 24# bbls Viking I-25 fluid. Perfs broke down

@4200 psi. Treat at 1840 psi @29
LENGTH: 7 jts. (300.93') BPM. ISIP 2045 psi. Begin flowback on
HOLE SIZE:12-l/4,, 12/46" choke@ l BPM, flowed for 1.5

hrs, then died.
CEMENT DATA: 145 sxs Class "G" cmt

3/13/01 5516'-5538' Frac LDC sands as follows:

Set plug at 5625'.

Frac with 106.000# 20/40 sand in 751
- bbis Viking 1-25 fluid. Perfs broke down

@3500 psi. Treat at 2250 psi @30.5
BPM. ISIP 2545 psi. Begin flowback on
12/46" choke @1 BPM, flowed for 3.5
hr. then died.

PRODUCTION CASING
3/14/01 5302'-5326' FracA-3 sandsasfollows:

CSG SIZE: 5-1/2"
Set plug at 5420'.

GRADE: 1-55
Frac with 105,500# 20/40 sand in 724

WEIGHT: 15.5# bb1sViking I-25 fluid. Perfs broke down
LENGTH: 140 jts. - landed at 5990.66, @2M229S

2
7e0

p
22e50m

f
owb3a0ck

on
HOLE SIZE: 7-7/8» SN @4481

Packer at 4482, 12/46 cho @1 BPM, flowed for 3.5
TOTAL DEPTH: 6000'

CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ. -
EOT @4489' 3/15/01 5082'-5089' Frac B-2 sands as follows:

CEMENT TOP AT: ? per CBL | C 4543'-4552' Set plug at 5420'.

Frac with 36,400# 20/40 sand in 319
bbis Viking I-25 fluid. Perfs broke down
@4100 psi. Treat at 2250 psi @30
BPM. ISIP 2100 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2.5TUBING 4782'-4795' hrs. then died.

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 3/16/01 4952'-4960'
NO. OF JOINTS: 139jts (4470.63') 4880'-4895' Frac C/D-3 sands as follows:
SEATING NIPPLE: 2-7/8" (L 10') Set plug at 4993'.
SN LANDED AT: 4480.63' KB 4880'-4895' Frac with 104,000# 20/40 sand in 715
PACKER: 4481.73, bbis Viking I-25 fluid. Perfs broke down

@1002 psi. Treat at 17205 psi @31TOTAL STRING LENGTH: EOT @4489.04'
BPM. ISIP 2420 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2

4952'-4960' hrs, then died.

3/19/01 4782'-4795' Frac D-1 sands as follows:

Set plug at 4826'.

Frac with 64,040# 20/40 sand in 297
bbls Viking I-25 fluid. Perfs broke down5082'-5089' @4068 psi. Treat at 2360 psi @30
BPM. ISIP 2595 psi. Begin flowback on
12/46" choke @l BPM, flowed for 2
hrs. then died.

5302'-5326'
12/19/02 Converted to Injector

01/04/07 Workover.

5516'-55382 PERFORATION RECORD
4782'-4795' 4 JSPF 20 holes
4880'-4895' 4 JSPF 28 holes
4952'-4960' 4 JSPF 32 holes
5082'-5089' 4 JSPF 56 holes
5302'-5326' 4 JSPF 80 holes
5516'-5538' 4JSPF 88 holes

5710'-5716' 5710'-5716' 4JSPF 88 holes
12/17/02 4543'-4552' 4JSPF 36 holes

NEWFIELD ---- Top of Fill @5945'

PBTD @5950'

Ashley Federal #9-12-9-15
SHOE @5991'

1790' FSL & 470' FEL
TD @6000'NESE Section 12-T9S-R15E

Duchesne Co, Utah
API #43-013-32171; Lease #UTU-74826

CB



SpudDate: West Point Fed #Q-7-9-16
Put on Production:

GL: KB: Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 30' 10/20/08 6094-6102' Frac CP5 sds as follows:
GRADE: J-55 25,026#20/40 sand in 379 bbis of Lightning 17 fluid. Treated w/ ave

pressure of2369 psi @ave rate of23.2 BPM. Pumped 504 gals of15%
WEIGHT:24# HCL in flush for Stage #2. ISIP 2269 psi. Actual flush: 5586 gals.
LENGTH: 7 jts (324.65') 10/20/08 5796-5804' Frac CP1 & CP2 sds as follows:
DEPTH LANDED:334.65' 35,537#20/40 sand in 401 bbis.of Lightning 17 fluid. Treated w/ ave

pressure of 1718 psi @ave rate of23.2 BPM. Pumped 504 gals of 15%
HOLE SIZE:12-1/4"

. HCL in flush for Stage #3. ISIP 1922 psi. Actual flush: 5292 gals.
CEMENT DATA: 10/20/08 5214-5220' Frac A.5 & Al sds as follows:

48,211# 20/40 sand in 466 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1824 psi @ave rate of23.2 BPM. Pumped 504 gals of 15%
HCL in flush for Stage #4. ISIP 2055 psi. Actual flush: 4708 gals.

10/20/08 5070-5080' Frac B.5 & B1 sds as follows:
40,332# 20/40 sand in 419 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1978 psi @ave rate of23.1 BPM. Pumped 504 gals of 15%

PRODUCTION CASING HCL in flush for Stage #5. ISIP 1997 psi. Actual flush: 4565 gals.

CSG SIZE: 5-1/2" 10/20/08 4848-4860' Frac D1 & D2 sds as follows:

GRADE: J-55
39,103# 20/40 sand in 409 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1926 psi @ave rate of23.3 BPM. Pumped 504 gals of 15%

WEIGHT: 15.5# HCL in flush for Stage #6. ISIP 2055 psi. Actual flush: 4343 gals.

LENGTH: 162jts (6450.06') 10/20/08 4746-4752' Frac DS2 sds as follows:

DEPTH LANDED: 6306, 26,838# 20/40 sand in 373 bbls of Lightning 17 fluid. Treated wl ave
pressure of2189 psi @ave rate of23.2 BPM. ISIP 2164 psi. Actual flush:

HOLE SIZE: 7-7/8" 4704 gals.

CEMENT DATA:

CEMENT TOP AT: 30'

I
4746-4752'

TUBING

SIZE/GRADE/WT: 2 7/8" / 1-55/ 6.5# -- 4848-4860'

NO. OF JOINTS: 197 jts (6059.36')

TUBING ANCHOR: 6071.36' KB 4906-4912'
NO. OF JOINTS: 1 jt (30.86')

SEATING NIPPLE: 2 7/8" (1.10') 5070-5080'
SN LANDED AT: 6105.02' KB

NO. OF JOINTS: l jts (31.02') 5100-5106'
TOTAL STRING LENGTH: EOT @6137.59'

5214-5220'

SUCKER RODS 5262-5272'

POLISHED ROD: 1 1/2" x 26' polished rod
L

SUCKER RODS: 1-2', 1-6' x 7/8" pony subs, 239-7/8" guided rods (8 per), 4-1 5280-5286'
½" wt bars,

PUMP SIZE: 2 1/2" xl 3/4" x 24.5' RHAC "CDI"
5796-5804'

STROKE LENGTH: 122"

PUMP SPEED, SPM: 5 5830-5838' PERFORATION RECORD

10/20/08 4746-4752' 4 JSPF 24 holes
Anchor @6071'

10/20/08 4848-4860' 4 JSPF 48 holes
6094-6102, 10/20/08 4906-4912' 4 JSPF 24 holes

10/20/08 5070-5080' 4 JSPF 40 holes
SN @ 6105'

10/20/08 5100-5106' 4 ]SPF 24 holes
EOT @6138'

10/20/08 5214-5220' 4 JSPF 24 holes
10/20/08 5262-5272' 4 JSPF 40 holes

PBTD @6281' 10/20/08 5280-5286' 4 JSPF 24 holes

NE WFIELD 10/20/08 5796-5804' 4 ]SPF 32 holes

- 10/20/08 5830-5838' 4 JSPF 32 holes
10/20/08 6094-6102' 4 JSPF 32 holes

West Point Fed #0-7-9-16
TD @'

780' FSL & 403' FWL
SWISW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33983; Lease

SpudDate: West Point Fed #Q-7-9-16
Put on Production:

GL: KB: Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 30' 10/20/08 6094-6102' Frac CP5 sds as follows:
GRADE: J-55 25,026#20/40 sand in 379 bbis of Lightning 17 fluid. Treated w/ ave

pressure of2369 psi @ave rate of23.2 BPM. Pumped 504 gals of15%
WEIGHT:24# HCL in flush for Stage #2. ISIP 2269 psi. Actual flush: 5586 gals.
LENGTH: 7 jts (324.65') 10/20/08 5796-5804' Frac CP1 & CP2 sds as follows:
DEPTH LANDED:334.65' 35,537#20/40 sand in 401 bbis.of Lightning 17 fluid. Treated w/ ave

pressure of 1718 psi @ave rate of23.2 BPM. Pumped 504 gals of 15%
HOLE SIZE:12-1/4"

. HCL in flush for Stage #3. ISIP 1922 psi. Actual flush: 5292 gals.
CEMENT DATA: 10/20/08 5214-5220' Frac A.5 & Al sds as follows:

48,211# 20/40 sand in 466 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1824 psi @ave rate of23.2 BPM. Pumped 504 gals of 15%
HCL in flush for Stage #4. ISIP 2055 psi. Actual flush: 4708 gals.

10/20/08 5070-5080' Frac B.5 & B1 sds as follows:
40,332# 20/40 sand in 419 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1978 psi @ave rate of23.1 BPM. Pumped 504 gals of 15%

PRODUCTION CASING HCL in flush for Stage #5. ISIP 1997 psi. Actual flush: 4565 gals.

CSG SIZE: 5-1/2" 10/20/08 4848-4860' Frac D1 & D2 sds as follows:

GRADE: J-55
39,103# 20/40 sand in 409 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1926 psi @ave rate of23.3 BPM. Pumped 504 gals of 15%

WEIGHT: 15.5# HCL in flush for Stage #6. ISIP 2055 psi. Actual flush: 4343 gals.

LENGTH: 162jts (6450.06') 10/20/08 4746-4752' Frac DS2 sds as follows:

DEPTH LANDED: 6306, 26,838# 20/40 sand in 373 bbls of Lightning 17 fluid. Treated wl ave
pressure of2189 psi @ave rate of23.2 BPM. ISIP 2164 psi. Actual flush:

HOLE SIZE: 7-7/8" 4704 gals.

CEMENT DATA:

CEMENT TOP AT: 30'

I
4746-4752'

TUBING

SIZE/GRADE/WT: 2 7/8" / 1-55/ 6.5# -- 4848-4860'

NO. OF JOINTS: 197 jts (6059.36')

TUBING ANCHOR: 6071.36' KB 4906-4912'
NO. OF JOINTS: 1 jt (30.86')

SEATING NIPPLE: 2 7/8" (1.10') 5070-5080'
SN LANDED AT: 6105.02' KB

NO. OF JOINTS: l jts (31.02') 5100-5106'
TOTAL STRING LENGTH: EOT @6137.59'

5214-5220'

SUCKER RODS 5262-5272'

POLISHED ROD: 1 1/2" x 26' polished rod
L

SUCKER RODS: 1-2', 1-6' x 7/8" pony subs, 239-7/8" guided rods (8 per), 4-1 5280-5286'
½" wt bars,

PUMP SIZE: 2 1/2" xl 3/4" x 24.5' RHAC "CDI"
5796-5804'

STROKE LENGTH: 122"

PUMP SPEED, SPM: 5 5830-5838' PERFORATION RECORD

10/20/08 4746-4752' 4 JSPF 24 holes
Anchor @6071'

10/20/08 4848-4860' 4 JSPF 48 holes
6094-6102, 10/20/08 4906-4912' 4 JSPF 24 holes

10/20/08 5070-5080' 4 JSPF 40 holes
SN @ 6105'

10/20/08 5100-5106' 4 ]SPF 24 holes
EOT @6138'

10/20/08 5214-5220' 4 JSPF 24 holes
10/20/08 5262-5272' 4 JSPF 40 holes

PBTD @6281' 10/20/08 5280-5286' 4 JSPF 24 holes

NE WFIELD 10/20/08 5796-5804' 4 ]SPF 32 holes

- 10/20/08 5830-5838' 4 JSPF 32 holes
10/20/08 6094-6102' 4 JSPF 32 holes

West Point Fed #0-7-9-16
TD @'

780' FSL & 403' FWL
SWISW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33983; Lease

SpudDate: West Point Fed #Q-7-9-16
Put on Production:

GL: KB: Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 30' 10/20/08 6094-6102' Frac CP5 sds as follows:
GRADE: J-55 25,026#20/40 sand in 379 bbis of Lightning 17 fluid. Treated w/ ave

pressure of2369 psi @ave rate of23.2 BPM. Pumped 504 gals of15%
WEIGHT:24# HCL in flush for Stage #2. ISIP 2269 psi. Actual flush: 5586 gals.
LENGTH: 7 jts (324.65') 10/20/08 5796-5804' Frac CP1 & CP2 sds as follows:
DEPTH LANDED:334.65' 35,537#20/40 sand in 401 bbis.of Lightning 17 fluid. Treated w/ ave

pressure of 1718 psi @ave rate of23.2 BPM. Pumped 504 gals of 15%
HOLE SIZE:12-1/4"

. HCL in flush for Stage #3. ISIP 1922 psi. Actual flush: 5292 gals.
CEMENT DATA: 10/20/08 5214-5220' Frac A.5 & Al sds as follows:

48,211# 20/40 sand in 466 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1824 psi @ave rate of23.2 BPM. Pumped 504 gals of 15%
HCL in flush for Stage #4. ISIP 2055 psi. Actual flush: 4708 gals.

10/20/08 5070-5080' Frac B.5 & B1 sds as follows:
40,332# 20/40 sand in 419 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1978 psi @ave rate of23.1 BPM. Pumped 504 gals of 15%

PRODUCTION CASING HCL in flush for Stage #5. ISIP 1997 psi. Actual flush: 4565 gals.

CSG SIZE: 5-1/2" 10/20/08 4848-4860' Frac D1 & D2 sds as follows:

GRADE: J-55
39,103# 20/40 sand in 409 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1926 psi @ave rate of23.3 BPM. Pumped 504 gals of 15%

WEIGHT: 15.5# HCL in flush for Stage #6. ISIP 2055 psi. Actual flush: 4343 gals.

LENGTH: 162jts (6450.06') 10/20/08 4746-4752' Frac DS2 sds as follows:

DEPTH LANDED: 6306, 26,838# 20/40 sand in 373 bbls of Lightning 17 fluid. Treated wl ave
pressure of2189 psi @ave rate of23.2 BPM. ISIP 2164 psi. Actual flush:

HOLE SIZE: 7-7/8" 4704 gals.

CEMENT DATA:

CEMENT TOP AT: 30'

I
4746-4752'

TUBING

SIZE/GRADE/WT: 2 7/8" / 1-55/ 6.5# -- 4848-4860'

NO. OF JOINTS: 197 jts (6059.36')

TUBING ANCHOR: 6071.36' KB 4906-4912'
NO. OF JOINTS: 1 jt (30.86')

SEATING NIPPLE: 2 7/8" (1.10') 5070-5080'
SN LANDED AT: 6105.02' KB

NO. OF JOINTS: l jts (31.02') 5100-5106'
TOTAL STRING LENGTH: EOT @6137.59'

5214-5220'

SUCKER RODS 5262-5272'

POLISHED ROD: 1 1/2" x 26' polished rod
L

SUCKER RODS: 1-2', 1-6' x 7/8" pony subs, 239-7/8" guided rods (8 per), 4-1 5280-5286'
½" wt bars,

PUMP SIZE: 2 1/2" xl 3/4" x 24.5' RHAC "CDI"
5796-5804'

STROKE LENGTH: 122"

PUMP SPEED, SPM: 5 5830-5838' PERFORATION RECORD

10/20/08 4746-4752' 4 JSPF 24 holes
Anchor @6071'

10/20/08 4848-4860' 4 JSPF 48 holes
6094-6102, 10/20/08 4906-4912' 4 JSPF 24 holes

10/20/08 5070-5080' 4 JSPF 40 holes
SN @ 6105'

10/20/08 5100-5106' 4 ]SPF 24 holes
EOT @6138'

10/20/08 5214-5220' 4 JSPF 24 holes
10/20/08 5262-5272' 4 JSPF 40 holes

PBTD @6281' 10/20/08 5280-5286' 4 JSPF 24 holes

NE WFIELD 10/20/08 5796-5804' 4 ]SPF 32 holes

- 10/20/08 5830-5838' 4 JSPF 32 holes
10/20/08 6094-6102' 4 JSPF 32 holes

West Point Fed #0-7-9-16
TD @'

780' FSL & 403' FWL
SWISW Section 7-T9S-Rl6E

Duchesne Co, Utah
API #43-013-33983; Lease



SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: 1-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:

DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:

HOLE SIZE;12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/03 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2" 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbIs of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:
WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbls of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:
HOLE SIZE: 7-7/g" 4340-4348, 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4

94W220/40
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i

hS2niSndsla7sfluid

Treated w/ ave
CEMENT TOP AT: 60' 4356-4360' pressure of 2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:

4280 gals.
4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:

101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush:

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOINTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" xl 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636'

PERFORATION RECORD

Anchor @ 58293 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863
10/23/08 4372-4378' 4 JSPF 24 holes

EOT @5926'
10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291, 10/23/08 4950-4958' 4 JSPF 32 holes
10/23/08 5164-5182' 4 JSPF 72 holes
10/23/08 5294-5314' 4 JSPF 80 holes

10/23/08 5430-5436' 4 JSPF 24 holes

West Point Fed #R-7-9-16
TD @6321'

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SWSection7-T9S-Rl6E 10/23/08 5858-5864' 4JSPF 24holes

Duchesne Co, Utah
API #43-013-33974; Lease

SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: 1-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:

DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:

HOLE SIZE;12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/03 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2" 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbIs of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:
WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbls of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:
HOLE SIZE: 7-7/g" 4340-4348, 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4

94W220/40
dn 368

bb1sFrf
i

hS2niSndsla7sfluid

Treated w/ ave
CEMENT TOP AT: 60' 4356-4360' pressure of 2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:

4280 gals.
4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:

101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush:

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOINTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" xl 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636'

PERFORATION RECORD

Anchor @ 58293 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863
10/23/08 4372-4378' 4 JSPF 24 holes

EOT @5926'
10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291, 10/23/08 4950-4958' 4 JSPF 32 holes
10/23/08 5164-5182' 4 JSPF 72 holes
10/23/08 5294-5314' 4 JSPF 80 holes

10/23/08 5430-5436' 4 JSPF 24 holes

West Point Fed #R-7-9-16
TD @6321'

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SWSection7-T9S-Rl6E 10/23/08 5858-5864' 4JSPF 24holes

Duchesne Co, Utah
API #43-013-33974; Lease

SpudDate:9/18/2008 West Point Fed #R-7-9-16
Put on Production: 10/30/08

GL: 5991' KB: 6003' Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @ 60' 10/23/08 5858-5864' Frac CP2 sds as follows:
GRADE: 1-55 25,074# 20/40 sand in 374 bbls of Lightning 17 fluid. Treated w/ ave

pressure of2210 psi @ave rate of23.4 BPM. ISIP 2192 psi. Actual flush:
WEIGHT:24# 5351 gals.
LENGTH: 7 jts (320.79') 10/23/08 5556-5570' Frac LODC1 sds as follows:

DEPTH LANDED: 330.79, 60,708# 20/40 sand in 526 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.5 BPM. ISIP 2435 psi. Actual flush:

HOLE SIZE;12-1/4" 5048 gals.
CEMENT DATA: To surface with 160 sx Class G cement 10/23/03 5430-5436' Frac LODC2 sds as follows:

29,466# 20/40 sand in 403 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2235 psi @ave rate of23.5 BPM. ISIP 2278 psi. Actual flush:
4922 gals.

10/23/08 5294-5314' Frac Al sds as follows:
40,610#20/40 sand in 418 bb1sof Lightning 17 fluid. Treated w/ ave
pressure of2417 psi @ave rate of23.4 BPM. ISIP 2464 psi. Actual flush:

PRODUCTION CASING 4788 gals.

CSG SIZE: 5-1/2" 10/23/08 5164-5182' Frac B2 sds as follows:
40,370#20/40 sand in 408 bbIs of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 4288-4298' pressure of2157 psi @ave rate of23.5 BPM. ISIP 2272 psi. Actual flush:
WEIGHT: 15.5# 4658 gals.

LENGTH: jts 4330-4336' 10/23/08 4950-4958' Frac D2 sds as follows:
24,846# 20/40 sand in 350 bbls of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: pressure of2339 psi @ave rate of23.4 BPM. ISIP 2136 psi. Actual flush:
HOLE SIZE: 7-7/g" 4340-4348, 4444 gals.

CEMENT DATA: 350 sx Premlite II and 475 sx 50/50 Poz
4
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dn 368
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Treated w/ ave
CEMENT TOP AT: 60' 4356-4360' pressure of 2456 psi @ave rate of23.4 BPM. ISIP 2504 psi. Actual flush:

4280 gals.
4372-4378' 10/24/08 10/24/08 Frac GB2, GB4, GB6 sds as follows:

101,148# 20/40 sand in 718 bbls of Lightning 17 fluid. Treated w/ ave
pressure of 1837 psi @ave rate of23.5 BPM. ISIP 2253 psi. Actual flush:

TUBING 4412-4418' 4200 gals.

SIZE/GRADE/WT: 2 7/8" /1-55 / 6.5#

NO. OF JOINTS: 189 jts (5817.10') 4784-4792'

TUBING ANCHOR: 5829.10' KB

NO. OF JOINTS: 1 jt (30.80') 4950-4958'

SEATING NIPPLE: 2 7/8" (1.10')

SN LANDED AT: 5862.70' KB 5164-5182'

NO. OF JOINTS: 2 jts (61.79')

TOTAL STRING LENGTH: EOT @5926.04' 5294-5314'

5430-5436'

SUCKER RODS

POLISHED ROD: 1 1/2" x 26' polished rod 5444-5456'

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars

PUMP SIZE: 2 1/2" xl 3/4" x 20' RHAC "CDI" 5556-5570'
STROKE LENGTH: 122"

PUMP SPEED, SPM: 5
5626-5636'

PERFORATION RECORD

Anchor @ 58293 10/23/08 4288-4298' 4 JSPF 40 holes
10/23/08 4330-4336' 4 JSPF 24 holes

5858-5864' 10/23/08 4340-4348' 4 JSPF 32 holes
10/23/08 4356-4360' 4 JSPF 16 holes

SN @ 5863
10/23/08 4372-4378' 4 JSPF 24 holes

EOT @5926'
10/23/08 4412-4418' 4 JSPF 24 holes
10/23/08 4784-4792' 4 JSPF 32 holes

PBTD @6291, 10/23/08 4950-4958' 4 JSPF 32 holes
10/23/08 5164-5182' 4 JSPF 72 holes
10/23/08 5294-5314' 4 JSPF 80 holes

10/23/08 5430-5436' 4 JSPF 24 holes

West Point Fed #R-7-9-16
TD @6321'

484' FSL & 1941' FWL 10/23/08 5626-5636' 4 JSPF 40 holes
SE/SWSection7-T9S-Rl6E 10/23/08 5858-5864' 4JSPF 24holes

Duchesne Co, Utah
API #43-013-33974; Lease



SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:
GRADE:1-55 34,753#20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave

pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995psi. Actual flush:
WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbls ofLightning 17 fluid. Treated w/ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-l/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bb1scmt to surf 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- 4771 gals.

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2,, 7/31/08 4608-4618' Frac PB10 sds as follows:
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 pressure of 1970 psi w/ ave rate of23.2 BPM. 1SIP2125 psi. Actual flush:
WEIGHT: 15.5# 4095 gals.

7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:LENGTH: 150 jts (6288.46)
52,889#20/40 sand in 442 bbls of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: 6301.71' pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:
HOLE SIZE: 7-7/8,, 799 gals.

CEMENT DATA: 300 sx Premlite II and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING

SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185jts (5811.63')

TUBING ANCHOR: 5823.63' KB
-- 4608-4618'

NO. OF JOINTS: 1jt (31.43')

SEATING NIPPLE: 2 7/8" (1,10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87') 5280-5294'
TOTAL STRING LENGTH: EOT @5922.28

5482-5516'

SUCKERRODS
5802-5812'

POLISHED ROD: 1 1/2" x 26' polished rod

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars Anchor @5824'
PUMP SIZE: 2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD
5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holesSN @5858'
5/21/08 5280-5294' 4 JSPF 56 holes
5/21/08 5482-5516' 4 JSPF 136 holesShoe @6302'
5/22/08 5802-5812' 4]SPF 40holes

5/22/08 5834-5844' 4 JSPF 40 holes
PBTD @6258'

West Point Fed #S-7-9-16
TD @6350'

672' FSL & 641' FEL
SE/SE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-33927; Lease #UTU-74390

TW

SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:
GRADE:1-55 34,753#20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave

pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995psi. Actual flush:
WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbls ofLightning 17 fluid. Treated w/ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-l/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bb1scmt to surf 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- 4771 gals.

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2,, 7/31/08 4608-4618' Frac PB10 sds as follows:
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 pressure of 1970 psi w/ ave rate of23.2 BPM. 1SIP2125 psi. Actual flush:
WEIGHT: 15.5# 4095 gals.

7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:LENGTH: 150 jts (6288.46)
52,889#20/40 sand in 442 bbls of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: 6301.71' pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:
HOLE SIZE: 7-7/8,, 799 gals.

CEMENT DATA: 300 sx Premlite II and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING

SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185jts (5811.63')

TUBING ANCHOR: 5823.63' KB
-- 4608-4618'

NO. OF JOINTS: 1jt (31.43')

SEATING NIPPLE: 2 7/8" (1,10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87') 5280-5294'
TOTAL STRING LENGTH: EOT @5922.28

5482-5516'

SUCKERRODS
5802-5812'

POLISHED ROD: 1 1/2" x 26' polished rod

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars Anchor @5824'
PUMP SIZE: 2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD

5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holesSN @5858'
5/21/08 5280-5294' 4 JSPF 56 holes
5/21/08 5482-5516' 4 JSPF 136 holesShoe @6302'
5/22/08 5802-5812' 4]SPF 40holes

5/22/08 5834-5844' 4 JSPF 40 holes
PBTD @6258'

West Point Fed #S-7-9-16
TD @6350'

672' FSL & 641' FEL
SE/SE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-33927; Lease #UTU-74390

TW

SpudDate:7-4-08 West Point Fed #S-7-9-16
Put on Production: 8-7-08

GL:6001 KB:6013 Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" Cement Top @20' 7/30/08 5802-5812' Frac CP1 & CP2 sds as follows:
GRADE:1-55 34,753#20/40 sand in 493 bbis of Lightning 17 fluid. Treated w/ ave

pressure of 1682 psi w/ ave rate of23.2 BPM. ISIP 1995psi. Actual flush:
WEIGHT:24# 5300 gals.
LENGTH: 7 jts (311.16') 7/30/08 5482-5516' Frac LODC sds as follows:
DEPTH LANDED: 323.01, 151,032#20/40 sand in 1075 bbls ofLightning 17 fluid. Treated w/ave

pressure of2133 psi w/ ave rate of23.4 BPM. ISIP 2650 psi. Actual flush:
HOLE SIZE:12-l/4" 5523 gals.
CEMENT DATA: 1- 160, sxs Class "G" cmt, est 4 bb1scmt to surf 7/31/08 5280-5294' Frac A.5 sds as follows:

70,799# 20/40 sand in 624 bbls of Lightning 17 fluid. Treated w/ ave
pressure of2040 psi w/ ave rate of23.2 BPM. ISIP 2662 psi. Actual flush:

- 4771 gals.

7/31/08 4880-4890' Frac D1 sds as follows:
49,694# 20/40 sand in 476 bbis of Lightning 17 fluid. Treated w/ ave
pressure of 1666 psi w/ ave rate of23.2 BPM. ISIP 1962 psi. Actual flush:

PRODUCTION CASING 4368 gals.

CSG SIZE: 5-1/2,, 7/31/08 4608-4618' Frac PB10 sds as follows:
40,228# 20/40 sand in 425 bbis of Lightning 17 fluid. Treated w/ ave

GRADE: J-55 pressure of 1970 psi w/ ave rate of23.2 BPM. 1SIP2125 psi. Actual flush:
WEIGHT: 15.5# 4095 gals.

7/31/08 4372-4380' Frac GB4 & GB6 sds as follows:LENGTH: 150 jts (6288.46)
52,889#20/40 sand in 442 bbls of Lightning 17 fluid. Treated w/ ave

DEPTH LANDED: 6301.71' pressure of2034 psi w/ ave rate of23.2 BPM. ISIP 2193 psi. Actual flush:
HOLE SIZE: 7-7/8,, 799 gals.

CEMENT DATA: 300 sx Premlite II and 465 sx 50/50 Poz

CEMENT TOP AT: 20'

4350-4358'

TUBING

SIZE/GRADE/WT: 2 7/8" / J-55 / 6.5# 4372-4380'

NO. OF JOINTS: 185jts (5811.63')

TUBING ANCHOR: 5823.63' KB
-- 4608-4618'

NO. OF JOINTS: 1jt (31.43')

SEATING NIPPLE: 2 7/8" (1,10') 4880-4890'

SN LANDED AT: 5857.86' KB

NO. OF JOINTS: 2 jts (62.87') 5280-5294'
TOTAL STRING LENGTH: EOT @5922.28

5482-5516'

SUCKERRODS
5802-5812'

POLISHED ROD: 1 1/2" x 26' polished rod

SUCKER RODS: 230-7/8" guided rods (8 per), 4- 1 ½" weight bars Anchor @5824'
PUMP SIZE: 2 1/2" xl 3/4" x 16'x 20' RHAC rod pump- CDI

STROKE LENGTH: 122" 5834-5844'

PUMP SPEED, SPM: 4.5

PERFORATION RECORD

5/22/08 4350-4358' 4 JSPF 32 holes
5/22/08 4372-4380' 4 JSPF 32 holes
5/22/08 4608-4618' 4 JSPF 40 holes

EOT @5922' 5/21/08 4880-4890' 4 JSPF 40 holesSN @5858'
5/21/08 5280-5294' 4 JSPF 56 holes
5/21/08 5482-5516' 4 JSPF 136 holesShoe @6302'
5/22/08 5802-5812' 4]SPF 40holes

5/22/08 5834-5844' 4 JSPF 40 holes
PBTD @6258'

West Point Fed #S-7-9-16
TD @6350'

672' FSL & 641' FEL
SE/SE Section 7-T9S-R16E

Duchesne Co, Utah
API #43-013-33927; Lease #UTU-74390

TW



Spud Date: 1/24/2001
Ashley Federal Unit #16-12-9-15

Initial Production: 56.4 BOPD,
Put on Production: 3/20/2001
GL: 6066' KB: 6076' Wellbore Diagram 25.0 MCFD, 34.3 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/12/01 5664'-5669' Frac CP-0.5 sands as follows:

GRADE: J-SS 25,000#20/40 sand in 287 bbis Viking I-
25 fluid. Treat at 2100 psi @23 BPM.

WEIGHT: 24# ISIP 2375 psi.
LENGTH: 7 jts. (305.24') 3/13/01 4948'-5086' Frac B-2 & C sands as follows:
HOLE SIZE:12-1/4,, 112,000# 20/40 sand in 752 bbls Viking

1-25fluid. Treat at 1575 psi @29.5
CEMENT DATA: 145 sxs Class "G" cmt BPM. ISIP 1850 psi.

3/14/01 4838'-4873' Frac D-2 sands as follows:
Frac with 46,000# 20/40 sand in 412
bbls Viking I-25 fluid. Treat at 1900 psi

- @30 BPM. ISIP 2040 psi.

3/15/01 4546'-4556' Frac PB-10 sand as follows:
Frac with 48,000# 20/40 sand in 401
bbis Viking 1-25 fluid. Treat at 2300 psi

PRODUCTION CASING @25.4 BPM. ISIP 2230 psi.

CSG SIZE: 5-1/2" 3/16/01 4308'-4338' Frac GB-6 sands as follows:
Frac with 82,400#20/40 sand in 583

GRADE: J-55 bbls Viking I-25 fluid. Treat at 2000 psi
WEIGHT: 15.5# @31 BPM. ISIP 2060 psi.

10/14/02 Pump Change. Update rod and tubingLENGTH: 136jts. (5949.71')
detail.

HOLE SIZE: 7-7/8"
8/16/03 Pump Change.

TOTAL DEPTH: 5969' 5-5-05 Pump Change,
CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
4308'-4316'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 175 jts (5631.48')

TUBING ANCHOR: 5641.48'

NO. OF JOINTS: 1jts (32.55') 4331'-4338'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5675.13' KB

NO. OF JOINTS: 2 jts (65.11')
4546'-4556'

TOTAL STRING LENGTH: EOT @5743.91'

4838'-4844'

SUCKER RODS
4868'-4873

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 2'x7/8" pony rod, 6'x ¾" pony, 89-7/8" scraper rods, 4-3/4"
4948'-4956'scraper rods, 98-3/4" plain rods, 30- ¾" scraper rods, 4-1 ½" K-bars

PUMP SIZE: 2-l/2" x 1-1/2" x12'X 17' RHAC Megyver

STROKE LENGTH: 62" 5074'-5086'
PUMP SPEED, SPM: 5

Anchor @5641'
LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL

PERFORATION RECORD
5664'-5669' 4308'-4316' 4 JSPF 32 holes

4331'-4338' 4 JSPF 28 holes
SN @5675' 4546'-4556' 4 JSPF 40 holes

4838'-4844' 4 JSPF 24 holes
4868'-4873' 4 JSPF 20 holes

EOT @5744' 4948'-4956' 4]SPF 32 holes
5074'-5086' 4 JSPF 48 holes
5664'-5669' 4JSPF 20holes

NEWFIELD TopofFill:5860'

PBTD @5899'

Ashley Federal #16-12-9-15 SHOE @5950'

915' FSL & 646' FEL
NWSE Section 12-T9S-Rl5E TD @5969'

Duchesne Co, Utah
API #43-013-32178; Lease #UTU-74826

KC

Spud Date: 1/24/2001
Ashley Federal Unit #16-12-9-15

Initial Production: 56.4 BOPD,
Put on Production: 3/20/2001
GL: 6066' KB: 6076' Wellbore Diagram 25.0 MCFD, 34.3 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/12/01 5664'-5669' Frac CP-0.5 sands as follows:

GRADE: J-SS 25,000#20/40 sand in 287 bbis Viking I-
25 fluid. Treat at 2100 psi @23 BPM.

WEIGHT: 24# ISIP 2375 psi.
LENGTH: 7 jts. (305.24') 3/13/01 4948'-5086' Frac B-2 & C sands as follows:
HOLE SIZE:12-1/4,, 112,000# 20/40 sand in 752 bbls Viking

1-25fluid. Treat at 1575 psi @29.5
CEMENT DATA: 145 sxs Class "G" cmt BPM. ISIP 1850 psi.

3/14/01 4838'-4873' Frac D-2 sands as follows:
Frac with 46,000# 20/40 sand in 412
bbls Viking I-25 fluid. Treat at 1900 psi

- @30 BPM. ISIP 2040 psi.

3/15/01 4546'-4556' Frac PB-10 sand as follows:
Frac with 48,000# 20/40 sand in 401
bbis Viking 1-25 fluid. Treat at 2300 psi

PRODUCTION CASING @25.4 BPM. ISIP 2230 psi.

CSG SIZE: 5-1/2" 3/16/01 4308'-4338' Frac GB-6 sands as follows:
Frac with 82,400#20/40 sand in 583

GRADE: J-55 bbls Viking I-25 fluid. Treat at 2000 psi
WEIGHT: 15.5# @31 BPM. ISIP 2060 psi.

10/14/02 Pump Change. Update rod and tubingLENGTH: 136jts. (5949.71')
detail.

HOLE SIZE: 7-7/8"
8/16/03 Pump Change.

TOTAL DEPTH: 5969' 5-5-05 Pump Change,
CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
4308'-4316'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 175 jts (5631.48')

TUBING ANCHOR: 5641.48'

NO. OF JOINTS: 1jts (32.55') 4331'-4338'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5675.13' KB

NO. OF JOINTS: 2 jts (65.11')
4546'-4556'

TOTAL STRING LENGTH: EOT @5743.91'

4838'-4844'

SUCKER RODS
4868'-4873

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 2'x7/8" pony rod, 6'x ¾" pony, 89-7/8" scraper rods, 4-3/4"
4948'-4956'scraper rods, 98-3/4" plain rods, 30- ¾" scraper rods, 4-1 ½" K-bars

PUMP SIZE: 2-l/2" x 1-1/2" x12'X 17' RHAC Megyver

STROKE LENGTH: 62" 5074'-5086'
PUMP SPEED, SPM: 5

Anchor @5641'
LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL

PERFORATION RECORD
5664'-5669' 4308'-4316' 4 JSPF 32 holes

4331'-4338' 4 JSPF 28 holes
SN @5675' 4546'-4556' 4 JSPF 40 holes

4838'-4844' 4 JSPF 24 holes
4868'-4873' 4 JSPF 20 holes

EOT @5744' 4948'-4956' 4]SPF 32 holes
5074'-5086' 4 JSPF 48 holes
5664'-5669' 4JSPF 20holes

NEWFIELD TopofFill:5860'

PBTD @5899'

Ashley Federal #16-12-9-15 SHOE @5950'

915' FSL & 646' FEL
NWSE Section 12-T9S-Rl5E TD @5969'

Duchesne Co, Utah
API #43-013-32178; Lease #UTU-74826

KC

Spud Date: 1/24/2001
Ashley Federal Unit #16-12-9-15

Initial Production: 56.4 BOPD,
Put on Production: 3/20/2001
GL: 6066' KB: 6076' Wellbore Diagram 25.0 MCFD, 34.3 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/12/01 5664'-5669' Frac CP-0.5 sands as follows:

GRADE: J-SS 25,000#20/40 sand in 287 bbis Viking I-
25 fluid. Treat at 2100 psi @23 BPM.

WEIGHT: 24# ISIP 2375 psi.
LENGTH: 7 jts. (305.24') 3/13/01 4948'-5086' Frac B-2 & C sands as follows:
HOLE SIZE:12-1/4,, 112,000# 20/40 sand in 752 bbls Viking

1-25fluid. Treat at 1575 psi @29.5
CEMENT DATA: 145 sxs Class "G" cmt BPM. ISIP 1850 psi.

3/14/01 4838'-4873' Frac D-2 sands as follows:
Frac with 46,000# 20/40 sand in 412
bbls Viking I-25 fluid. Treat at 1900 psi

- @30 BPM. ISIP 2040 psi.

3/15/01 4546'-4556' Frac PB-10 sand as follows:
Frac with 48,000# 20/40 sand in 401
bbis Viking 1-25 fluid. Treat at 2300 psi

PRODUCTION CASING @25.4 BPM. ISIP 2230 psi.

CSG SIZE: 5-1/2" 3/16/01 4308'-4338' Frac GB-6 sands as follows:
Frac with 82,400#20/40 sand in 583

GRADE: J-55 bbls Viking I-25 fluid. Treat at 2000 psi
WEIGHT: 15.5# @31 BPM. ISIP 2060 psi.

10/14/02 Pump Change. Update rod and tubingLENGTH: 136jts. (5949.71')
detail.

HOLE SIZE: 7-7/8"
8/16/03 Pump Change.

TOTAL DEPTH: 5969' 5-5-05 Pump Change,
CEMENT DATA: 275 sk Prem. Lite II mixed & 450 sxs 50/50 POZ.

CEMENT TOP AT: ? per CBL

TUBlNG
4308'-4316'

SIZE/GRADE/WT.: 2-7/8" /1-55 / 6.5#

NO. OF JOINTS: 175 jts (5631.48')

TUBING ANCHOR: 5641.48'

NO. OF JOINTS: 1jts (32.55') 4331'-4338'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5675.13' KB

NO. OF JOINTS: 2 jts (65.11')
4546'-4556'

TOTAL STRING LENGTH: EOT @5743.91'

4838'-4844'

SUCKER RODS
4868'-4873

POLISHED ROD: 1-1/2" x 22'

SUCKER RODS: 2'x7/8" pony rod, 6'x ¾" pony, 89-7/8" scraper rods, 4-3/4"
4948'-4956'scraper rods, 98-3/4" plain rods, 30- ¾" scraper rods, 4-1 ½" K-bars

PUMP SIZE: 2-l/2" x 1-1/2" x12'X 17' RHAC Megyver

STROKE LENGTH: 62" 5074'-5086'
PUMP SPEED, SPM: 5

Anchor @5641'
LOGS:Dual Laterlog, GR, SP, SpectralDensity-Dual Spaced Neutron, CBL

PERFORATION RECORD
5664'-5669' 4308'-4316' 4 JSPF 32 holes

4331'-4338' 4 JSPF 28 holes
SN @5675' 4546'-4556' 4 JSPF 40 holes

4838'-4844' 4 JSPF 24 holes
4868'-4873' 4 JSPF 20 holes

EOT @5744' 4948'-4956' 4]SPF 32 holes
5074'-5086' 4 JSPF 48 holes
5664'-5669' 4JSPF 20holes

NEWFIELD TopofFill:5860'

PBTD @5899'

Ashley Federal #16-12-9-15 SHOE @5950'

915' FSL & 646' FEL
NWSE Section 12-T9S-Rl5E TD @5969'

Duchesne Co, Utah
API #43-013-32178; Lease #UTU-74826

KC



West Point Federal 13-7-9-16
Spud Date: 1-23-06 Initial Production: BOPD,
Put on Production: 3-14-06 Injection Wellbore MCFD, BWPD
GL: 5986' KB: 5974' Diagram

FRAC JOB

SURFACE CASING 03-07-06 5604-5614' Frac CPI sands as follows:
45541# 20/40 sand in 422 bbIs Lightning 17

CSG SIZE: 8-5/8" frac fluid. Treated @avg press of 1730 psi
GRADE: J-55 Cement top @210' - - w/avg rate of25.7 BPM. ISIP 1900 psi. Calc

\ flush: 5602 gal. Actual flush: 5586 gal.
WEIGHT: 24#

I 03-07-06 5217-5225' Frac LODC sands as follows:
LENGTH: 7 jts (312.48') 24523# 20/40 sand in 341 bbis Lightning 17
DEPTH LANDED: 323.38' KB frac fluid. Treated @avg press of2168 psi

w/avg rate of25.3 BPM. ISIP 2360 psi. Calc
HOLE SIZE:12-1/4" flush: 5215 gal. Actual flush: 5208 gal.
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf.

03-07-06 4836-4988' Frac B2, B1, B.5, & c sands as follows:
109797# 20/40 sand in 775 bbis Lightning 17
frac fluid. Treated @avg press of 1760 psi
w/avg rate of25.6 BPM. ISIP 2030 psi. Calc
flush: 4834 gal. Actual flush: 4830 gal.

PRODUCTION CASING
, 03-07-06 4575-4583' Frac DS1, sands as follows:CSG SIZE: 5-1/2'

10605# 20/40 sand in 211 bbls Lightning 17
GRADE:1-55 frac fluid. Treated @avg press of2685 w/

avg rate of25.6 BPM. ISIP 2650 psi. CalcWEIGHT: 15.5#
flush: 4573 gal. Actual flush: 4620 gal.

LENGTH: 143 jts. (5713')

DEPTH LANDED: 6031.77' KB 03-07-06 4481-4489' Frac PB11 sands as follows:
99813#20/40 sand in 723 bbls Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 1758 w/
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. aludrate of925 BPM. InSIP2035904psi.Cale

CEMENT TOP AT: 210'
03-08-06 4162-4232 Frac GB6 & GB4 sands as follows:

62690# 20/40 sand in 465 bbis Lightning 17
Packer @4109' frac fluid. Treated @avg press of 1820 w/

TUBING
-- EOT @4114, avg rate of25.4 BPM. ISIP 1920 psi. Calc

flush: 4160 gal. Actual flush: 4032 gal.SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5590.01') 8/15/08 Well converted to an Injection Well.
TUBING ANCHOR: 5602.01' KB

8/28/08 MIT completed and submitted.
NO. OF JOINTS: ljts (32.53') 4162-4168'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5637.34' KB 4224-4232'

NO. OF JOINTS: 2 jts (65.05')
4481-4489'

TOTAL STRING LENGTH: EOT @5703.94' KB
4575-4583'

4836-4841'

4912-4919, PERFORATION RECORD
4932-4939' 02-27-06 5604-5614' 4 JSPF 40 holes

03-07-06 5217-5225' 4 JSPF 32 holes
4979-4988, 03-07-06 4979-4988' 4 JSPF 36 holes

03-07-06 4932-4939' 4 JSPF 28 holes
03-07-06 4912-4919' 4 JSPF 28 holes

5217-5225' 03-07-06 4836-4841' 4 JSPF 20 holes
03-07-06 4575-4583' 4 JSPF 32 holes
03-07-06 4481-4489' 4 JSPF 32 holes
03-08-06 4224-4232' 4 JSPF 32 holes
03-08-06 4162-4168' 4 JSPF 24 holes

5604-5614'

NEWFIELD
PBTD @5988'

SHOE @6032'
Federal 13-7-9-16

TD @6050'
773' FSL & 367' FWL

SWISW Section 7-T9S-R16E

Duchesne Co, Utah

API # 43-013-32744; Lease # UTU-74390

CR

West Point Federal 13-7-9-16
Spud Date: 1-23-06 Initial Production: BOPD,
Put on Production: 3-14-06 Injection Wellbore MCFD, BWPD
GL: 5986' KB: 5974' Diagram

FRAC JOB

SURFACE CASING 03-07-06 5604-5614' Frac CPI sands as follows:
45541# 20/40 sand in 422 bbIs Lightning 17

CSG SIZE: 8-5/8" frac fluid. Treated @avg press of 1730 psi
GRADE: J-55 Cement top @210' - - w/avg rate of25.7 BPM. ISIP 1900 psi. Calc

\ flush: 5602 gal. Actual flush: 5586 gal.
WEIGHT: 24#

I 03-07-06 5217-5225' Frac LODC sands as follows:
LENGTH: 7 jts (312.48') 24523# 20/40 sand in 341 bbis Lightning 17
DEPTH LANDED: 323.38' KB frac fluid. Treated @avg press of2168 psi

w/avg rate of25.3 BPM. ISIP 2360 psi. Calc
HOLE SIZE:12-1/4" flush: 5215 gal. Actual flush: 5208 gal.
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf.

03-07-06 4836-4988' Frac B2, B1, B.5, & c sands as follows:
109797# 20/40 sand in 775 bbis Lightning 17
frac fluid. Treated @avg press of 1760 psi
w/avg rate of25.6 BPM. ISIP 2030 psi. Calc
flush: 4834 gal. Actual flush: 4830 gal.

PRODUCTION CASING
, 03-07-06 4575-4583' Frac DS1, sands as follows:CSG SIZE: 5-1/2'

10605# 20/40 sand in 211 bbls Lightning 17
GRADE:1-55 frac fluid. Treated @avg press of2685 w/

avg rate of25.6 BPM. ISIP 2650 psi. CalcWEIGHT: 15.5#
flush: 4573 gal. Actual flush: 4620 gal.

LENGTH: 143 jts. (5713')

DEPTH LANDED: 6031.77' KB 03-07-06 4481-4489' Frac PB11 sands as follows:
99813#20/40 sand in 723 bbls Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 1758 w/
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. aludrate of925 BPM. InSIP2035904psi.Cale

CEMENT TOP AT: 210'
03-08-06 4162-4232 Frac GB6 & GB4 sands as follows:

62690# 20/40 sand in 465 bbis Lightning 17
Packer @4109' frac fluid. Treated @avg press of 1820 w/

TUBING
-- EOT @4114, avg rate of25.4 BPM. ISIP 1920 psi. Calc

flush: 4160 gal. Actual flush: 4032 gal.SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5590.01') 8/15/08 Well converted to an Injection Well.
TUBING ANCHOR: 5602.01' KB

8/28/08 MIT completed and submitted.
NO. OF JOINTS: ljts (32.53') 4162-4168'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5637.34' KB 4224-4232'

NO. OF JOINTS: 2 jts (65.05')
4481-4489'

TOTAL STRING LENGTH: EOT @5703.94' KB
4575-4583'

4836-4841'

4912-4919, PERFORATION RECORD
4932-4939' 02-27-06 5604-5614' 4 JSPF 40 holes

03-07-06 5217-5225' 4 JSPF 32 holes
4979-4988, 03-07-06 4979-4988' 4 JSPF 36 holes

03-07-06 4932-4939' 4 JSPF 28 holes
03-07-06 4912-4919' 4 JSPF 28 holes

5217-5225' 03-07-06 4836-4841' 4 JSPF 20 holes
03-07-06 4575-4583' 4 JSPF 32 holes
03-07-06 4481-4489' 4 JSPF 32 holes
03-08-06 4224-4232' 4 JSPF 32 holes
03-08-06 4162-4168' 4 JSPF 24 holes

5604-5614'

NEWFIELD
PBTD @5988'

SHOE @6032'
Federal 13-7-9-16

TD @6050'
773' FSL & 367' FWL

SWISW Section 7-T9S-R16E

Duchesne Co, Utah

API # 43-013-32744; Lease # UTU-74390

CR

West Point Federal 13-7-9-16
Spud Date: 1-23-06 Initial Production: BOPD,
Put on Production: 3-14-06 Injection Wellbore MCFD, BWPD
GL: 5986' KB: 5974' Diagram

FRAC JOB

SURFACE CASING 03-07-06 5604-5614' Frac CPI sands as follows:
45541# 20/40 sand in 422 bbIs Lightning 17

CSG SIZE: 8-5/8" frac fluid. Treated @avg press of 1730 psi
GRADE: J-55 Cement top @210' - - w/avg rate of25.7 BPM. ISIP 1900 psi. Calc

\ flush: 5602 gal. Actual flush: 5586 gal.
WEIGHT: 24#

I 03-07-06 5217-5225' Frac LODC sands as follows:
LENGTH: 7 jts (312.48') 24523# 20/40 sand in 341 bbis Lightning 17
DEPTH LANDED: 323.38' KB frac fluid. Treated @avg press of2168 psi

w/avg rate of25.3 BPM. ISIP 2360 psi. Calc
HOLE SIZE:12-1/4" flush: 5215 gal. Actual flush: 5208 gal.
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1scmt to surf.

03-07-06 4836-4988' Frac B2, B1, B.5, & c sands as follows:
109797# 20/40 sand in 775 bbis Lightning 17
frac fluid. Treated @avg press of 1760 psi
w/avg rate of25.6 BPM. ISIP 2030 psi. Calc
flush: 4834 gal. Actual flush: 4830 gal.

PRODUCTION CASING
, 03-07-06 4575-4583' Frac DS1, sands as follows:CSG SIZE: 5-1/2'

10605# 20/40 sand in 211 bbls Lightning 17
GRADE:1-55 frac fluid. Treated @avg press of2685 w/

avg rate of25.6 BPM. ISIP 2650 psi. CalcWEIGHT: 15.5#
flush: 4573 gal. Actual flush: 4620 gal.

LENGTH: 143 jts. (5713')

DEPTH LANDED: 6031.77' KB 03-07-06 4481-4489' Frac PB11 sands as follows:
99813#20/40 sand in 723 bbls Lightning 17

HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 1758 w/
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. aludrate of925 BPM. InSIP2035904psi.Cale

CEMENT TOP AT: 210'
03-08-06 4162-4232 Frac GB6 & GB4 sands as follows:

62690# 20/40 sand in 465 bbis Lightning 17
Packer @4109' frac fluid. Treated @avg press of 1820 w/

TUBING
-- EOT @4114, avg rate of25.4 BPM. ISIP 1920 psi. Calc

flush: 4160 gal. Actual flush: 4032 gal.SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 172 jts (5590.01') 8/15/08 Well converted to an Injection Well.
TUBING ANCHOR: 5602.01' KB

8/28/08 MIT completed and submitted.
NO. OF JOINTS: ljts (32.53') 4162-4168'
SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5637.34' KB 4224-4232'

NO. OF JOINTS: 2 jts (65.05')
4481-4489'

TOTAL STRING LENGTH: EOT @5703.94' KB
4575-4583'

4836-4841'

4912-4919, PERFORATION RECORD
4932-4939' 02-27-06 5604-5614' 4 JSPF 40 holes

03-07-06 5217-5225' 4 JSPF 32 holes
4979-4988, 03-07-06 4979-4988' 4 JSPF 36 holes

03-07-06 4932-4939' 4 JSPF 28 holes
03-07-06 4912-4919' 4 JSPF 28 holes

5217-5225' 03-07-06 4836-4841' 4 JSPF 20 holes
03-07-06 4575-4583' 4 JSPF 32 holes
03-07-06 4481-4489' 4 JSPF 32 holes
03-08-06 4224-4232' 4 JSPF 32 holes
03-08-06 4162-4168' 4 JSPF 24 holes

5604-5614'

NEWFIELD
PBTD @5988'

SHOE @6032'
Federal 13-7-9-16

TD @6050'
773' FSL & 367' FWL

SWISW Section 7-T9S-R16E

Duchesne Co, Utah

API # 43-013-32744; Lease # UTU-74390

CR



Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-l/4" of20/40 sd in 507 bbls Delta Frac.
CEMENT DATA: 140 sxs Premium cmt, est 5 bbis to surf. Breakdown @2460 psi. Treated @avg

rate of26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of 2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injectionrateofisoopsi.

CSG SIZE: 5-1/2" 11/28/01 4100'-4108' Broke perfs with 2700 psi @1.75 bpm.
Injection rate of 1800 psi.

GRADE:1-55
11/28/01 Open new perfs and convert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137jts. (582T) submitted on 11/21/06.
DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128Jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24' 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 JSPF 24 holes

5546'-62' CP 11/28/01 5314'-5322' 4JSPF 32holes
11/28/01 4100'-4108' 4 JSPF 32 holes

5577'- 80' CP

5582'-85' CP

EOT @4028'
NEWFIELD PBTD@S795'

TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD

Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-l/4" of20/40 sd in 507 bbls Delta Frac.
CEMENT DATA: 140 sxs Premium cmt, est 5 bbis to surf. Breakdown @2460 psi. Treated @avg

rate of26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of 2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injectionrateofisoopsi.

CSG SIZE: 5-1/2" 11/28/01 4100'-4108' Broke perfs with 2700 psi @1.75 bpm.
Injection rate of 1800 psi.

GRADE:1-55
11/28/01 Open new perfs and convert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137jts. (582T) submitted on 11/21/06.
DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128Jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24' 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 JSPF 24 holes

5546'-62' CP 11/28/01 5314'-5322' 4JSPF 32holes
11/28/01 4100'-4108' 4 JSPF 32 holes

5577'- 80' CP

5582'-85' CP

EOT @4028'
NEWFIELD PBTD@S795'

TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD

Spud Date: 12/2/97 Nine Mile #15-7-9-16
Put on Production: 1/14/98 Initial Production: 66 BOPD,

GL: 5923' KB: 5935' Injection Wellbore 76 McFPD, 6 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/8/98 5546'-5585' Frac CP sand as follows:
GRADE: J-55 104,400# of20/40 sd in 525 bbis

Delta Frac. Treated @avg rate 32.3 bpm,
WEIGHT:24# avg press 1650 psi. Breakdown @2996

LENGTH: 7 jts (286') psi. ISIP-2900 psi, 5-min 2007 psi.
Flowback for 3 hrs & died.

DEPTH LANDED: 288'
1/10/98 4631'-4642' Frac D sand as follows: 104,400#

HOLE SIZE:12-l/4" of20/40 sd in 507 bbls Delta Frac.
CEMENT DATA: 140 sxs Premium cmt, est 5 bbis to surf. Breakdown @2460 psi. Treated @avg

rate of26.4 BPM, avg press 2100 psi.
ISIP-2424 psi, 5-min 2262 psi. Flowback
on12/64" ck for 4 hrs & died.

11/28/01 5362'-5368' Broke perfs with 3500 psi @1.75 bpm.
Injection rate of 2950 psi.

11/28/01 5314'-5334' Broke perfs with 1200 psi @1.75 bpm.

PRODUCTION CASING Injectionrateofisoopsi.

CSG SIZE: 5-1/2" 11/28/01 4100'-4108' Broke perfs with 2700 psi @1.75 bpm.
Injection rate of 1800 psi.

GRADE:1-55
11/28/01 Open new perfs and convert to injection.

WEIGHT: 15.5#
11/21/06 5 Year MIT completed on 11/15/06 and

LENGTH: 137jts. (582T) submitted on 11/21/06.
DEPTH LANDED: 5839'

HOLE SIZE: 7-7/8"

CEMENT DATA: 350 sks Hibond mixed & 300 sks thixotropic

CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 128Jts (4007.82')
Packer @4021'

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4020.92' KB

TUBING ANCHOR: 4021.24' 4100'-08' GB4
TOTAL STRING LENGTH: EOT @4028.24'

4631'-46' D

5314'-22' LODC
PERFORATION RECORD

5328'-34' LODC 1/8/98 5546'-5562' 4 JSPF 24 holes
1/8/98 5577'-5580' 4 JSPF 12 holes
1/8/98 5582'-5585' 4 JSPF 12 holes

5362'-68' LODC 1/9/98 4631'-4642' 4 JSPF 44 holes

11/28/01 5362'-5368' 4 JSPF 24 holes
11/28/01 5328'-5334' 4 JSPF 24 holes

5546'-62' CP 11/28/01 5314'-5322' 4JSPF 32holes
11/28/01 4100'-4108' 4 JSPF 32 holes

5577'- 80' CP

5582'-85' CP

EOT @4028'
NEWFIELD PBTD@S795'

TD @5860'

Nine Mile #15-7-9-16
701.2 FSL & 2074.8 FEL

SWSE Section 7-T9S-Rl6E
Duchesne Co, Utah

API #43-013-31803; Lease #U-74390
CD



Nine Mile #16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/14/01 Wellbore Diagram 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/3/01 5698-5738' Frac CP sands as follows:

Frac with 91,020# 20/40 sand in 674 bbisGRADE: J-55
Viking I-25 fluid. Perfs broke down @WEIGHT: 24# 2126 psi. Treated @avg press of 1700

LENGTH: 7 jts. (294.6') psi w/avg rate of29.3 BPM. ISIP 1850
pst

LANDED @295.1'
4/4/01 5370'-5450' Frac LDC sand as follows:

HOLE SIZE:12-1/4" Frac with 161,000# 20/40 sand in 1046
CEMENT DATA: 120 sxs Class "G" cmt bb1sViking 1-25 fluid. Treated @avg

press of2700 psi w/avg rate28.7 BPM..
ISIP 3090 psi.

- - 4/5/01 5264-5340' Frac A-3/LDC sands as follows:
Frac w/140,400#20/40 sand in 925 bbis
Viking 1-25fluid. Perfs broke down @
3121 psi. Treated @avg press of2550
psi w/avg rate of31 BPM. ISIP 2530 psi.

PRODUCTION CASING 4/6/01 5146-5190' Frac A sands as follows:
CSG SIZE: 5-1/2" Frac with 130,440#20/40 sand in 852

bbis Viking I-25 fluid. Perfs broke downGRADE: J-55
@2700 psi. Treated @avg press of2050

WEIGHT: 15.5# psi w/avg rate of30.3 BPM. ISIP 1950

LENGTH: 141jts. 5959.62'
4/9/01 4980-5052' Frac B sand as follows:LANDED @5955.22'

Frac with 94,800# 20/40 sand in 648 bbls
HOLE SIZE: 7-7/8" : | i i 4260-4275'

Viking I-25 fluid. Perfs broke down @
CEMENT DATA: 275 sk Prem. Lite Il mixed & 450 sxs 50/50 POZ | j : 4313-4327' 25 pasv

t 2 3
Ba yeSISP202200

psi.
CEMENT TOP AT:

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bbis
Viking I-25 fluid. Perfs broke down @TUBING 2581psi.Treated@avg pressof1800

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
= 4760-4764' psi w/avg rate of29.2 BPM. ISIP 2010

psi.
NO. OF JOINTS: 180 jts (5619.63') 4768-4777' 2/20/02 Tubing leak. Update rod and tubing
TUBING ANCHOR: 5629,63' details.
NO. OF JOINTS: 4 jts (127.60') 4780-4784'

1/22/04 Pump change. Update rod and tubing
SEATING NIPPLE: 2-7/8" (1.10') 4980-4990, details.

SN LANDED AT: 5760.03' KB 11/10/04 4313-4327' Frac GB6 sands as follows:
25,477# 20/40 sand in 318 bbis

NO. OF JOINTS: 1jt (31.57') 4994-5000' Lightning 17 frac fluid. Treated @avg
TOTAL STRING LENGTH: EOT @5793.15, press of2125 psi w/avg rate of25 BPM.

5048-5052' ISIP 1880 psi. Calc. flush: 4311 gais.
Actual flush: 4102 gals.

5146-5164' 11/10/04 4260-4275' Frac GB4 sands as follows:
62,560#20/40 sand in 443 bbls
Lightning 17frac fluid. Treated @avg5184-5190' press of2297 psi wlavg rate of25 BPM.

SUCKER RODS ISIP 2310 psi. Calc. flush: 4258 gals.
5264-5270' Actual flush; 4049 gals.

POLISHED ROD: 1-1/2" x 22' SM 08/10/06 Pump Change. Update rod and tubing5308-5328'
detailsSUCKER RODS: 2-1 ½" weight bars w/7/8" pins; 4-1 ½" weight bars w/3/4"

pins; 14-3/4" scrapered rods; 116-3/4" plain rods, 93-3/4" scrapered rods, I-2" 5336-5340'1-4', 1-6', 1-8' x 3/4" pony rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 16'x 20' RHAC
5370-5388'

STROKE LENGTH: 100" PERFORATION RECORD
PUMP SPEED, SPM: 4 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16 holes

4/3/01 5698'-5716' 4 JSPF 72 holes
Anchor @5630' 4/4/01 5430'-5450' 4 JSPF 80 holes

4/4/01 5370'-5388' 4 JSPF 72 holes5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

SN @5760' 4/5/01 5264'-5270' 4 JSPF 24 holes
EOT @5793' 4/6/01 5184'-5190' 4 JSPF 24 holes

4/6/01 5146'-5164' 4 ]SPF 72 holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holesTop of Fill @5917' 4/9/01 4980'-4990' 4 JSPF 40 holes
4/9/01 4780'-4784' 4JSPF 16holes

PBTD @5937' 4/9/01 4768'-4777' 4 JSPF 36 holes
4/9/01 4760'-4764' 4 JSPF 16 holes

NINE MILE #16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes
SHOE @5955' 11/10/04 4260'-4275' 2 JSPF 30 holes660' FSL & 660' FEL

SESE Section 7-T9S-Rl6E TD @5967'

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

CB

Nine Mile #16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/14/01 Wellbore Diagram 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/3/01 5698-5738' Frac CP sands as follows:

Frac with 91,020# 20/40 sand in 674 bbisGRADE: J-55
Viking I-25 fluid. Perfs broke down @WEIGHT: 24# 2126 psi. Treated @avg press of 1700

LENGTH: 7 jts. (294.6') psi w/avg rate of29.3 BPM. ISIP 1850
pst

LANDED @295.1'
4/4/01 5370'-5450' Frac LDC sand as follows:

HOLE SIZE:12-1/4" Frac with 161,000# 20/40 sand in 1046
CEMENT DATA: 120 sxs Class "G" cmt bb1sViking 1-25 fluid. Treated @avg

press of2700 psi w/avg rate28.7 BPM..
ISIP 3090 psi.

- - 4/5/01 5264-5340' Frac A-3/LDC sands as follows:
Frac w/140,400#20/40 sand in 925 bbis
Viking 1-25fluid. Perfs broke down @
3121 psi. Treated @avg press of2550
psi w/avg rate of31 BPM. ISIP 2530 psi.

PRODUCTION CASING 4/6/01 5146-5190' Frac A sands as follows:
CSG SIZE: 5-1/2" Frac with 130,440#20/40 sand in 852

bbis Viking I-25 fluid. Perfs broke downGRADE: J-55
@2700 psi. Treated @avg press of2050

WEIGHT: 15.5# psi w/avg rate of30.3 BPM. ISIP 1950

LENGTH: 141jts. 5959.62'
4/9/01 4980-5052' Frac B sand as follows:LANDED @5955.22'

Frac with 94,800# 20/40 sand in 648 bbls
HOLE SIZE: 7-7/8" : | i i 4260-4275'

Viking I-25 fluid. Perfs broke down @
CEMENT DATA: 275 sk Prem. Lite Il mixed & 450 sxs 50/50 POZ | j : 4313-4327' 25 pasv

t 2 3
Ba yeSISP202200

psi.
CEMENT TOP AT:

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bbis
Viking I-25 fluid. Perfs broke down @TUBING 2581psi.Treated@avg pressof1800

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
= 4760-4764' psi w/avg rate of29.2 BPM. ISIP 2010

psi.
NO. OF JOINTS: 180 jts (5619.63') 4768-4777' 2/20/02 Tubing leak. Update rod and tubing
TUBING ANCHOR: 5629,63' details.
NO. OF JOINTS: 4 jts (127.60') 4780-4784'

1/22/04 Pump change. Update rod and tubing
SEATING NIPPLE: 2-7/8" (1.10') 4980-4990, details.

SN LANDED AT: 5760.03' KB 11/10/04 4313-4327' Frac GB6 sands as follows:
25,477# 20/40 sand in 318 bbis

NO. OF JOINTS: 1jt (31.57') 4994-5000' Lightning 17 frac fluid. Treated @avg
TOTAL STRING LENGTH: EOT @5793.15, press of2125 psi w/avg rate of25 BPM.

5048-5052' ISIP 1880 psi. Calc. flush: 4311 gais.
Actual flush: 4102 gals.

5146-5164' 11/10/04 4260-4275' Frac GB4 sands as follows:
62,560#20/40 sand in 443 bbls
Lightning 17frac fluid. Treated @avg5184-5190' press of2297 psi wlavg rate of25 BPM.

SUCKER RODS ISIP 2310 psi. Calc. flush: 4258 gals.
5264-5270' Actual flush; 4049 gals.

POLISHED ROD: 1-1/2" x 22' SM 08/10/06 Pump Change. Update rod and tubing5308-5328'
detailsSUCKER RODS: 2-1 ½" weight bars w/7/8" pins; 4-1 ½" weight bars w/3/4"

pins; 14-3/4" scrapered rods; 116-3/4" plain rods, 93-3/4" scrapered rods, I-2" 5336-5340'1-4', 1-6', 1-8' x 3/4" pony rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 16'x 20' RHAC
5370-5388'

STROKE LENGTH: 100" PERFORATION RECORD
PUMP SPEED, SPM: 4 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16 holes

4/3/01 5698'-5716' 4 JSPF 72 holes
Anchor @5630' 4/4/01 5430'-5450' 4 JSPF 80 holes

4/4/01 5370'-5388' 4 JSPF 72 holes5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

SN @5760' 4/5/01 5264'-5270' 4 JSPF 24 holes
EOT @5793' 4/6/01 5184'-5190' 4 JSPF 24 holes

4/6/01 5146'-5164' 4 ]SPF 72 holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holesTop of Fill @5917' 4/9/01 4980'-4990' 4 JSPF 40 holes
4/9/01 4780'-4784' 4JSPF 16holes

PBTD @5937' 4/9/01 4768'-4777' 4 JSPF 36 holes
4/9/01 4760'-4764' 4 JSPF 16 holes

NINE MILE #16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes
SHOE @5955' 11/10/04 4260'-4275' 2 JSPF 30 holes660' FSL & 660' FEL

SESE Section 7-T9S-Rl6E TD @5967'

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

CB

Nine Mile #16-7-9-16
Spud Date: 3/23/98 Initial Production: 205.5BOPD,
Put on Production: 4/14/01 Wellbore Diagram 442.1 MCFD, 70 BWPD
GL: 5999' KB: 6009'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 4/3/01 5698-5738' Frac CP sands as follows:

Frac with 91,020# 20/40 sand in 674 bbisGRADE: J-55
Viking I-25 fluid. Perfs broke down @WEIGHT: 24# 2126 psi. Treated @avg press of 1700

LENGTH: 7 jts. (294.6') psi w/avg rate of29.3 BPM. ISIP 1850
pst

LANDED @295.1'
4/4/01 5370'-5450' Frac LDC sand as follows:

HOLE SIZE:12-1/4" Frac with 161,000# 20/40 sand in 1046
CEMENT DATA: 120 sxs Class "G" cmt bb1sViking 1-25 fluid. Treated @avg

press of2700 psi w/avg rate28.7 BPM..
ISIP 3090 psi.

- - 4/5/01 5264-5340' Frac A-3/LDC sands as follows:
Frac w/140,400#20/40 sand in 925 bbis
Viking 1-25fluid. Perfs broke down @
3121 psi. Treated @avg press of2550
psi w/avg rate of31 BPM. ISIP 2530 psi.

PRODUCTION CASING 4/6/01 5146-5190' Frac A sands as follows:
CSG SIZE: 5-1/2" Frac with 130,440#20/40 sand in 852

bbis Viking I-25 fluid. Perfs broke downGRADE: J-55
@2700 psi. Treated @avg press of2050

WEIGHT: 15.5# psi w/avg rate of30.3 BPM. ISIP 1950

LENGTH: 141jts. 5959.62'
4/9/01 4980-5052' Frac B sand as follows:LANDED @5955.22'

Frac with 94,800# 20/40 sand in 648 bbls
HOLE SIZE: 7-7/8" : | i i 4260-4275'

Viking I-25 fluid. Perfs broke down @
CEMENT DATA: 275 sk Prem. Lite Il mixed & 450 sxs 50/50 POZ | j : 4313-4327' 25 pasv

t 2 3
Ba yeSISP202200

psi.
CEMENT TOP AT:

4/10/01 4760-4784' Frac D sands as follows:
Frac with 82,840# 20/40 sand in 544 bbis
Viking I-25 fluid. Perfs broke down @TUBING 2581psi.Treated@avg pressof1800

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
= 4760-4764' psi w/avg rate of29.2 BPM. ISIP 2010

psi.
NO. OF JOINTS: 180 jts (5619.63') 4768-4777' 2/20/02 Tubing leak. Update rod and tubing
TUBING ANCHOR: 5629,63' details.
NO. OF JOINTS: 4 jts (127.60') 4780-4784'

1/22/04 Pump change. Update rod and tubing
SEATING NIPPLE: 2-7/8" (1.10') 4980-4990, details.

SN LANDED AT: 5760.03' KB 11/10/04 4313-4327' Frac GB6 sands as follows:
25,477# 20/40 sand in 318 bbis

NO. OF JOINTS: 1jt (31.57') 4994-5000' Lightning 17 frac fluid. Treated @avg
TOTAL STRING LENGTH: EOT @5793.15, press of2125 psi w/avg rate of25 BPM.

5048-5052' ISIP 1880 psi. Calc. flush: 4311 gais.
Actual flush: 4102 gals.

5146-5164' 11/10/04 4260-4275' Frac GB4 sands as follows:
62,560#20/40 sand in 443 bbls
Lightning 17frac fluid. Treated @avg5184-5190' press of2297 psi wlavg rate of25 BPM.

SUCKER RODS ISIP 2310 psi. Calc. flush: 4258 gals.
5264-5270' Actual flush; 4049 gals.

POLISHED ROD: 1-1/2" x 22' SM 08/10/06 Pump Change. Update rod and tubing5308-5328'
detailsSUCKER RODS: 2-1 ½" weight bars w/7/8" pins; 4-1 ½" weight bars w/3/4"

pins; 14-3/4" scrapered rods; 116-3/4" plain rods, 93-3/4" scrapered rods, I-2" 5336-5340'1-4', 1-6', 1-8' x 3/4" pony rods.

PUMP SIZE: 2-1/2" x 1-1/2" x 16'x 20' RHAC
5370-5388'

STROKE LENGTH: 100" PERFORATION RECORD
PUMP SPEED, SPM: 4 5430-5450' 4/3/01 5734'-5738' 4 JSPF 16 holes

4/3/01 5698'-5716' 4 JSPF 72 holes
Anchor @5630' 4/4/01 5430'-5450' 4 JSPF 80 holes

4/4/01 5370'-5388' 4 JSPF 72 holes5698-5716' 4/5/01 5336'-5340' 4 JSPF 16 holes
5734-5738' 4/5/01 5308'-5328' 4 JSPF 80 holes

SN @5760' 4/5/01 5264'-5270' 4 JSPF 24 holes
EOT @5793' 4/6/01 5184'-5190' 4 JSPF 24 holes

4/6/01 5146'-5164' 4 ]SPF 72 holes
4/9/01 5048'-5052' 4 JSPF 16 holes
4/9/01 4994'-5000' 4 JSPF 24 holesTop of Fill @5917' 4/9/01 4980'-4990' 4 JSPF 40 holes
4/9/01 4780'-4784' 4JSPF 16holes

PBTD @5937' 4/9/01 4768'-4777' 4 JSPF 36 holes
4/9/01 4760'-4764' 4 JSPF 16 holes

NINE MILE #16-7-9-16 11/9/04 4313'-4327' 2 JSPF 28 holes
SHOE @5955' 11/10/04 4260'-4275' 2 JSPF 30 holes660' FSL & 660' FEL

SESE Section 7-T9S-Rl6E TD @5967'

Duchesne Co, Utah

API #43-013-31804; Lease #UTU-74390

CB



Ashley Federal 1-13-9-15
Spud Date: 6/9/05 Initial Production: 17 BOPD, 7
Put on Production: 8/8/05 Injection Wellbore MCFD, l10 BWPD

GL: 6033' KB: 6045, Diagram

FRAC JOB

SURFACE CASING 8/1/05 5760'-5888' Frac CP5 and CP4 sands as follows:
CSG SIZE: 8 5/8" 70,609#'s of20/40sand in 559 bbis lightning
GRADE: J-55 17 frac fluid. Treated @avg press of2153,

w/avg rate of24.8 bpm. ISIP 2250 psi. Cale
WEIGHT: 24# flush: 5758 gal. Actual flush: 5565 gal.

LENGTH: 7 jts. (303.51')
Cement Top @230' 8/1/05 5576-5690' Frac CP3 and CP1 sands as follows:DEPTH LANDED: 315.36' KB - ¯

40,712#'s of20/40 sand in 388 bbis lightning
HOLE SIZE: 12 1/4" 17 frac fluid. Treated @avg press of 1695,
CEMENT DATA: 160 sks Class G Mix. Est 3 bbls cement to pit avg rate of24.7 bpm. ISSI 13004pg

1
Cale

8/1/05 5296'-5322' Frac LODC sands as follows:
60,602#'s of20/40 sand in 489 bbis

PRODUCTION CASING lightning 17 frac fluid. Treated @avg press
of 1802, w/avg rate of 24.7 bpm. ISIP 2000

CSG SIZE: 5 1/2" psi. Cale flush: 5294 gal. Actual flush: 5027
GRADE: J-55 gal.

WEIGHT: 15.5#

LENGTH: 143jts. (6057.57') 8/1/05 4927'-4933' Frac B1 sands as follows:

DEPTH LANDED: 6055.57' KB
20,h54 # s1 R2a0/40and n 28e3dbbisavg

press
HOLE SIZE: 7 7/8" of 1769, w/avg rate of25 bpm. ISIP 1890

psi. Calc flush: 4925 gal. Actual flush: 4675CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ mix. Packer @4149' gal.
CEMENT TOP AT: 230'

- EOT @4153' 8/1/05 4214'-4220' Frac GB6 sands as follows:
24,232#'s of20/40 sand in 269 bbls
lightning 17 frac fluid. Treated @avg press

.

TUBING of1626,w/avgrateof25bpm. ISIP1850
psi. Calc flush; 4212 gal. Actual flush: 4108

SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5# gal.

NO. OF JOINTS: 132 jts (4132.93') 4214'-4220'
6/6/06 Frac PB10 & PB11 sands as follows:

SEATING NIPPLE: 2 7/8" (1, 10') 19,190#'s of 20/40 sand in 207 bbis of
SN LANDED AT: 4144.93' KB 4406'-4413' Lightning 17 frac fluid. Perfs broke @
TOTAL STRING LENGTH: 4153.48' w/ 12' KB i 4466'4474, 8a0ve

rat
Treated4

b
ave pre6ssupreofs26

ISIP was 1625.

4927'-4933' 6/7/06 Well converted to an Injection well. (New
perfs.)

6/22/06 MIT completed and submitted.

5296'-5322'

5576'-5582'

5682'-5690'

5760'-5766'

5802'-5804' PERFORATION RECORD
5822'-5824'

7/20/05 5882'-5888' 6 JSPF 24 holes
7/20/05 5822'-5824' 4 JSPF 8 holes
7/20/05 5802'-5804' 4 JSPF 8 holes

5882'-5888' 7/20/05 5760'-5766' 4 JSPF 24 holes
8/01/05 5682'-5690' 4 JSPF 32 holes
8/01/05 5576'-5582' 4 JSPF 24 holes
8/01/05 5296'-5322' 4]SPF 104holes
8/01/05 4927'-4933' 4 JSPF 24 holes
8/01/05 4214'-4220' 4 JSPF 24 holes
6/06/06 4466'-4474' 4 JSPF 32 holes

NEWFIELD . PBTD @6012, 6/06/06 4406'-4413' 4 JSPF 28 holes

SHOE @6056'
Ashley Federal 1-13-9-15

865' FNL & 375' FEL
ye g sess,

NE/NE Section 13-T9S-R15E
Duchesne Co, Utah

CD 6/22/06API #43-013-32463; Lease

Ashley Federal 1-13-9-15
Spud Date: 6/9/05 Initial Production: 17 BOPD, 7
Put on Production: 8/8/05 Injection Wellbore MCFD, l10 BWPD

GL: 6033' KB: 6045, Diagram

FRAC JOB

SURFACE CASING 8/1/05 5760'-5888' Frac CP5 and CP4 sands as follows:
CSG SIZE: 8 5/8" 70,609#'s of20/40sand in 559 bbis lightning
GRADE: J-55 17 frac fluid. Treated @avg press of2153,

w/avg rate of24.8 bpm. ISIP 2250 psi. Cale
WEIGHT: 24# flush: 5758 gal. Actual flush: 5565 gal.

LENGTH: 7 jts. (303.51')
Cement Top @230' 8/1/05 5576-5690' Frac CP3 and CP1 sands as follows:DEPTH LANDED: 315.36' KB - ¯

40,712#'s of20/40 sand in 388 bbis lightning
HOLE SIZE: 12 1/4" 17 frac fluid. Treated @avg press of 1695,
CEMENT DATA: 160 sks Class G Mix. Est 3 bbls cement to pit avg rate of24.7 bpm. ISSI 13004pg

1
Cale

8/1/05 5296'-5322' Frac LODC sands as follows:
60,602#'s of20/40 sand in 489 bbis

PRODUCTION CASING lightning 17 frac fluid. Treated @avg press
of 1802, w/avg rate of 24.7 bpm. ISIP 2000

CSG SIZE: 5 1/2" psi. Cale flush: 5294 gal. Actual flush: 5027
GRADE: J-55 gal.

WEIGHT: 15.5#

LENGTH: 143jts. (6057.57') 8/1/05 4927'-4933' Frac B1 sands as follows:

DEPTH LANDED: 6055.57' KB
20,h54 # s1 R2a0/40and n 28e3dbbisavg

press
HOLE SIZE: 7 7/8" of 1769, w/avg rate of25 bpm. ISIP 1890

psi. Calc flush: 4925 gal. Actual flush: 4675CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ mix. Packer @4149' gal.
CEMENT TOP AT: 230'

- EOT @4153' 8/1/05 4214'-4220' Frac GB6 sands as follows:
24,232#'s of20/40 sand in 269 bbls
lightning 17 frac fluid. Treated @avg press

.

TUBING of1626,w/avgrateof25bpm. ISIP1850
psi. Calc flush; 4212 gal. Actual flush: 4108

SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5# gal.

NO. OF JOINTS: 132 jts (4132.93') 4214'-4220'
6/6/06 Frac PB10 & PB11 sands as follows:

SEATING NIPPLE: 2 7/8" (1, 10') 19,190#'s of 20/40 sand in 207 bbis of
SN LANDED AT: 4144.93' KB 4406'-4413' Lightning 17 frac fluid. Perfs broke @
TOTAL STRING LENGTH: 4153.48' w/ 12' KB i 4466'4474, 8a0ve

rat
Treated4

b
ave pre6ssupreofs26

ISIP was 1625.

4927'-4933' 6/7/06 Well converted to an Injection well. (New
perfs.)

6/22/06 MIT completed and submitted.

5296'-5322'

5576'-5582'

5682'-5690'

5760'-5766'

5802'-5804' PERFORATION RECORD
5822'-5824'

7/20/05 5882'-5888' 6 JSPF 24 holes
7/20/05 5822'-5824' 4 JSPF 8 holes
7/20/05 5802'-5804' 4 JSPF 8 holes

5882'-5888' 7/20/05 5760'-5766' 4 JSPF 24 holes
8/01/05 5682'-5690' 4 JSPF 32 holes
8/01/05 5576'-5582' 4 JSPF 24 holes
8/01/05 5296'-5322' 4]SPF 104holes
8/01/05 4927'-4933' 4 JSPF 24 holes
8/01/05 4214'-4220' 4 JSPF 24 holes
6/06/06 4466'-4474' 4 JSPF 32 holes

NEWFIELD . PBTD @6012, 6/06/06 4406'-4413' 4 JSPF 28 holes

SHOE @6056'
Ashley Federal 1-13-9-15

865' FNL & 375' FEL
ye g sess,

NE/NE Section 13-T9S-R15E
Duchesne Co, Utah

CD 6/22/06API #43-013-32463; Lease

Ashley Federal 1-13-9-15
Spud Date: 6/9/05 Initial Production: 17 BOPD, 7
Put on Production: 8/8/05 Injection Wellbore MCFD, l10 BWPD

GL: 6033' KB: 6045, Diagram

FRAC JOB

SURFACE CASING 8/1/05 5760'-5888' Frac CP5 and CP4 sands as follows:
CSG SIZE: 8 5/8" 70,609#'s of20/40sand in 559 bbis lightning
GRADE: J-55 17 frac fluid. Treated @avg press of2153,

w/avg rate of24.8 bpm. ISIP 2250 psi. Cale
WEIGHT: 24# flush: 5758 gal. Actual flush: 5565 gal.

LENGTH: 7 jts. (303.51')
Cement Top @230' 8/1/05 5576-5690' Frac CP3 and CP1 sands as follows:DEPTH LANDED: 315.36' KB - ¯

40,712#'s of20/40 sand in 388 bbis lightning
HOLE SIZE: 12 1/4" 17 frac fluid. Treated @avg press of 1695,
CEMENT DATA: 160 sks Class G Mix. Est 3 bbls cement to pit avg rate of24.7 bpm. ISSI 13004pg

1
Cale

8/1/05 5296'-5322' Frac LODC sands as follows:
60,602#'s of20/40 sand in 489 bbis

PRODUCTION CASING lightning 17 frac fluid. Treated @avg press
of 1802, w/avg rate of 24.7 bpm. ISIP 2000

CSG SIZE: 5 1/2" psi. Cale flush: 5294 gal. Actual flush: 5027
GRADE: J-55 gal.

WEIGHT: 15.5#

LENGTH: 143jts. (6057.57') 8/1/05 4927'-4933' Frac B1 sands as follows:

DEPTH LANDED: 6055.57' KB
20,h54 # s1 R2a0/40and n 28e3dbbisavg

press
HOLE SIZE: 7 7/8" of 1769, w/avg rate of25 bpm. ISIP 1890

psi. Calc flush: 4925 gal. Actual flush: 4675CEMENT DATA: 325 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ mix. Packer @4149' gal.
CEMENT TOP AT: 230'

- EOT @4153' 8/1/05 4214'-4220' Frac GB6 sands as follows:
24,232#'s of20/40 sand in 269 bbls
lightning 17 frac fluid. Treated @avg press

.

TUBING of1626,w/avgrateof25bpm. ISIP1850
psi. Calc flush; 4212 gal. Actual flush: 4108

SIZE/GRADE/WT.: 2 7/8" / J-55 / 6.5# gal.

NO. OF JOINTS: 132 jts (4132.93') 4214'-4220'
6/6/06 Frac PB10 & PB11 sands as follows:

SEATING NIPPLE: 2 7/8" (1, 10') 19,190#'s of 20/40 sand in 207 bbis of
SN LANDED AT: 4144.93' KB 4406'-4413' Lightning 17 frac fluid. Perfs broke @
TOTAL STRING LENGTH: 4153.48' w/ 12' KB i 4466'4474, 8a0ve

rat
Treated4

b
ave pre6ssupreofs26

ISIP was 1625.

4927'-4933' 6/7/06 Well converted to an Injection well. (New
perfs.)

6/22/06 MIT completed and submitted.

5296'-5322'

5576'-5582'

5682'-5690'

5760'-5766'

5802'-5804' PERFORATION RECORD
5822'-5824'

7/20/05 5882'-5888' 6 JSPF 24 holes
7/20/05 5822'-5824' 4 JSPF 8 holes
7/20/05 5802'-5804' 4 JSPF 8 holes

5882'-5888' 7/20/05 5760'-5766' 4 JSPF 24 holes
8/01/05 5682'-5690' 4 JSPF 32 holes
8/01/05 5576'-5582' 4 JSPF 24 holes
8/01/05 5296'-5322' 4]SPF 104holes
8/01/05 4927'-4933' 4 JSPF 24 holes
8/01/05 4214'-4220' 4 JSPF 24 holes
6/06/06 4466'-4474' 4 JSPF 32 holes

NEWFIELD . PBTD @6012, 6/06/06 4406'-4413' 4 JSPF 28 holes

SHOE @6056'
Ashley Federal 1-13-9-15

865' FNL & 375' FEL
ye g sess,

NE/NE Section 13-T9S-R15E
Duchesne Co, Utah

CD 6/22/06API #43-013-32463; Lease



West Point Federal 4A-18-9-16
Spud Date: 12-14-06

Initial Production: BOPD,Put on Production: 2-14-07 Wellbore Diagram MCFD, BWPD
GL: ' KB: '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

02-08-07 5793-5800' Frac CP4 sands as follows:
GRADE: J-55 20017#20/40 sand in 307 bols Lightning 17

frae fluid. Treated @avg press of2259 psiWEIGHT: 24# Cement top @150'
w/avg rate of23.7 BPM. ISIP 2240 psi. Calc

LENGTH: 7 jts (310.22') flush: 5791 gal. Actual flush: 5334 gal.
DEPTH LANDED: 322.07 KB 02-08-07 5621-5630' Frac CP1 sands as follows:

41051#20/40 sand in 403 bols Lightning 17HOLE SIZE:12-l/4"
frac fluid. Treated @avg press of 1939 psi

CEMENT DATA: 160 sxs Class "G" emt, est 7 bbis emt to surf w/avg rate of23.7 BPM. ISIP 2600 psi. Calc
flush: 5619 gal. Actual flush: 5124 gal.

- 02-08-07 5126-5134' Frac A 1 sands as follows:
40299#20/40 sand in 387 bb1sLightning 17
frac fluid. Treated @avg press of2104 psi
w/avg rate of24 BPM. ISIP 3240 psi. Cale
flush: 5124 gal. Actual flush: 4662 gal.PRODUCTION CASING

02-08-07 4758-4765' Frac D2 sands as follows:CSG SIZE: 5-1/2'
40453#20/40 sand in 380 bbis Lightning 17GRADE: J-55
frac fluid. Treated @avg press of 1065 w/

WEIGHT: 15.5# avg rate of24.3 BPM. ISIP 1944psi. Calc
flush: 4756 gal. Actual flush; 4284 gal.LENGTH: 141jts. (6024.60')

DEPTH LANDED: 6037.85' KB 02-08-07 4596461l' 37DS20
0

nad
in 3 bls Lightning 17HOLE SIZE: 7-7/8"

frac fluid. Treated @avg press of2000 w/
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of4143 BPM. InSIP22400Mps alc
CEMENT TOP AT: 150'

02-09-07 4230-4239' Frac GB6 sands as follows:
50386#20/40 sand in 416 bbis Lightning 17
frac fluid. Treated @avg press of 1773 w/TUBING avg rate of24.5 BPM. ISIP 2010 psi. Cale
flush: 4228 gal. Actual flush: 4158 gal.SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4230-4239'

NO. OF JOINTS: 182jts (5747.75') 08/28/07 Pump Change. Rod & Tubing detail updated.
4596-4611'TUBING ANCHOR: 5759.75' KB

NO. OF JOINTS: 1jts (31.60')

SEATING NIPPLE: 2-7/8" (1.10') 47584765'
SN LANDED AT: 5794.15' KB

NO. OF JOINTS: 2 jts (63.19') 5126-5134'

TOTAL STRING LENGTH: EOT @5858.89' KB

5621-5630'

X . X Anchor@5760 PERFORATION RECORDSUCKER RODS
SN 5794' i 5793-5800' 01-25-07 5793-5800' 4 JSPF 28 holes

POLISHED ROD: 1-1/2" x 22' SM 02-08-07 5621-5630' 4 JSPF 36 holes
02-08-07 5126-5134' 4]SPF 32holesSUCKER RODS: 2', 4', 6', 8' X¾" pony rods, 99- ¾" scrapered rods, 115-¾"

slick rods, 10-¾" scrapered rods, 6- I ½" weight bars. 02-08-07 4758-4765' 4 JSPF 28 holes
02-08-07 4596-4611' 4 JSPF 60 holesPUMP SIZE: 2-1/2" x 1-1/2" x 14'X12' RHAC w/SM plunger
02-08-07 4230-4239' 4 JSPF 36 holesSTROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @5859'
NEWFIELD

PBTD @5990'

- SHOE @6038'West point Federal 4A-18-9-16
TD@6000'714' FNL & 416' FWL

NW/NW Section 18-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33463; Lease # UTU-74390

TW

West Point Federal 4A-18-9-16
Spud Date: 12-14-06

Initial Production: BOPD,Put on Production: 2-14-07 Wellbore Diagram MCFD, BWPD
GL: ' KB: '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

02-08-07 5793-5800' Frac CP4 sands as follows:
GRADE: J-55 20017#20/40 sand in 307 bols Lightning 17

frae fluid. Treated @avg press of2259 psiWEIGHT: 24# Cement top @150'
w/avg rate of23.7 BPM. ISIP 2240 psi. Calc

LENGTH: 7 jts (310.22') flush: 5791 gal. Actual flush: 5334 gal.
DEPTH LANDED: 322.07 KB 02-08-07 5621-5630' Frac CP1 sands as follows:

41051#20/40 sand in 403 bols Lightning 17HOLE SIZE:12-l/4"
frac fluid. Treated @avg press of 1939 psi

CEMENT DATA: 160 sxs Class "G" emt, est 7 bbis emt to surf w/avg rate of23.7 BPM. ISIP 2600 psi. Calc
flush: 5619 gal. Actual flush: 5124 gal.

- 02-08-07 5126-5134' Frac A 1 sands as follows:
40299#20/40 sand in 387 bb1sLightning 17
frac fluid. Treated @avg press of2104 psi
w/avg rate of24 BPM. ISIP 3240 psi. Cale
flush: 5124 gal. Actual flush: 4662 gal.PRODUCTION CASING

02-08-07 4758-4765' Frac D2 sands as follows:CSG SIZE: 5-1/2'
40453#20/40 sand in 380 bbis Lightning 17GRADE: J-55
frac fluid. Treated @avg press of 1065 w/

WEIGHT: 15.5# avg rate of24.3 BPM. ISIP 1944psi. Calc
flush: 4756 gal. Actual flush; 4284 gal.LENGTH: 141jts. (6024.60')

DEPTH LANDED: 6037.85' KB 02-08-07 4596461l' 37DS20
0

nad
in 3 bls Lightning 17HOLE SIZE: 7-7/8"

frac fluid. Treated @avg press of2000 w/
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of4143 BPM. InSIP22400Mps alc
CEMENT TOP AT: 150'

02-09-07 4230-4239' Frac GB6 sands as follows:
50386#20/40 sand in 416 bbis Lightning 17
frac fluid. Treated @avg press of 1773 w/TUBING avg rate of24.5 BPM. ISIP 2010 psi. Cale
flush: 4228 gal. Actual flush: 4158 gal.SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4230-4239'

NO. OF JOINTS: 182jts (5747.75') 08/28/07 Pump Change. Rod & Tubing detail updated.
4596-4611'TUBING ANCHOR: 5759.75' KB

NO. OF JOINTS: 1jts (31.60')

SEATING NIPPLE: 2-7/8" (1.10') 47584765'
SN LANDED AT: 5794.15' KB

NO. OF JOINTS: 2 jts (63.19') 5126-5134'

TOTAL STRING LENGTH: EOT @5858.89' KB

5621-5630'

X . X Anchor@5760 PERFORATION RECORDSUCKER RODS
SN 5794' i 5793-5800' 01-25-07 5793-5800' 4 JSPF 28 holes

POLISHED ROD: 1-1/2" x 22' SM 02-08-07 5621-5630' 4 JSPF 36 holes
02-08-07 5126-5134' 4]SPF 32holesSUCKER RODS: 2', 4', 6', 8' X¾" pony rods, 99- ¾" scrapered rods, 115-¾"

slick rods, 10-¾" scrapered rods, 6- I ½" weight bars. 02-08-07 4758-4765' 4 JSPF 28 holes
02-08-07 4596-4611' 4 JSPF 60 holesPUMP SIZE: 2-1/2" x 1-1/2" x 14'X12' RHAC w/SM plunger
02-08-07 4230-4239' 4 JSPF 36 holesSTROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @5859'
NEWFIELD

PBTD @5990'

- SHOE @6038'West point Federal 4A-18-9-16
TD@6000'714' FNL & 416' FWL

NW/NW Section 18-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33463; Lease # UTU-74390

TW

West Point Federal 4A-18-9-16
Spud Date: 12-14-06

Initial Production: BOPD,Put on Production: 2-14-07 Wellbore Diagram MCFD, BWPD
GL: ' KB: '

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

02-08-07 5793-5800' Frac CP4 sands as follows:
GRADE: J-55 20017#20/40 sand in 307 bols Lightning 17

frae fluid. Treated @avg press of2259 psiWEIGHT: 24# Cement top @150'
w/avg rate of23.7 BPM. ISIP 2240 psi. Calc

LENGTH: 7 jts (310.22') flush: 5791 gal. Actual flush: 5334 gal.
DEPTH LANDED: 322.07 KB 02-08-07 5621-5630' Frac CP1 sands as follows:

41051#20/40 sand in 403 bols Lightning 17HOLE SIZE:12-l/4"
frac fluid. Treated @avg press of 1939 psi

CEMENT DATA: 160 sxs Class "G" emt, est 7 bbis emt to surf w/avg rate of23.7 BPM. ISIP 2600 psi. Calc
flush: 5619 gal. Actual flush: 5124 gal.

- 02-08-07 5126-5134' Frac A 1 sands as follows:
40299#20/40 sand in 387 bb1sLightning 17
frac fluid. Treated @avg press of2104 psi
w/avg rate of24 BPM. ISIP 3240 psi. Cale
flush: 5124 gal. Actual flush: 4662 gal.PRODUCTION CASING

02-08-07 4758-4765' Frac D2 sands as follows:CSG SIZE: 5-1/2'
40453#20/40 sand in 380 bbis Lightning 17GRADE: J-55
frac fluid. Treated @avg press of 1065 w/

WEIGHT: 15.5# avg rate of24.3 BPM. ISIP 1944psi. Calc
flush: 4756 gal. Actual flush; 4284 gal.LENGTH: 141jts. (6024.60')

DEPTH LANDED: 6037.85' KB 02-08-07 4596461l' 37DS20
0

nad
in 3 bls Lightning 17HOLE SIZE: 7-7/8"

frac fluid. Treated @avg press of2000 w/
CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. avg rate of4143 BPM. InSIP22400Mps alc
CEMENT TOP AT: 150'

02-09-07 4230-4239' Frac GB6 sands as follows:
50386#20/40 sand in 416 bbis Lightning 17
frac fluid. Treated @avg press of 1773 w/TUBING avg rate of24.5 BPM. ISIP 2010 psi. Cale
flush: 4228 gal. Actual flush: 4158 gal.SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 4230-4239'

NO. OF JOINTS: 182jts (5747.75') 08/28/07 Pump Change. Rod & Tubing detail updated.
4596-4611'TUBING ANCHOR: 5759.75' KB

NO. OF JOINTS: 1jts (31.60')

SEATING NIPPLE: 2-7/8" (1.10') 47584765'
SN LANDED AT: 5794.15' KB

NO. OF JOINTS: 2 jts (63.19') 5126-5134'

TOTAL STRING LENGTH: EOT @5858.89' KB

5621-5630'

X . X Anchor@5760 PERFORATION RECORDSUCKER RODS
SN 5794' i 5793-5800' 01-25-07 5793-5800' 4 JSPF 28 holes

POLISHED ROD: 1-1/2" x 22' SM 02-08-07 5621-5630' 4 JSPF 36 holes
02-08-07 5126-5134' 4]SPF 32holesSUCKER RODS: 2', 4', 6', 8' X¾" pony rods, 99- ¾" scrapered rods, 115-¾"

slick rods, 10-¾" scrapered rods, 6- I ½" weight bars. 02-08-07 4758-4765' 4 JSPF 28 holes
02-08-07 4596-4611' 4 JSPF 60 holesPUMP SIZE: 2-1/2" x 1-1/2" x 14'X12' RHAC w/SM plunger
02-08-07 4230-4239' 4 JSPF 36 holesSTROKE LENGTH: 86"

PUMP SPEED, SPM: 5 SPM

EOT @5859'
NEWFIELD

PBTD @5990'

- SHOE @6038'West point Federal 4A-18-9-16
TD@6000'714' FNL & 416' FWL

NW/NW Section 18-T9S-Rl6E

Duchesne Co, Utah

API # 43-013-33463; Lease # UTU-74390

TW



West Point 3-18-9-16
Spud Date: 12-15-06 Initial Production: BOPD,
Put on Production: 2/8/07 Injection Wellbore MCFD, BWPD
GL: 6054' KB: 6066' Diagrani

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 02-01-07 5745-5841' Frac CP4, & CP3 sands as follows:

GRADE: J-55 39231# 20/40 sand in 396 bbis Lightning 17
frac fluid. Treated @avg press of2354 psi

WEIGHT: 24# Cement top @110' ' w/avg rate of24.7 BPM. ISIP 1986 psi. Calc
LENGTH: 7 jts (310.06') flush: 5743 gal. Actual flush: 5250 gal.

DEPTH LANDED: 321.91' KB 02-01-07 5131-5146' Frac Al sands as follows:
87269#20/40 sand in 666 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2631 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf. wlavg rate of24.8 BPM. ISIP 2192 psi. Calc

flush: 5129 gal. Actual flush: 4662 gal.

- 02-01-07 4976-5015' Frac B1, & B2 sands as follows:
49371# 20/40 sand in 419 bb1sLightning 17
frac fluid. Treated @avg press of2122 psi
w/avg rate of24.7 BPM. ISIP 2068 psi. Calc
flush: 4974 gal. Actual flush: 4452 gal.

PRODUCTION CASING
02-01-07 4470-4503' Frac PB10, & PB11 sands as follows:CSG SIZE: 5-1/2"

79312#20/40 sand in 586 bb1sLightning 17
GRADE: J-55 frac fluid. Treated @avg press of2401 w/

avg rate of24.8 BPM. ISIP 2342 psi. CalcWEIGHT: 15.5#
flush: 4468 gal. Actual flush: 3948 gal.

LENGTH: 137jts. (6053.99')

DEPTH LANDED: 6067.24' KB
02-01-07 4220-4230'

0 6
240/S4a0nda

in 18b Is Lightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 1930 w/

CEMENT DATA: 300 sxs Prem. Lite ll mixed & 450 sxs 50/50 POZ. avg rate of24.7 BPM. ISIP 2342 psi. Calc

CEMENT TOP AT: 110'
flush: 4218 gal. Actual flush: 4116 gal.

8/8/07 Parted rods. Updated rod & tubing details.

TUBING 2/29/08 Tubing Leak. Updated rod & tubing details.

SIZE/GRADE/WT.: 2-7/8" / J-55 Packer @415T 2/2/09 Well converted to an Injection WelL

NO. OF JOINTS: 131 jts (4140.45')
¯ EOT @4161 2/9/09 MIT completed and submitted.

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4152.45'

TOTAL STRING LENGTH: EOT @4160.82, 4220-4230'

4470-4474'

4492-4503'

4976-4984'

PERFORATION RECORD5010-5015'
01-19-07 5832-5841' 4 JSPF 36 holes

5131-5146' 01-19-07 5812-5820' 4 JSPF 32 holes
01-19-07 5745-5752' 4 JSPF 28 holes
02-01-07 5131-5146' 4 JSPF 60 holes

5745-5752' 02-01-07 5010-5015' 4 JSPF 20 holes
02-01-07 4976-4984' 4 JSPF 32 holes
02-01-07 4492-4503' 4 JSPF 44 holes
02-01-07 4470-4474' 4 JSPF 16 holes

5812-5820' 02-01-07 4220-4230' 4 JSPF 40 holes

5832-5841'

NEWFIELD
POTD @601T

SHOE @6067'
West Point 3-18-9-16

TD @6070'
888' FNL & 1562' FWL

NE/NW Section 18-T9S-R16E

Duchesne Co, Utah

API # 43-013-32794; Lease #UTU-74390

CR

West Point 3-18-9-16
Spud Date: 12-15-06 Initial Production: BOPD,
Put on Production: 2/8/07 Injection Wellbore MCFD, BWPD
GL: 6054' KB: 6066' Diagrani

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 02-01-07 5745-5841' Frac CP4, & CP3 sands as follows:

GRADE: J-55 39231# 20/40 sand in 396 bbis Lightning 17
frac fluid. Treated @avg press of2354 psi

WEIGHT: 24# Cement top @110' ' w/avg rate of24.7 BPM. ISIP 1986 psi. Calc
LENGTH: 7 jts (310.06') flush: 5743 gal. Actual flush: 5250 gal.

DEPTH LANDED: 321.91' KB 02-01-07 5131-5146' Frac Al sands as follows:
87269#20/40 sand in 666 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2631 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf. wlavg rate of24.8 BPM. ISIP 2192 psi. Calc

flush: 5129 gal. Actual flush: 4662 gal.

- 02-01-07 4976-5015' Frac B1, & B2 sands as follows:
49371# 20/40 sand in 419 bb1sLightning 17
frac fluid. Treated @avg press of2122 psi
w/avg rate of24.7 BPM. ISIP 2068 psi. Calc
flush: 4974 gal. Actual flush: 4452 gal.

PRODUCTION CASING
02-01-07 4470-4503' Frac PB10, & PB11 sands as follows:CSG SIZE: 5-1/2"

79312#20/40 sand in 586 bb1sLightning 17
GRADE: J-55 frac fluid. Treated @avg press of2401 w/

avg rate of24.8 BPM. ISIP 2342 psi. CalcWEIGHT: 15.5#
flush: 4468 gal. Actual flush: 3948 gal.

LENGTH: 137jts. (6053.99')

DEPTH LANDED: 6067.24' KB
02-01-07 4220-4230'

0 6
240/S4a0nda

in 18b Is Lightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 1930 w/

CEMENT DATA: 300 sxs Prem. Lite ll mixed & 450 sxs 50/50 POZ. avg rate of24.7 BPM. ISIP 2342 psi. Calc

CEMENT TOP AT: 110'
flush: 4218 gal. Actual flush: 4116 gal.

8/8/07 Parted rods. Updated rod & tubing details.

TUBING 2/29/08 Tubing Leak. Updated rod & tubing details.

SIZE/GRADE/WT.: 2-7/8" / J-55 Packer @415T 2/2/09 Well converted to an Injection WelL

NO. OF JOINTS: 131 jts (4140.45')
¯ EOT @4161 2/9/09 MIT completed and submitted.

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4152.45'

TOTAL STRING LENGTH: EOT @4160.82, 4220-4230'

4470-4474'

4492-4503'

4976-4984'

PERFORATION RECORD5010-5015'
01-19-07 5832-5841' 4 JSPF 36 holes

5131-5146' 01-19-07 5812-5820' 4 JSPF 32 holes
01-19-07 5745-5752' 4 JSPF 28 holes
02-01-07 5131-5146' 4 JSPF 60 holes

5745-5752' 02-01-07 5010-5015' 4 JSPF 20 holes
02-01-07 4976-4984' 4 JSPF 32 holes
02-01-07 4492-4503' 4 JSPF 44 holes
02-01-07 4470-4474' 4 JSPF 16 holes

5812-5820' 02-01-07 4220-4230' 4 JSPF 40 holes

5832-5841'

NEWFIELD
POTD @601T

SHOE @6067'
West Point 3-18-9-16

TD @6070'
888' FNL & 1562' FWL

NE/NW Section 18-T9S-R16E

Duchesne Co, Utah

API # 43-013-32794; Lease #UTU-74390

CR

West Point 3-18-9-16
Spud Date: 12-15-06 Initial Production: BOPD,
Put on Production: 2/8/07 Injection Wellbore MCFD, BWPD
GL: 6054' KB: 6066' Diagrani

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 02-01-07 5745-5841' Frac CP4, & CP3 sands as follows:

GRADE: J-55 39231# 20/40 sand in 396 bbis Lightning 17
frac fluid. Treated @avg press of2354 psi

WEIGHT: 24# Cement top @110' ' w/avg rate of24.7 BPM. ISIP 1986 psi. Calc
LENGTH: 7 jts (310.06') flush: 5743 gal. Actual flush: 5250 gal.

DEPTH LANDED: 321.91' KB 02-01-07 5131-5146' Frac Al sands as follows:
87269#20/40 sand in 666 bbls Lightning 17

HOLE SIZE:12-1/4" frac fluid. Treated @avg press of2631 psi
CEMENT DATA: 160 sxs Class "G" cmt, est 6 bbls cmt to surf. wlavg rate of24.8 BPM. ISIP 2192 psi. Calc

flush: 5129 gal. Actual flush: 4662 gal.

- 02-01-07 4976-5015' Frac B1, & B2 sands as follows:
49371# 20/40 sand in 419 bb1sLightning 17
frac fluid. Treated @avg press of2122 psi
w/avg rate of24.7 BPM. ISIP 2068 psi. Calc
flush: 4974 gal. Actual flush: 4452 gal.

PRODUCTION CASING
02-01-07 4470-4503' Frac PB10, & PB11 sands as follows:CSG SIZE: 5-1/2"

79312#20/40 sand in 586 bb1sLightning 17
GRADE: J-55 frac fluid. Treated @avg press of2401 w/

avg rate of24.8 BPM. ISIP 2342 psi. CalcWEIGHT: 15.5#
flush: 4468 gal. Actual flush: 3948 gal.

LENGTH: 137jts. (6053.99')

DEPTH LANDED: 6067.24' KB
02-01-07 4220-4230'

0 6
240/S4a0nda

in 18b Is Lightning 17
HOLE SIZE: 7-7/8" frac fluid. Treated @avg press of 1930 w/

CEMENT DATA: 300 sxs Prem. Lite ll mixed & 450 sxs 50/50 POZ. avg rate of24.7 BPM. ISIP 2342 psi. Calc

CEMENT TOP AT: 110'
flush: 4218 gal. Actual flush: 4116 gal.

8/8/07 Parted rods. Updated rod & tubing details.

TUBING 2/29/08 Tubing Leak. Updated rod & tubing details.

SIZE/GRADE/WT.: 2-7/8" / J-55 Packer @415T 2/2/09 Well converted to an Injection WelL

NO. OF JOINTS: 131 jts (4140.45')
¯ EOT @4161 2/9/09 MIT completed and submitted.

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 4152.45'

TOTAL STRING LENGTH: EOT @4160.82, 4220-4230'

4470-4474'

4492-4503'

4976-4984'

PERFORATION RECORD5010-5015'
01-19-07 5832-5841' 4 JSPF 36 holes

5131-5146' 01-19-07 5812-5820' 4 JSPF 32 holes
01-19-07 5745-5752' 4 JSPF 28 holes
02-01-07 5131-5146' 4 JSPF 60 holes

5745-5752' 02-01-07 5010-5015' 4 JSPF 20 holes
02-01-07 4976-4984' 4 JSPF 32 holes
02-01-07 4492-4503' 4 JSPF 44 holes
02-01-07 4470-4474' 4 JSPF 16 holes

5812-5820' 02-01-07 4220-4230' 4 JSPF 40 holes

5832-5841'

NEWFIELD
POTD @601T

SHOE @6067'
West Point 3-18-9-16

TD @6070'
888' FNL & 1562' FWL

NE/NW Section 18-T9S-R16E

Duchesne Co, Utah

API # 43-013-32794; Lease #UTU-74390

CR



SpudDate:02/13/97 ÌVlonument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagrani 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:

GRADE: J-55 116,740# 16/30 sand in 839 bbl 2% KCL frac
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB 110,110# 16/30 sand in 730 bbi 2% KCI frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE: 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G", Circulate 4 bbis, cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.
- 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING
SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1 jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17'
4056'-4064'

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

POLISHED ROD: 1-1/2" x 22' Polished Rod
3/01/96 4824'-4833' 2 JSPF 18 holes

SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain 4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾"
guided pony rods 3/01/96 4757'-4759' 2 JSPF 06 holes

4761'-4767' 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'xl5' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @495T

SN @
4960.2T

I
EOT @ 4991'

PBTD 5627'

NEWFIELD To 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF

SpudDate:02/13/97 ÌVlonument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagrani 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:

GRADE: J-55 116,740# 16/30 sand in 839 bbl 2% KCL frac
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB 110,110# 16/30 sand in 730 bbi 2% KCI frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE: 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G", Circulate 4 bbis, cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.
- 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1 jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17'
4056'-4064'

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

POLISHED ROD: 1-1/2" x 22' Polished Rod
3/01/96 4824'-4833' 2 JSPF 18 holes

SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain 4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾"
guided pony rods 3/01/96 4757'-4759' 2 JSPF 06 holes

4761'-4767' 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'xl5' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @495T

SN @
4960.2T

I
EOT @ 4991'

PBTD 5627'

NEWFIELD To 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF

SpudDate:02/13/97 ÌVlonument Federal 31-18-9-16
Put on Production: 3/17/97 Initial Production: 50 BOPD,
GL: 5884' KB: 5895' Wellbore Diagrani 58 MCFPD, 0 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 3/03/97 4757-4894" Frac as follows:

GRADE: J-55 116,740# 16/30 sand in 839 bbl 2% KCL frac
fluid. Average treating press. 2300 psi @41

WEIGHT:24# bpm. ISIP 2250 psi.

LENGTH: 6 jts. (249.75') 3/06/97 4056'-4108' Frac as follows:

DEPTH LANDED: 260' KB 110,110# 16/30 sand in 730 bbi 2% KCI frac
fluid. Average treating press. 1950 psi @26.7

HOLE SIZE: 12-1/4" bpm. ISIP 2100 psi.

CEMENT DATA: 185 sxs Class "G", Circulate 4 bbis, cement to surface. 8/28/00 Pump change. Update rod and tubing details.

11/9/05 Pump change. Update rod and tubing details.
- 8/17/07 Pump change. Update rod & tubing detail.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 133 jts. (5664.68')

DEPTH LANDED: 5675' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 250 sxs Prem Lite Plus. Tail w/ 570 sxs 50/50 poz.
Circulate 15 bbls. cement to surface.

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50

NO. OF JOINTS: 159 jts (4947.47')

TUBING ANCHOR: 4957.47'

SN LANDED AT: 4960.27'

NO. OF JOINTS: 1 jt (29.35')

TOTAL STRING LENGTH: EOT @4991.17'
4056'-4064'

4080'-4086'

4088'-4096'

SUCKER RODS PERFORATION RECORD
4098'-4108' 3/01/96 4873'-4894' 2 JSPF 22 holes

POLISHED ROD: 1-1/2" x 22' Polished Rod
3/01/96 4824'-4833' 2 JSPF 18 holes

SUCKER RODS: 4', 6', 6' x ¾" pony rod, 90- ¾" guided rods, 83-3/4" plain 4757'-4759' 3/01/96 4761'-4767' 2 JSPF 12 holes
rods, 18- ¾" guided rods, 2' x ¾" guided pony rod, 6-1 ½" weight bars, 2' x ¾"
guided pony rods 3/01/96 4757'-4759' 2 JSPF 06 holes

4761'-4767' 3/05/96 4098'-4108' 4 JSPF 40 holes
PUMP SIZE: 2-1/2" x 1-1/2" x 12'xl5' RHAC

3/05/96 4088'-4096' 4 JSPF 32 holes
STROKE LENGTH: 54" 4824'-4833' 3/05/96 4080'-4086' 4 JSPF 24 holes
STROKES/MINUTE: 4 SPM 3/05/96 4056'-4064' 4 JSPF 32 holes

4873'-4894'

Anchor @495T

SN @
4960.2T

I
EOT @ 4991'

PBTD 5627'

NEWFIELD To 5675'

Monument Federal 31-18-9-16

648' FNL & 1992' FEL

NWNE Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-31725; Lease #U-74390

DF



SpudDate:10/11/2007 WEST POINT FED. 6-18-9-16
Put on Production: 11/21/2007 Initial Production:BOPD,
GL: 6084' KB: 6096' Wellbore Diagram MCFD, BWPD

SURFACE CASING . FRAC JOB
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24#
Cement Top @85'

_

11/13/07 5663-5692' Frac CP1 sds w/ 130,809#'s of20/40 sand in
968 bbis ofLightning 17 fluid. Broke @1459 psi.

LENGTH: 7 jts (307.26') Pumped 780 gals of fresh wtr mixed with 30 gals

DEPTH LANDED: 319, of Techni-Hib 767W. Treated w/ ave pressure of
1872 psi @ave rate of24.8 BPM. Pumped 504

HOLE SIZE:12 ¼' gals of15% HCL in flush for Stage #2. ISIP 2168 psi

CEMENT DATA: To Surface w/160 sx class 'G' cement
Cale Flush:? Actual Flush: 5153 gals.

11/14/07 5272-5282' Frac A3 sds w/ 34,743#'s of20/40 sand in 417 bbls
of Lightning 17 fluid. Broke @3550 psi.
Pumped 780 gals of fresh wtr mixed with 30 gals
of Techni-Hib 767W. Treated w/ ave pressure of
1937 psi @ave rate of24.8 BPM. Pumped 504
gals of 15% HCL in flush for Stage #3. ISIP 2347 psi
Calc Flush:? Actual Flush: 4767 gals.

PRODUCTION CASING
11/14/07 4974-4986' Frac B.5 sds w/ 80,129#'s of20/40 sand in

CSG SIZE: 5-1/2" 625 bbIs of Lightning 17 fluid. Broke @3658 psi.
GRADE: 1-55 Pumped 780 gals of fresh wtr mixed with 30 gals

of Techni-Hib 767W. Treated w/ ave pressure of
WEIGHT: 15.5# 1721 psi @ave rate of24.8 BPM. Pumped 504
LENGTH: gals of l5% HCL in flush for Stage #4. ISIP 1899 psi

Calc Flush:? Actual Flush: 4553 gals.
DEPTH LANDED: 6007'

4226-4250'
HOLE SIZE: 7 7/8, 11/14/07 4913-4924' Frac C sds w/ 40,150#'s of20/40 sand in 408 bb1s

of Lightning 17 fluid. Broke @1850 psi. Pumped
CEMENT DATA: 300 sx primlite II and 400 sx 50/50 poz 780 gals of fresh wtr mixed with 30 gals of
CEMENT TOP: 85, Techni-Hib 767W. Treated w/ ave pressure of

4913-4924' 2084 psi @ave rate of24.7 BPM. Pumped 504
gals of 15% HCL in flush for Stage #5. ISIP 2483 psi
Calc Flush:? Actual Flush: 4368 gals.

TUBING

SIZE/GRADE/WT.: 2-7/8" /1-55
- : 4974-4986'

l1/14/07 4226-4250' Frac GB4 sds w/ 124,267#'s of20/40 sand in
914 bbis of Lightning 17 fluid. Broke @1250 psi.

NO. OF JOINTS: 179jts (5633.16') Pumped 780 gals of fresh wtr mixed with 30 gals of

TUBING ANCHOR: 5645.16' KB : 5272-5282' Techni-Hib 767W. Treated w/ ave pressure of
1676 psi @ave rate of24.8 BPM. ISIP 1895 psi.

NO. OF JOINTS: 2 jts (63.02') Cale Flush: ? Actual Flush: 4158 gals.

SEATING NIPPLE: 2-7/8" (1.10') 5663-5692'
SN LANDED AT: 5710.98' KB

NO. OF JOINTS: 2 jts (62.98')

TOTAL STRING LENGTH: EOT @5775.51' KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 100-3/4" scrapered rods, 102-3/4" plain rods, 20-3/4"
scrapered rods, 6-1 ½" weight rods

PUMP SIZE: 2-1/2" x 1-1/2" x 16'X 20' RHAC pump w/SM plunger PERFORATION RECORD
STROKE LENGTH: 123" 11/08/07 5663-5692' 4 JSPF 116 holes

PUMP SPEED, SPM: 5 11/13/07 5272-5282' 4 JSPF 40 holes
11/14/07 4974-4986' 4 JSPF 48 holes

Anchor @ 11/14/07 4913-4924' 4 ]SPF 44 holes
11/14/07 4226-4250' 4 JSPF 96 holes

|
EOT @5775'

PBTD @5967'

NEWFIELD

WEST POINT FED. 6-18-9-16
1962'FNL & 1941' FEL

SE/NW Section 18-T9S-R16E

Duchesne Co, Utah

API #43-013-32997; Lease #

SpudDate:10/11/2007 WEST POINT FED. 6-18-9-16
Put on Production: 11/21/2007 Initial Production:BOPD,
GL: 6084' KB: 6096' Wellbore Diagram MCFD, BWPD

SURFACE CASING . FRAC JOB

CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24#
Cement Top @85'

_

11/13/07 5663-5692' Frac CP1 sds w/ 130,809#'s of20/40 sand in
968 bbis ofLightning 17 fluid. Broke @1459 psi.

LENGTH: 7 jts (307.26') Pumped 780 gals of fresh wtr mixed with 30 gals

DEPTH LANDED: 319, of Techni-Hib 767W. Treated w/ ave pressure of
1872 psi @ave rate of24.8 BPM. Pumped 504

HOLE SIZE:12 ¼' gals of15% HCL in flush for Stage #2. ISIP 2168 psi

CEMENT DATA: To Surface w/160 sx class 'G' cement
Cale Flush:? Actual Flush: 5153 gals.

11/14/07 5272-5282' Frac A3 sds w/ 34,743#'s of20/40 sand in 417 bbls
of Lightning 17 fluid. Broke @3550 psi.
Pumped 780 gals of fresh wtr mixed with 30 gals
of Techni-Hib 767W. Treated w/ ave pressure of
1937 psi @ave rate of24.8 BPM. Pumped 504
gals of 15% HCL in flush for Stage #3. ISIP 2347 psi
Calc Flush:? Actual Flush: 4767 gals.

PRODUCTION CASING
11/14/07 4974-4986' Frac B.5 sds w/ 80,129#'s of20/40 sand in

CSG SIZE: 5-1/2" 625 bbIs of Lightning 17 fluid. Broke @3658 psi.
GRADE: 1-55 Pumped 780 gals of fresh wtr mixed with 30 gals

of Techni-Hib 767W. Treated w/ ave pressure of
WEIGHT: 15.5# 1721 psi @ave rate of24.8 BPM. Pumped 504
LENGTH: gals of l5% HCL in flush for Stage #4. ISIP 1899 psi

Calc Flush:? Actual Flush: 4553 gals.
DEPTH LANDED: 6007'

4226-4250'
HOLE SIZE: 7 7/8, 11/14/07 4913-4924' Frac C sds w/ 40,150#'s of20/40 sand in 408 bb1s

of Lightning 17 fluid. Broke @1850 psi. Pumped
CEMENT DATA: 300 sx primlite II and 400 sx 50/50 poz 780 gals of fresh wtr mixed with 30 gals of
CEMENT TOP: 85, Techni-Hib 767W. Treated w/ ave pressure of

4913-4924' 2084 psi @ave rate of24.7 BPM. Pumped 504
gals of 15% HCL in flush for Stage #5. ISIP 2483 psi
Calc Flush:? Actual Flush: 4368 gals.

TUBING

SIZE/GRADE/WT.: 2-7/8" /1-55
- : 4974-4986'

l1/14/07 4226-4250' Frac GB4 sds w/ 124,267#'s of20/40 sand in
914 bbis of Lightning 17 fluid. Broke @1250 psi.

NO. OF JOINTS: 179jts (5633.16') Pumped 780 gals of fresh wtr mixed with 30 gals of

TUBING ANCHOR: 5645.16' KB : 5272-5282' Techni-Hib 767W. Treated w/ ave pressure of
1676 psi @ave rate of24.8 BPM. ISIP 1895 psi.

NO. OF JOINTS: 2 jts (63.02') Cale Flush: ? Actual Flush: 4158 gals.

SEATING NIPPLE: 2-7/8" (1.10') 5663-5692'
SN LANDED AT: 5710.98' KB

NO. OF JOINTS: 2 jts (62.98')

TOTAL STRING LENGTH: EOT @5775.51' KB

SUCKER RODS

POLISHED ROD: 1-1/2" x 26'

SUCKER RODS: 100-3/4" scrapered rods, 102-3/4" plain rods, 20-3/4"
scrapered rods, 6-1 ½" weight rods

PUMP SIZE: 2-1/2" x 1-1/2" x 16'X 20' RHAC pump w/SM plunger PERFORATION RECORD
STROKE LENGTH: 123" 11/08/07 5663-5692' 4 JSPF 116 holes

PUMP SPEED, SPM: 5 11/13/07 5272-5282' 4 JSPF 40 holes
11/14/07 4974-4986' 4 JSPF 48 holes

Anchor @ 11/14/07 4913-4924' 4 ]SPF 44 holes
11/14/07 4226-4250' 4 JSPF 96 holes
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory o ,_ _ k
1553 East Highway 40 mult i-chert
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION(158) Sample ID: WA-23535
Well Name: West point Federal 14-7-9-16-CTB

Sample Point: treater
Sampie Date: 3 /30/2009

Sales Rep: Randy Huber
Lab Tech: Peter Poulsen

Test Date: 3/30/2009 Ûations Ing/I.. Anions rng/L
Calcium (Ca): 180.00

,
Chloride (CI): 15000.00

Temperature (°F): 150 Magnesium (Mg): 12.20 Sulfate (SO4): 3454.00
Sample Pressure (psig): O Barium (Ba): 1.00 , Dissolved CO2: -

Specific Gravity (g/cm3): 1.0129 Strontium (Sr): - Bicarbonate (HCOy): 1952.00
pH: 8 Sodium (Na): 11734.00 I Carbonate (COs): -

Turbidity (NTU): - Potassium (K): -
I H2S: -

Iron (Fe): 1.51 i Phosphate (PO4 y -

Manganese (Mn): 0.40 Silica (SiO2 y -

Calculated T.D.S. (mg/L) 32335 Lithium (Li): - Fluoride (F): -

Molar Conductivity (µS/cm): 48993 Aluminum (AI): - Nitrate (NO3

Resitivity (Mohm): 0.2041 Ammonia NHa : - Lead (Pb) -

Zinc (Zn): -

¯
Bromine (Br): -

Boron (B)

Test Conditions
Temp Gauge Press.

F psi Sat index Scale Sat index Scale Sat index Scale Sat index Scale Sat Index Scale psi
150 | 0 30.74 52.05 0.20 -1206.20 0.18 -1192.70 - - 12.14 1.56 0.42
80 0 16.10 34.64 0.17 -0.43 0.11 -2078.60 - - 50.98 1.67 0.22
100 0 20.99 41.66 0.16 5.20 0.12 -1920.70 - - 32 97 1.65 0.27
120 0 25.41 47.04 0.17 8.51 0.13 -1664.60 - - 21.80 1.62 0.30
140 0 29.22 50.91 0.19 10.10 0.16 -1355.10 - - 14.69 1.58 0.33
160 0 31.92 52.56 0.21 10.44 0.20 -1030 0 - - 10.07 1.53 0.37
180 0 33.17 51.57 0.22 10.08 0.27 -721.51 - - 7.01 1.46 0.40
200 0 32.92 48.20 0.24 9.40 0.39 -44 6.48 - - 4.94 1.35 0.41
220 2.51 31.14 43.68 0.26 8.67 0.58 -225.5-1 - - 3.43 1.20 0.41
240 10.3 28.67 37.93 0.28 7.81 0.90 -38.35 - - 2.46 1.01 0.41
260 20.76 25.71 32.23 0.30 6.90 1.43 105.84 - - 1.78 0.74 0.41
280 34.54 22.58 27.04 0.32 5.94 2.34 213.29 - - 1.29 0.38 0.42
300 52.34 19.53 22.58 0.34 4.92 3.88 291.60 - - 0.94 -0.10 0.42

Conclusions: Notes:
CalcîumCarbonate scale is indicated at all temperatures from 80 F to 300°F

Gypsum Scaling index is negative from 80 Fto 300°F

Calcium Sulfate scale is indicated. See graph for appropriate temperature ranges.
Strontium Sulfate scaling was not evaluated
Barium Sulfate NOCONCLUSION

Multi-Chem Production Chemicals Tuesday, March 31, 2009
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Multi-Chem Group, LLC i 4
Multi-Chem Analytical Laboratory
1553 East Highway 40 mult i-cheni
Vernal, UT 84078

Scale Prediction Graphs
Well Name: West point Federal 14-7-9-16-CTB Sample ID: WA-23535
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Scale Prediction Graphs
Well Name: West point Federal 14-7-9-16-CTB Sample ID: WA-23535

Calcium Carbonate CaCO2 Gypsum CaSO4 2H2O
35 - - 60 0 0.4 20

30
- - 50 0 0 35 -

25 0.3 -

-400 co o 80 Co

20
c 025 - og
c Er

.9

- - 30 0 9 0.2 - 6 0 < 1

- - 20 0
0.15 -

40
o o to 0.1 . e o
(L CO 0.. (O

--O 205 005-

0 lii.iisili, 0.0 0.,,,, ,, 00

Terrperature in degrees fahrenheit Terrperature in degrees fahrenheit

Barium Sulfate BaSO4 Calcium Sulfate CaSO4
60 - 18 45 - - 3500

50 -

16 4 ~

- 300 0

o 25 m , 250 0 - Ë
40 - 12 2 3 - o

10 E = 25. --2000 ES

02
-- 500

0.!!.,•¾: 0.0
0 9 i , I i i , , , 00

Tenperature in degrees fahrenheit Temperature in degrees fahrenheit

Multi-Chem Production Chemicals Tuesday, March 31, 2009

Ethics Conin itanni Page 2 of 2 E cellence



Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 mult i-che '
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19225
Well Name: SANWASH INJECTIOH

Sample Point: Triplex Suction
Sample Date: 1 I6 I2009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

i
Test Date: 117/2009 Cations mg/L

,
An¡ons mg/L

Calcium (Ca): 160.00 Chloride (CI): 500.00
Temperature ( F): 50 Magnesium (Mg): 24.40 Sulfate (SOA): 1212.00
Sample Pressure (psig): 0 Barium (Ba): 4.00 , Dissolved CO2: -

Specific Gravity (g/cm3): 1.0000 Strontium (Sr): - Bicarbonate (HCOa): 366.00
pH: 6.8 Sodium (Na): 808.89 i Carbonate (COs)
Turbidity (NTU): - Potassium (K): - H2S:

Iron (Fe): 3.00 Phosphate (PO4)
Manganese (Mn): 0.10 Silica (SiOg ): -

Calculated T.D.S. (mg/L) 3078 Lithium (Li): - Fluoride (F): -

Molar Conductivity (pSicm): 4664 Aluminum (A1): - Nitrag (NOy):

Resitivity (Mohm): 2.1441 Ammonia NH : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br):

Boron (B): -

Test Conditions

Temp Gauge Press.
F psi Sat index Scale Sat index Scale Sat Index Scale Sat Index Scale

. Sat Index Scale psi
50 0 0 17 -0.78 0.26 -743 56 0.14 -1141.10 - - 687 08 6.79 1.51
80 0 0.33 -0.19 0.23 -4.37 0.14 -1121.10 - - 356.16 6.78 0.63
100 0 0.47 -0.34 0.22 -3 3-4 0.15 -1009.10 - - 237.73 6.77 0.80
120 0 0.61 -0.22 0.25 -2.62 0.18 -847.67 - - 162.60 6.76 0.90
140 0 0.79 -0..1 0.28 -2.11 0.23 -662.00 - - 113.63 6.74 1.02
160 0 0.98 -0 01 0.32 -1.7a 0.30 -473.35 - - 80.95 6.71 1.17
180 0 1.19 0.08 0.35 -1.-16 0.42 -298.95 - - 58.66 6.68 1.29
200 0 1.41 0.17 0.39 -1.24 0.60 -1d7.76 - - 43.17 6.64 1.32
220 2.51 1.63 0.25 0.42 -1.09 0.89 -27.90 - - 31.74 6.58 1.35
240 10.3 1.85 0.32 0.45 -0.96 1.37 65.43 - - 23.92 6.51 1.39
260 20.76 2.06 0.39 0.47 -0.86 2.17 131.27 - 18.22 6.42 1.42
280 34.54 2.26 0.46 0.50 -0.79 3.49 174.27 - - 14.00 6.31 1.46
300 52.34 2.45 0.52 0.52 -0.73 5.73 200.13 - - 10.85 6.17 1.51

Conclusions: Notes:
Calcium Carbonate scale is indicated. See graph for appropriate temperature ranges.

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate scale is indîcated. See graph for appropriate ternperature ranges.
Strontium Sulfate scaling was not evaluated
Barium Sulfate scale is indîcated at alltemperatures from 80°F to 300°F
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 mult i-che '
Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION Sample ID: WA-19225
Well Name: SANWASH INJECTIOH

Sample Point: Triplex Suction
Sample Date: 1 I6 I2009

Sales Rep: Randy Huber
Lab Tech: Mike Chapman

i
Test Date: 117/2009 Cations mg/L

,
An¡ons mg/L
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Sample Pressure (psig): 0 Barium (Ba): 4.00 , Dissolved CO2: -

Specific Gravity (g/cm3): 1.0000 Strontium (Sr): - Bicarbonate (HCOa): 366.00
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Calculated T.D.S. (mg/L) 3078 Lithium (Li): - Fluoride (F): -

Molar Conductivity (pSicm): 4664 Aluminum (A1): - Nitrag (NOy):

Resitivity (Mohm): 2.1441 Ammonia NH : - Lead (Pb): -

Zinc (Zn): -

Bromine (Br):

Boron (B): -

Test Conditions

Temp Gauge Press.
F psi Sat index Scale Sat index Scale Sat Index Scale Sat Index Scale

. Sat Index Scale psi
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100 0 0.47 -0.34 0.22 -3 3-4 0.15 -1009.10 - - 237.73 6.77 0.80
120 0 0.61 -0.22 0.25 -2.62 0.18 -847.67 - - 162.60 6.76 0.90
140 0 0.79 -0..1 0.28 -2.11 0.23 -662.00 - - 113.63 6.74 1.02
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Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553EastHighway4o multi-cher#
Vernal, UT 84078

Scale Prediction Graphs

Well Name: SANWASH INJECTIOH Sample ID: WA-19225
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Attachment "G"

West Point 14-7-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5641 5654 5648 1970 0.78 1933
5422 5442 5432 2290 0.86 2255
5126 5144 5135 2200 0.86 2167
5004 5022 5013 1900 0.81 1867
4621 4724 4673 2300 0.93 2270
4228 4288 4258 2180 0.95 2153

Minimum 1867

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion

Attachment "G"

West Point 14-7-9-16
Proposed Maximum Injection Pressure
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where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion
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Please note: These are existing perforations; additional perforations may be added during the actual
conversion



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 11-Mar-06 Day: 01

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6047'
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 6013' WL

PERFORATION RECORD
Zone Perfs SPFI#shots ZODR Perfs SPFl#shots

CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 10-Mar-06 SITP: SICP: 0

Install 5M frac head. NU 7 1/16" 5M WHI frac valve. RU HIO truck& pressure test casing, frac head, frac valve &
casing valves to 4500 psi. RU Perforators LLC WLT w/ mast & run CBL under pressure. WLTD @6013' & cement top
@ 110'. Perforate stage #1 WI 4" ported guns as follows: CP1 sds @ 5641- 54'. All 4 JSPF for a totalof 52 holes (1
run). RD WLT. SIFN WI est 143 BWTR.

FLUID RECOVERY(BBLS)
Starting fluid load to be recovered: 143 Starting oil rec to date:
Fluid lost/recovered today: 0 Oil lost/recovered today:
Ending fluid to be recovered: 143 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: WHI 5M frac valve $1,140
Company: NPC NU crew $300
Procedure or Equipment detail: NDSI trucking $1,400

Perforators LLC . $5,876
Drillingcost $283,566

Zubiate hot oil $340
Location preparation $300

NPC wellhead $1,500
Benco - anchors $1,200

Admin. Overhead $3,000
NPC Supervision $300

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $298,922
Completion Supervisor: Orson Barney TOTAL WELL COST:
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NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 15-Mar-06 Day: 2

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 31T Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5550'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPF/#shots

LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 14-Mar-06 SITP: SICP: 80

RU BJ Services "Ram Head" frac flange. RU BJ & frac CP1 sds down casing, stage #1 wl 40,008#'s of 20/40 sand in
460 bbls of Lightning 17 frac fluid. Open well w/ 80 psi on casing. Perfs broke down @ 2649 psi, back to 1200 psi.
Treated @ ave pressure of 1935 w/ ave rate of 25.3 wl 6.5 ppg of sand. Spot 12 bbis of 15% HCL in flush for next
stage. ISIP was 1970. 603 bbis EWTR. Leave pressure on well. RU Lone Wolf WLT, crane & Iubricator. RIH wl
Weatherford 5-1/2" composite flow throughfrac plug & 20' perf gun. Set plug @5550'. Perforate LODC sands @5422
5442' w/ 3-1/8" Slick Guns ( 23 gram, .43"HE, 90° ) w/ 4 spf for oal of 80 shots. SlFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 143 Starting oil rec to date:
Fluid Lost/recovered today: 460 Oil lost/recovered today:
Ending fluid to be recovered: 603 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $975
Company: BJ Services NPC frac water $594
Procedure or Equipment detail: CP1 sds down casing NPC fuel gas $110

BJ Services CP1 sds $24,107
4704 gals of pad NPC Supervisor $300
2856 gals wl 1-4 ppg of 20/40 sand Lone Wolf LODC sds $6,083
5544 gals wl 4-6.5 ppg of 20/40 sand
40 gals wl 6.5 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 5670 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume"

Max TP: 2158 Max Rate: 25.3 Total fluid pmpd: 460 bbis
Avg TP: 1935 Avg Rate: 25.3 Total Prop pmpd: 40,008#'s

ISIP: 1970 5 min: 10 min: FG: .78 DAILY COST: $32,169
Completion Supervisor: Ron Shuck TOTAL WELL COST:
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Flush w/ 5670 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume"

Max TP: 2158 Max Rate: 25.3 Total fluid pmpd: 460 bbis
Avg TP: 1935 Avg Rate: 25.3 Total Prop pmpd: 40,008#'s

ISIP: 1970 5 min: 10 min: FG: .78 DAILY COST: $32,169
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5550'

PERFORATION RECORD
7.one Perfs SPFl#shots Zone Perfs SPF/#shots

LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 925

Day3a.
RU BJ &frac LODC sds down casing, stage #2 wl 49,941#'s of 20/40 sand in 509 bbis of Lightning 17 frac fluid. Open

well wl 925 psi on casing. Perfs broke down @ 3573 psi, back to 1933 psi. Treated @ave pressure of 2174 wl ave
rate of 25 wl 6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 2290. 1112 bbls EWTR.
Leave pressure on well. See day3b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 603 Starting oil rec to date:
Fluid Lost/recovered today: 609 oil lost/recovered today:
Ending fluid to be recovered: 1112 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $702
Procedure or Equipment detail: LODCsds down casing NPC fuel gas $130

BJ Services LODC sd $17,954
5208 gals of pad NPC Supervisor $60
3351 gals w/ 1-4 ppg of 20/40 sand
6690 gals w/ 4-6.5 ppg of 20/40 sand

165 gals w/ 6.5 ppg of 20/40 sand
504 gals of 15% HCL acid

Flush wl 5418 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2395 Max Rate: 25 Total fluid pmpd: 509 bbis
Avg TP: 2174 Avg Rate: 25 Total Prop pmpd: 49,941#'s

ISIP: 2290 5 min: 10 min: FG: .86 DAILYCOST: $21,246
Completion Supervisor: Ron Shuck TOTALWELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5550'

PERFORATION RECORD
7.one Perfs SPFl#shots Zone Perfs SPF/#shots

LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 925

Day3a.
RU BJ &frac LODC sds down casing, stage #2 wl 49,941#'s of 20/40 sand in 509 bbis of Lightning 17 frac fluid. Open

well wl 925 psi on casing. Perfs broke down @ 3573 psi, back to 1933 psi. Treated @ave pressure of 2174 wl ave
rate of 25 wl 6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 2290. 1112 bbls EWTR.
Leave pressure on well. See day3b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 603 Starting oil rec to date:
Fluid Lost/recovered today: 609 oil lost/recovered today:
Ending fluid to be recovered: 1112 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $702
Procedure or Equipment detail: LODCsds down casing NPC fuel gas $130

BJ Services LODC sd $17,954
5208 gals of pad NPC Supervisor $60
3351 gals w/ 1-4 ppg of 20/40 sand
6690 gals w/ 4-6.5 ppg of 20/40 sand

165 gals w/ 6.5 ppg of 20/40 sand
504 gals of 15% HCL acid

Flush wl 5418 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2395 Max Rate: 25 Total fluid pmpd: 509 bbis
Avg TP: 2174 Avg Rate: 25 Total Prop pmpd: 49,941#'s

ISIP: 2290 5 min: 10 min: FG: .86 DAILYCOST: $21,246
Completion Supervisor: Ron Shuck TOTALWELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3a

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5550'

PERFORATION RECORD
7.one Perfs SPFl#shots Zone Perfs SPF/#shots

LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 925

Day3a.
RU BJ &frac LODC sds down casing, stage #2 wl 49,941#'s of 20/40 sand in 509 bbis of Lightning 17 frac fluid. Open

well wl 925 psi on casing. Perfs broke down @ 3573 psi, back to 1933 psi. Treated @ave pressure of 2174 wl ave
rate of 25 wl 6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 2290. 1112 bbls EWTR.
Leave pressure on well. See day3b.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 603 Starting oil rec to date:
Fluid Lost/recovered today: 609 oil lost/recovered today:
Ending fluid to be recovered: 1112 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $702
Procedure or Equipment detail: LODCsds down casing NPC fuel gas $130

BJ Services LODC sd $17,954
5208 gals of pad NPC Supervisor $60
3351 gals w/ 1-4 ppg of 20/40 sand
6690 gals w/ 4-6.5 ppg of 20/40 sand

165 gals w/ 6.5 ppg of 20/40 sand
504 gals of 15% HCL acid

Flush wl 5418 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2395 Max Rate: 25 Total fluid pmpd: 509 bbis
Avg TP: 2174 Avg Rate: 25 Total Prop pmpd: 49,941#'s

ISIP: 2290 5 min: 10 min: FG: .86 DAILYCOST: $21,246
Completion Supervisor: Ron Shuck TOTALWELL COST:



NEWFIELD

DAILYCOMPLETION REPORT
WELLNAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' g 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5250'

Plug 5550'
PERFORATION RECORD

7.one Perfs SPFI#shots Zone Perfs SPFI#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1859

Day3b.
RU WLT. RIH w/ frac plug & 18' perf gun. Set plug @5250'. Perforate A1 sds @5126-44' w/ 4 spf for totalof 72

shots. RU BJ & perfs won't break down. RIH & spot 10 gals of 15% HCL acid on perfs. RU BJ & frac stage #3 w/
54,325#'s of 20/40 sand in 471 bbis of Lightning 17 frac fluid. Open well w/ 1859 psi on casing. Perfs broke down @
3392 psi, back to 1497 psi. Treated @ave pressure of 2142 wl ave rate of 25.3 wl 8 ppg of sand. Spot 12 bbis of 15%
HCL acid in flush for next stage. ISIP was 2350. 1583 bbis EWTR. Leave pressure on well. See day3c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1112 Starting oil rec to date:
Fluid lost/recovered today: 471 Oil lost/recovered today:
Ending fluid to be recovered: 1583 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oit cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $756
Procedure or Equipment detail: A1 sds down casing NPC fuel gas $140

BJ Services A1 sd $17,881
5040 gals of pad NPC Supervisor $60
2944 gals w/ 1-5 ppg of 20/40 sand Lone WolfA1 sds $4,485
5872 gals w/ 5-8 ppg of 20/40 sand
256 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 5166 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume"

Max TP: 2372 Max Rate: 25.6 Total fluid pmpd: 471 bbis
Avg TP: 2142 Avg Rate: 25.3 Total Prop pmpd: 54,325#'s

ISIP: 2350 5 min: 10 min: FG: .89 DAILYCOST: $25,722
Completion Supervisor: Ron Shuck TOTALWELLCOST:

NEWFIELD

DAILYCOMPLETION REPORT
WELLNAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' g 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5250'

Plug 5550'
PERFORATION RECORD

7.one Perfs SPFI#shots Zone Perfs SPFI#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1859

Day3b.
RU WLT. RIH w/ frac plug & 18' perf gun. Set plug @5250'. Perforate A1 sds @5126-44' w/ 4 spf for totalof 72

shots. RU BJ & perfs won't break down. RIH & spot 10 gals of 15% HCL acid on perfs. RU BJ & frac stage #3 w/
54,325#'s of 20/40 sand in 471 bbis of Lightning 17 frac fluid. Open well w/ 1859 psi on casing. Perfs broke down @
3392 psi, back to 1497 psi. Treated @ave pressure of 2142 wl ave rate of 25.3 wl 8 ppg of sand. Spot 12 bbis of 15%
HCL acid in flush for next stage. ISIP was 2350. 1583 bbis EWTR. Leave pressure on well. See day3c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1112 Starting oil rec to date:
Fluid lost/recovered today: 471 Oil lost/recovered today:
Ending fluid to be recovered: 1583 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oit cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $756
Procedure or Equipment detail: A1 sds down casing NPC fuel gas $140

BJ Services A1 sd $17,881
5040 gals of pad NPC Supervisor $60
2944 gals w/ 1-5 ppg of 20/40 sand Lone WolfA1 sds $4,485
5872 gals w/ 5-8 ppg of 20/40 sand
256 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 5166 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume"

Max TP: 2372 Max Rate: 25.6 Total fluid pmpd: 471 bbis
Avg TP: 2142 Avg Rate: 25.3 Total Prop pmpd: 54,325#'s

ISIP: 2350 5 min: 10 min: FG: .89 DAILYCOST: $25,722
Completion Supervisor: Ron Shuck TOTALWELLCOST:

NEWFIELD

DAILYCOMPLETION REPORT
WELLNAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3b

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' g 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 5250'

Plug 5550'
PERFORATION RECORD

7.one Perfs SPFI#shots Zone Perfs SPFI#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1859

Day3b.
RU WLT. RIH w/ frac plug & 18' perf gun. Set plug @5250'. Perforate A1 sds @5126-44' w/ 4 spf for totalof 72

shots. RU BJ & perfs won't break down. RIH & spot 10 gals of 15% HCL acid on perfs. RU BJ & frac stage #3 w/
54,325#'s of 20/40 sand in 471 bbis of Lightning 17 frac fluid. Open well w/ 1859 psi on casing. Perfs broke down @
3392 psi, back to 1497 psi. Treated @ave pressure of 2142 wl ave rate of 25.3 wl 8 ppg of sand. Spot 12 bbis of 15%
HCL acid in flush for next stage. ISIP was 2350. 1583 bbis EWTR. Leave pressure on well. See day3c.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1112 Starting oil rec to date:
Fluid lost/recovered today: 471 Oil lost/recovered today:
Ending fluid to be recovered: 1583 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oit cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $756
Procedure or Equipment detail: A1 sds down casing NPC fuel gas $140

BJ Services A1 sd $17,881
5040 gals of pad NPC Supervisor $60
2944 gals w/ 1-5 ppg of 20/40 sand Lone WolfA1 sds $4,485
5872 gals w/ 5-8 ppg of 20/40 sand
256 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 5166 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume"

Max TP: 2372 Max Rate: 25.6 Total fluid pmpd: 471 bbis
Avg TP: 2142 Avg Rate: 25.3 Total Prop pmpd: 54,325#'s

ISIP: 2350 5 min: 10 min: FG: .89 DAILYCOST: $25,722
Completion Supervisor: Ron Shuck TOTALWELLCOST:



NEWFIELD L

DAILYCOMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5080'

Plug 5550' 5250'
PERFORATION RECORD

Z,one Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1617

Day3c.
RU WLT. RIH wl frac plug & 18' perf gun. Set plug @ 5080'. Perforate B2 sds @ 5004-22' w/ 4 spf for totalof 72

shots. RU BJ & frac stage #4 w/ 90,495#'s of 20/40 sand in 651 bb\s of Lightning 17 frac fluid. Open wellw/ 1617 psi
on casing. Perfs broke down @3462 psi, back to 1669 psi. Treated @ave pressure of 1763 w/ ave rate of 25.5 wl 8
ppg of sand. Spot 12 bbls of 15% HCL acid in flush for next stage. ISIP was 1900. 2234 bb\s EWTR. Leave pressure
on well. See day3d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1583 Starting oil rec to date:
Fluid lost/recovered today: 651 Oil lost/recovered today:
Ending fluid to be recovered: 2234 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $1,296
Procedure or Equipment detail: B2 sds down casing NPC fuel gas $240

BJ Services B2 sd $34,096
6762 gals of pad NPC Supervisor $60
4625 gals wl 1-5 ppg of 20/40 sand Lone Wolf B2 sds $4,485
9250 gals wl 5-8 ppg of 20/40 sand
1203 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 4998 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 1771 Max Rate: 25.9 Total fluid pmpd: 651 bbls
Avg TP: 1763 Avg Rate: 25.5 Total Prop pmpd: 90,495#'s

ISIP: 1900 5 min: 10 min: FG: .81 DAILY COST: $42,577
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD L

DAILYCOMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5080'

Plug 5550' 5250'
PERFORATION RECORD

Z,one Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1617

Day3c.
RU WLT. RIH wl frac plug & 18' perf gun. Set plug @ 5080'. Perforate B2 sds @ 5004-22' w/ 4 spf for totalof 72

shots. RU BJ & frac stage #4 w/ 90,495#'s of 20/40 sand in 651 bb\s of Lightning 17 frac fluid. Open wellw/ 1617 psi
on casing. Perfs broke down @3462 psi, back to 1669 psi. Treated @ave pressure of 1763 w/ ave rate of 25.5 wl 8
ppg of sand. Spot 12 bbls of 15% HCL acid in flush for next stage. ISIP was 1900. 2234 bb\s EWTR. Leave pressure
on well. See day3d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1583 Starting oil rec to date:
Fluid lost/recovered today: 651 Oil lost/recovered today:
Ending fluid to be recovered: 2234 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $1,296
Procedure or Equipment detail: B2 sds down casing NPC fuel gas $240

BJ Services B2 sd $34,096
6762 gals of pad NPC Supervisor $60
4625 gals wl 1-5 ppg of 20/40 sand Lone Wolf B2 sds $4,485
9250 gals wl 5-8 ppg of 20/40 sand
1203 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 4998 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 1771 Max Rate: 25.9 Total fluid pmpd: 651 bbls
Avg TP: 1763 Avg Rate: 25.5 Total Prop pmpd: 90,495#'s

ISIP: 1900 5 min: 10 min: FG: .81 DAILY COST: $42,577
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD L

DAILYCOMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3c

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 5080'

Plug 5550' 5250'
PERFORATION RECORD

Z,one Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1617

Day3c.
RU WLT. RIH wl frac plug & 18' perf gun. Set plug @ 5080'. Perforate B2 sds @ 5004-22' w/ 4 spf for totalof 72

shots. RU BJ & frac stage #4 w/ 90,495#'s of 20/40 sand in 651 bb\s of Lightning 17 frac fluid. Open wellw/ 1617 psi
on casing. Perfs broke down @3462 psi, back to 1669 psi. Treated @ave pressure of 1763 w/ ave rate of 25.5 wl 8
ppg of sand. Spot 12 bbls of 15% HCL acid in flush for next stage. ISIP was 1900. 2234 bb\s EWTR. Leave pressure
on well. See day3d.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1583 Starting oil rec to date:
Fluid lost/recovered today: 651 Oil lost/recovered today:
Ending fluid to be recovered: 2234 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $1,296
Procedure or Equipment detail: B2 sds down casing NPC fuel gas $240

BJ Services B2 sd $34,096
6762 gals of pad NPC Supervisor $60
4625 gals wl 1-5 ppg of 20/40 sand Lone Wolf B2 sds $4,485
9250 gals wl 5-8 ppg of 20/40 sand
1203 gals w/ 8 ppg of 20/40 sand

504 gals of 15% HCL acid

Flush w/ 4998 gals of slick water
*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 1771 Max Rate: 25.9 Total fluid pmpd: 651 bbls
Avg TP: 1763 Avg Rate: 25.5 Total Prop pmpd: 90,495#'s

ISIP: 1900 5 min: 10 min: FG: .81 DAILY COST: $42,577
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 4830'

Plug 5550' 5250' 5080'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1617

Day3d.
RU WLT. RIH wl frac plug & 4', 11' perf gun. Set plug @4830'. Perforate D1 sds @4720-24' & DS1 sds @4621-32'

w/ 4 spf for total of 60 shots. RU BJ & frac stage #5 wl 25,539#'s of 20/40 sand in 320 bbls of Lightning 17 frac fluid.
Open well w/ 1617 psi on casing. Perfs broke down @3156 psi, back to 2240 psi. Treated @ave pressure of 2017 wl
ave rate of 25.4 w/ 6.5 ppg of sand. Spot 12 bbls of 15% HCL acid in flush for next stage. ISIP was 2300. 2554 bbls
EWTR. Leave pressure on well. See day3e.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2234 Starting oil rec to date:
Fluid lost/recovered today: 320 Oil lost/recovered today:
Ending fluid to be recovered: 2554 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $378
Procedure or Equipment detail: D1 &DS1 sds down casing NPC fuel gas $70

BJ Services D1&DS1 $11,989
2982 gals of pad NPC Supervisor $60
1915 gals w/ 1-4 ppg of 20/40 sand Lone Wolf Dí &DS1 $4,485
3419 gals w/ 4-6.5 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 4620 gals of slick water

*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2110 Max Rate: 25.9 Total fluid pmpd: 320 bbis
Avg TP: 2017 Avg Rate: 25.4 Total Prop pmpd: 25,539#'s

ISIP: 2300 5 min: 10 min: FG: .93 DAILY COST: $19,382
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 4830'

Plug 5550' 5250' 5080'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1617

Day3d.
RU WLT. RIH wl frac plug & 4', 11' perf gun. Set plug @4830'. Perforate D1 sds @4720-24' & DS1 sds @4621-32'

w/ 4 spf for total of 60 shots. RU BJ & frac stage #5 wl 25,539#'s of 20/40 sand in 320 bbls of Lightning 17 frac fluid.
Open well w/ 1617 psi on casing. Perfs broke down @3156 psi, back to 2240 psi. Treated @ave pressure of 2017 wl
ave rate of 25.4 w/ 6.5 ppg of sand. Spot 12 bbls of 15% HCL acid in flush for next stage. ISIP was 2300. 2554 bbls
EWTR. Leave pressure on well. See day3e.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2234 Starting oil rec to date:
Fluid lost/recovered today: 320 Oil lost/recovered today:
Ending fluid to be recovered: 2554 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $378
Procedure or Equipment detail: D1 &DS1 sds down casing NPC fuel gas $70

BJ Services D1&DS1 $11,989
2982 gals of pad NPC Supervisor $60
1915 gals w/ 1-4 ppg of 20/40 sand Lone Wolf Dí &DS1 $4,485
3419 gals w/ 4-6.5 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 4620 gals of slick water

*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2110 Max Rate: 25.9 Total fluid pmpd: 320 bbis
Avg TP: 2017 Avg Rate: 25.4 Total Prop pmpd: 25,539#'s

ISIP: 2300 5 min: 10 min: FG: .93 DAILY COST: $19,382
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3d

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BPISand PBTD: 4830'

Plug 5550' 5250' 5080'
PERFORATION RECORD

Zone Perfs SPFl#shots Zone Perfs SPFl#shots
A1 sds 5126-5144' 4/72
LODC sds 5422-5442' 4/80
CP1 sds 5641- 5654' 4/52

DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1617

Day3d.
RU WLT. RIH wl frac plug & 4', 11' perf gun. Set plug @4830'. Perforate D1 sds @4720-24' & DS1 sds @4621-32'

w/ 4 spf for total of 60 shots. RU BJ & frac stage #5 wl 25,539#'s of 20/40 sand in 320 bbls of Lightning 17 frac fluid.
Open well w/ 1617 psi on casing. Perfs broke down @3156 psi, back to 2240 psi. Treated @ave pressure of 2017 wl
ave rate of 25.4 w/ 6.5 ppg of sand. Spot 12 bbls of 15% HCL acid in flush for next stage. ISIP was 2300. 2554 bbls
EWTR. Leave pressure on well. See day3e.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2234 Starting oil rec to date:
Fluid lost/recovered today: 320 Oil lost/recovered today:
Ending fluid to be recovered: 2554 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $378
Procedure or Equipment detail: D1 &DS1 sds down casing NPC fuel gas $70

BJ Services D1&DS1 $11,989
2982 gals of pad NPC Supervisor $60
1915 gals w/ 1-4 ppg of 20/40 sand Lone Wolf Dí &DS1 $4,485
3419 gals w/ 4-6.5 ppg of 20/40 sand
504 gals of 15% HCL acid
Flush wl 4620 gals of slick water

*Flush called @blender to include 2 bbis pump/line volume**

Max TP: 2110 Max Rate: 25.9 Total fluid pmpd: 320 bbis
Avg TP: 2017 Avg Rate: 25.4 Total Prop pmpd: 25,539#'s

ISIP: 2300 5 min: 10 min: FG: .93 DAILY COST: $19,382
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD A

DAILY COMPLETION REPORT
WELLNAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4400'

Plug 5550' 5250' 5080' 4830'
PERFORATION RECORD

Zone Perfs SPFl#shots Lone Perfs SPFl#shots
GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1598

Day3e.
RU WLT. RIH w/ frac plug & 12' perf gun. Set plug @4400'. Perforate GB6 sds @4276-88' & GB4 sds @4249-59',

4228-36" w/ 4 spf for totalof 120 shots. RU BJ & frac stage #6 w/ 123,611#'s of 20/40 sand in 812 bb\s of Lightning 17
frac fluid. Open well wl 1598 psi on casing. Perfs broke down @ 1878 psi. Treated @ave pressure of 1796 w/ ave
rate of 25.4 w/ 8 ppg of sand. ISlP was 2180. 3366 bbis EWTR. RD BJ & WLT. Flow well back. Well flowed for 4
hours & died wl 280 bbis rec'd. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3366 Starting oil rec to date:
Fluid lost/recovered today: 280 Oil lost/recovered today:
Ending fluid to be recovered: 3086 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $1,728
Procedure or Equipment detali: GB6 &GB4 sds down casing NPC fuel gas $320

BJ Services GB6&4 $30,732
8988 gals of pad NPC Supervisor $60
6000 gals w/ 1-5 ppg of 20/40 sand Lone Wolf GB6&4 $4,485
12000 gals w/ 5-8 ppg of 20/40 sand NPC water transfer $600
3000 gals wl 8 ppg of 20/40 sand NPC flowback hand $150
Flush wl 4116 gals of slick water

Max TP: 1898 Max Rate: 25.6 Total fluid pmpd: 812 bbis
Avg TP: 1796 Avg Rate: 25.4 Total Prop pmpd: 123,611#'s

IslP: 2180 5 min: 10 min: FG: .95 DAILY COST: $40,475
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD A

DAILY COMPLETION REPORT
WELLNAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4400'

Plug 5550' 5250' 5080' 4830'
PERFORATION RECORD

Zone Perfs SPFl#shots Lone Perfs SPFl#shots
GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1598

Day3e.
RU WLT. RIH w/ frac plug & 12' perf gun. Set plug @4400'. Perforate GB6 sds @4276-88' & GB4 sds @4249-59',

4228-36" w/ 4 spf for totalof 120 shots. RU BJ & frac stage #6 w/ 123,611#'s of 20/40 sand in 812 bb\s of Lightning 17
frac fluid. Open well wl 1598 psi on casing. Perfs broke down @ 1878 psi. Treated @ave pressure of 1796 w/ ave
rate of 25.4 w/ 8 ppg of sand. ISlP was 2180. 3366 bbis EWTR. RD BJ & WLT. Flow well back. Well flowed for 4
hours & died wl 280 bbis rec'd. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3366 Starting oil rec to date:
Fluid lost/recovered today: 280 Oil lost/recovered today:
Ending fluid to be recovered: 3086 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $1,728
Procedure or Equipment detali: GB6 &GB4 sds down casing NPC fuel gas $320

BJ Services GB6&4 $30,732
8988 gals of pad NPC Supervisor $60
6000 gals w/ 1-5 ppg of 20/40 sand Lone Wolf GB6&4 $4,485
12000 gals w/ 5-8 ppg of 20/40 sand NPC water transfer $600
3000 gals wl 8 ppg of 20/40 sand NPC flowback hand $150
Flush wl 4116 gals of slick water

Max TP: 1898 Max Rate: 25.6 Total fluid pmpd: 812 bbis
Avg TP: 1796 Avg Rate: 25.4 Total Prop pmpd: 123,611#'s

IslP: 2180 5 min: 10 min: FG: .95 DAILY COST: $40,475
Completion Supervisor: Ron Shuck TOTAL WELL COST:

NEWFIELD A

DAILY COMPLETION REPORT
WELLNAME: West Point 14-7-9-16 Report Date: 16-Mar-06 Day: 3e

Operation: Completion Rig: Rigless

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: Wt: Grd: Pkr/EOT @: BP/Sand PBTD: 4400'

Plug 5550' 5250' 5080' 4830'
PERFORATION RECORD

Zone Perfs SPFl#shots Lone Perfs SPFl#shots
GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 15-Mar-06 SITP: SICP: 1598

Day3e.
RU WLT. RIH w/ frac plug & 12' perf gun. Set plug @4400'. Perforate GB6 sds @4276-88' & GB4 sds @4249-59',

4228-36" w/ 4 spf for totalof 120 shots. RU BJ & frac stage #6 w/ 123,611#'s of 20/40 sand in 812 bb\s of Lightning 17
frac fluid. Open well wl 1598 psi on casing. Perfs broke down @ 1878 psi. Treated @ave pressure of 1796 w/ ave
rate of 25.4 w/ 8 ppg of sand. ISlP was 2180. 3366 bbis EWTR. RD BJ & WLT. Flow well back. Well flowed for 4
hours & died wl 280 bbis rec'd. SIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3366 Starting oil rec to date:
Fluid lost/recovered today: 280 Oil lost/recovered today:
Ending fluid to be recovered: 3086 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Lightning 17 Job Type: Sand frac Weatherford Services $2,400
Company: BJ Services NPC frac water $1,728
Procedure or Equipment detali: GB6 &GB4 sds down casing NPC fuel gas $320

BJ Services GB6&4 $30,732
8988 gals of pad NPC Supervisor $60
6000 gals w/ 1-5 ppg of 20/40 sand Lone Wolf GB6&4 $4,485
12000 gals w/ 5-8 ppg of 20/40 sand NPC water transfer $600
3000 gals wl 8 ppg of 20/40 sand NPC flowback hand $150
Flush wl 4116 gals of slick water

Max TP: 1898 Max Rate: 25.6 Total fluid pmpd: 812 bbis
Avg TP: 1796 Avg Rate: 25.4 Total Prop pmpd: 123,611#'s

IslP: 2180 5 min: 10 min: FG: .95 DAILY COST: $40,475
Completion Supervisor: Ron Shuck TOTAL WELL COST:



NEWFIELD a

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 23-Mar-06 Day: 4

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BP/Sand PBTD:

Plug 5550' 5250'5080'
PERFORATION RECORD

Zone Perfs SPF/#shots Lone Perfs SPF/#shots
GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICALOPERATIONS
Date Work Performed: 22-IVlar-06 SITP: SICP: 150

MIRU NC#2. Bleed off well. ND frac valve & 5m frac head. NU 3m production head & BOP. RIH w/ 4 3/4" chomp bit,
bit sub & 2 7/8" tbg. Tag CBP @4400'. RU powerswivel & pump. DU CBP in 20 min. Cont. RIH w/ tbg. Tag sand @
4520'. C/O to CBP @4830'. DU CBP in 15 min. Cont. RIH wl tbg. Tag @4900'. CIO to CBP @5070'. DU CBP in
20 min. Cont. RIH w/ tbg. Tag @5170'. C/O to CBP @5250'. DU CBP in 20 min. Cont. RIH w/ tbg. Tag @5420'.
C/O to CBP @5550'. DU CBP in 35 min. Circulate well clean. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3086 Starting oil rec to date:
Fluid Lost/recovered today: 150 Oil lost/recovered today:
Ending fluid to be recovered: 3236 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: NC #2 $4,846
Company: Weatherford bop $140
Procedure or Equipment detail: Aztec tbg. $30,256

UniChem $300
Mtn. West Sanitation $450
NDSI water & trucks $400

Monks pit reclaim .$1,800

NPC trucking $400
NPC surface equip. $130,000
RNT labor/welding $19,500

NPC location cleanup $300
Max TP: Max Rate: Total fluid pmpd: Weatherford p.s. $750
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

IsiP: 5 min: 10 min: FG: DAILY COST: $189,442
Completion Supervisor: Don Dulen TOTAL WELLCOST:

NEWFIELD a

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 23-Mar-06 Day: 4

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BP/Sand PBTD:

Plug 5550' 5250'5080'
PERFORATION RECORD

Zone Perfs SPF/#shots Lone Perfs SPF/#shots
GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICALOPERATIONS
Date Work Performed: 22-IVlar-06 SITP: SICP: 150

MIRU NC#2. Bleed off well. ND frac valve & 5m frac head. NU 3m production head & BOP. RIH w/ 4 3/4" chomp bit,
bit sub & 2 7/8" tbg. Tag CBP @4400'. RU powerswivel & pump. DU CBP in 20 min. Cont. RIH w/ tbg. Tag sand @
4520'. C/O to CBP @4830'. DU CBP in 15 min. Cont. RIH wl tbg. Tag @4900'. CIO to CBP @5070'. DU CBP in
20 min. Cont. RIH w/ tbg. Tag @5170'. C/O to CBP @5250'. DU CBP in 20 min. Cont. RIH w/ tbg. Tag @5420'.
C/O to CBP @5550'. DU CBP in 35 min. Circulate well clean. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3086 Starting oil rec to date:
Fluid Lost/recovered today: 150 Oil lost/recovered today:
Ending fluid to be recovered: 3236 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: NC #2 $4,846
Company: Weatherford bop $140
Procedure or Equipment detail: Aztec tbg. $30,256

UniChem $300
Mtn. West Sanitation $450
NDSI water & trucks $400

Monks pit reclaim .$1,800

NPC trucking $400
NPC surface equip. $130,000
RNT labor/welding $19,500

NPC location cleanup $300
Max TP: Max Rate: Total fluid pmpd: Weatherford p.s. $750
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

IsiP: 5 min: 10 min: FG: DAILY COST: $189,442
Completion Supervisor: Don Dulen TOTAL WELLCOST:

NEWFIELD a

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 23-Mar-06 Day: 4

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6013'WL
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BP/Sand PBTD:

Plug 5550' 5250'5080'
PERFORATION RECORD

Zone Perfs SPF/#shots Lone Perfs SPF/#shots
GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICALOPERATIONS
Date Work Performed: 22-IVlar-06 SITP: SICP: 150

MIRU NC#2. Bleed off well. ND frac valve & 5m frac head. NU 3m production head & BOP. RIH w/ 4 3/4" chomp bit,
bit sub & 2 7/8" tbg. Tag CBP @4400'. RU powerswivel & pump. DU CBP in 20 min. Cont. RIH w/ tbg. Tag sand @
4520'. C/O to CBP @4830'. DU CBP in 15 min. Cont. RIH wl tbg. Tag @4900'. CIO to CBP @5070'. DU CBP in
20 min. Cont. RIH w/ tbg. Tag @5170'. C/O to CBP @5250'. DU CBP in 20 min. Cont. RIH w/ tbg. Tag @5420'.
C/O to CBP @5550'. DU CBP in 35 min. Circulate well clean. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3086 Starting oil rec to date:
Fluid Lost/recovered today: 150 Oil lost/recovered today:
Ending fluid to be recovered: 3236 Cum oil recovered:

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: NC #2 $4,846
Company: Weatherford bop $140
Procedure or Equipment detail: Aztec tbg. $30,256

UniChem $300
Mtn. West Sanitation $450
NDSI water & trucks $400

Monks pit reclaim .$1,800

NPC trucking $400
NPC surface equip. $130,000
RNT labor/welding $19,500

NPC location cleanup $300
Max TP: Max Rate: Total fluid pmpd: Weatherford p.s. $750
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

IsiP: 5 min: 10 min: FG: DAILY COST: $189,442
Completion Supervisor: Don Dulen TOTAL WELLCOST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 24-Mar-06 Day: 5

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6047'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BPISand PBTD: 6047'

PERFORATION RECORD
Zone Perfs SPF/#shots 7.one Perfs SPF/#shots

GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 23-Mar-06 SITP: SICP: 150
RlH w/ tbg. Tag @ 5915'. CIO to PBTD @ 6047'. Circulate well clean. Pull up to 6000'. RIH wl swab. SFL @
surface. Made 17 runs. Recovered 160 bbls (150 water, 10 oil). No show of sand. Small show of gas. Ending oil cut
@approx. 30%. EFL @1300'. RIH wl tbg. Tag PBTD @6047'. Circulate well clean. POOH w/ tbg. LD bit & bit sub.
RlH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg.,PSN, 2 jts 2 7/8" tbg.,5 1/2" TAC, 173 jts 2 7/8" tbg. ND BOPS. Set TAC
@5608' w/ 14000#tension. NU wellhead. X-over for rods. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3236 Starting oil rec to date: 0
Fluid Lost/recovered today: 30 Oil lost/recovered today: 10
Ending fluid to be recovered: 3266 Cum oil recovered: 10

IFL: surface FFL: 1300' FTP: Choke: Final Fluid Rate: Final oil cut:30%

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: NC #2 $5,171
Company: Weatherford bop $140
Procedure or Equipment detail: NPC water disposal $3,000

NDSI trucking $900
CDI TAC $480
CDI PSN $75

CDI rod pump $1,380
NPC trucking $300

NDSI water & truck $100
Weatherford p.s. $750

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

ISIP: 5 min: 10 min: FG: DAILY COST: $12,596
Completion Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 24-Mar-06 Day: 5

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6047'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BPISand PBTD: 6047'

PERFORATION RECORD
Zone Perfs SPF/#shots 7.one Perfs SPF/#shots

GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 23-Mar-06 SITP: SICP: 150
RlH w/ tbg. Tag @ 5915'. CIO to PBTD @ 6047'. Circulate well clean. Pull up to 6000'. RIH wl swab. SFL @
surface. Made 17 runs. Recovered 160 bbls (150 water, 10 oil). No show of sand. Small show of gas. Ending oil cut
@approx. 30%. EFL @1300'. RIH wl tbg. Tag PBTD @6047'. Circulate well clean. POOH w/ tbg. LD bit & bit sub.
RlH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg.,PSN, 2 jts 2 7/8" tbg.,5 1/2" TAC, 173 jts 2 7/8" tbg. ND BOPS. Set TAC
@5608' w/ 14000#tension. NU wellhead. X-over for rods. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3236 Starting oil rec to date: 0
Fluid Lost/recovered today: 30 Oil lost/recovered today: 10
Ending fluid to be recovered: 3266 Cum oil recovered: 10

IFL: surface FFL: 1300' FTP: Choke: Final Fluid Rate: Final oil cut:30%

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: NC #2 $5,171
Company: Weatherford bop $140
Procedure or Equipment detail: NPC water disposal $3,000

NDSI trucking $900
CDI TAC $480
CDI PSN $75

CDI rod pump $1,380
NPC trucking $300

NDSI water & truck $100
Weatherford p.s. $750

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

ISIP: 5 min: 10 min: FG: DAILY COST: $12,596
Completion Supervisor: Don Dulen TOTAL WELL COST:

NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 24-Mar-06 Day: 5

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6047'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BPISand PBTD: 6047'

PERFORATION RECORD
Zone Perfs SPF/#shots 7.one Perfs SPF/#shots

GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 23-Mar-06 SITP: SICP: 150
RlH w/ tbg. Tag @ 5915'. CIO to PBTD @ 6047'. Circulate well clean. Pull up to 6000'. RIH wl swab. SFL @
surface. Made 17 runs. Recovered 160 bbls (150 water, 10 oil). No show of sand. Small show of gas. Ending oil cut
@approx. 30%. EFL @1300'. RIH wl tbg. Tag PBTD @6047'. Circulate well clean. POOH w/ tbg. LD bit & bit sub.
RlH w/ 2 7/8" notched collar, 2 jts 2 7/8" tbg.,PSN, 2 jts 2 7/8" tbg.,5 1/2" TAC, 173 jts 2 7/8" tbg. ND BOPS. Set TAC
@5608' w/ 14000#tension. NU wellhead. X-over for rods. SWIFN.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3236 Starting oil rec to date: 0
Fluid Lost/recovered today: 30 Oil lost/recovered today: 10
Ending fluid to be recovered: 3266 Cum oil recovered: 10

IFL: surface FFL: 1300' FTP: Choke: Final Fluid Rate: Final oil cut:30%

STIMULATION DETAIL COSTS
Base Fluid used: Job Type: NC #2 $5,171
Company: Weatherford bop $140
Procedure or Equipment detail: NPC water disposal $3,000

NDSI trucking $900
CDI TAC $480
CDI PSN $75

CDI rod pump $1,380
NPC trucking $300

NDSI water & truck $100
Weatherford p.s. $750

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

ISIP: 5 min: 10 min: FG: DAILY COST: $12,596
Completion Supervisor: Don Dulen TOTAL WELL COST:



NEWFIELD

DAILY COMPLETION REPORT
WELL NAME: West Point 14-7-9-16 Report Date: 27-Mar-06 Day: 6

Operation: Completion Rig: NC#2

WELL STATUS
Surf Csg: 8-5/8' @ 317' Prod Csg: 5-1/2" @ 6091' Csg PBTD: 6047'
Tbg: Size: 2 7/8" Wt: 6.5# Grd: J-55 Pkr/EOT @: BPISand PBTD: 6047'

PERFORATION RECORD
7.one Perfs SPFl#shots 7.one Perfs SPF/#shots

GB4 sds 4228-4236' 4/32 A1 sds 5126-5144' 4/72
GB4 sds 4249-4259' 4/40 LODC sds 5422-5442' 4/80
GB6 sds 4276-4288' 4/48 CP1 sds 5641- 5654' 4/52
DS1 sds 4621-4632' 4/44
D1 sds 4720-4724' 4/16
B2 sds 5004-5022' 4/72

CHRONOLOGICAL OPERATIONS
Date Work Performed: 24-Mar-06 SITP: SICP: 150
RlH wl CDI 2 1/2" x 1 1/2" x 12' x 15' RHAC pump, 6- 1 1/2" weight bars, 10- 3/4" guided rods, 110- 3/4" slick rods, 100-
3/4" guided rods, 1- 8', 6' x 3/4" pony subs, 1 1/2" x 22' polished rod. Seat pump. Tbg. Was full. Stroke test to 800 psi.
RU pumping unit. Hang off rods. Adjust tag. RD. Put well on production @ 1:30 p.m. 86" stroke length, 5 spm. Final
Report.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 3236 Starting oil rec to date: 0
Fluid Laat/recovered today: 30 Oil lost/recovered today: 10
Ending fluid to be recovered: 3266 Cum oil recovered: 10

IFL: surface FFL: 1300' FTP: Choke: Final Fluid Rate: Final oil cut:30%

TUBINGDETAIL ROD DETAIL COSTS
NC #2 $2,633

KB 12.00' 1 1/2" X 22' polsih rod NPC fr tk(8x8days) $2,560
173 2 7/8 J-55 tbg (5596.65') 1- 6', 8' x 3/4" pony sub NPC swab tk (3 days) $120

TA (2.80' @5608.65' KB) 100- 3/4" guided rods NPC frac head $500
2 2 7/8 J-55 tbg (65.00') 110- 3/4" slick rods "A"grade rod string $9,205

SN (1.10' @5676.40' KB) 10- 3/4" guided rods Polished rod pkg. $1,300
2 2 7/8 J-55 tbg (64.95') 6- 1 1/2" weight bars

2 7/8" notched collar (.45') CDI 2 1/2" x 1 1/2" x 15'
EOT 5742.95' w/ 12.00' KB RHAC pump

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd: NPC supervision $300

IStP: 5 min: 10 min: FG: DAILY COST: $16,618
Completion Supervisor: Don Dulen TOTAL WELL COST:
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4178'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 200' balance plug using 24 sx Class "G" cement over water zone 2000' - 2200'

4. Plug #3 Pump 49 sx Class "G" Cement down 5-1/2" casing to 367'

The approximate cost to plug and abandon this well is $59,344.

West Point

ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4178'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 200' balance plug using 24 sx Class "G" cement over water zone 2000' - 2200'

4. Plug #3 Pump 49 sx Class "G" Cement down 5-1/2" casing to 367'

The approximate cost to plug and abandon this well is $59,344.

West Point

ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4178'

2. Plug #1 Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 200' balance plug using 24 sx Class "G" cement over water zone 2000' - 2200'

4. Plug #3 Pump 49 sx Class "G" Cement down 5-1/2" casing to 367'

The approximate cost to plug and abandon this well is $59,344.
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West Point 14-7-9-16
Spud Date: 02/09/06 Initial Production: BOPD,
Put on Production: 03/24/06 Proposed P & A MCFD, BWPD
K.B.: 6000, G.L: 5988 Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24# Cement Top @110' ' ¯

LENGTH: 7 jts. (306.55')

DEPTH LANDED: 317.45' KB

HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class "G" cmt, est 6 bb1somt to surf.

Casing Shoe @317'
Pump 49 sx Class "G" Cement down 5-1/2" casing to 367'

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 144 jts. (6077.36')

DEPTH LANDED: 6090.61' KB

HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sxs Prem. Lite II mixed & 450 sxs 50/50 POZ. 200' balance plug using 24 sx Class "G" cement
over water zone 2000' to 2200'

CEMENT TOP @:110'

100' (12 sx) Class G Cement plug on top of CIBP

CIBP@4178'

4228-4236'

4249-4259'

4276-4288'

- 4621-4632'

4720-4724'

5004-5022'

5126-5144'

5422-5442'

5641-5654'

WFIELD PBTD @6047'

SHOE @6090'

West Point 14-7-9-16 7 \
TD @6100'493' FSL & 1919' FWL

SE/SW Section 7-T9S-R16E

Duchesne Co, Utah

API #43-013-32745; Lease #UTU-74390

MS
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FORM 3160-5 UNITED STATES FORM APPROVED
(August 2007) DEPARTMENT OF THE INTERIOR ° °à'°°3 0

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390

Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

WEST POINT UNIT
1. Type of Well

Oil Well Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTION COMPANY PAPI Mll &
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332745

Myton, UT 84052 | 435 646.372] 10. Field and Pool, or Exploratory Area
4. Location ofWell (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE

493 FSL 1919 FWL 11. County or Parish, State
SESW Section 7 T9S R16E

DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Repon Casing Repair Q New Construction Q Recomplete O Other

ChangePlans O Plug & Abandon Q Temporarily Abandon
Final Abandonment Convert to Injector O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation: (Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days following completion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, havebeen completed, and the operatorhas determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oilwell to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ TVped)

ßrjeSundhe e Regulatory Analyst
Signature Date4/06/2009

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved.by..........
.... .... ........... ........ Title Date

Conditionsof approval, if any, are attached. Approval ofthis notice does not warrant or
certifythat the applicant holds legal or equitable title to those rights in the subjectlease Office
which would entitle the applicantto conduct overationsthereon.

Title 18U.S.C. Section 1001and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agencyofthe United
States anv false, fictitious and fraudulent statements or representations as to anv matter within its iurisdiction
(Instructions on page
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Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days following completion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, havebeen completed, and the operatorhas determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above mentioned well from a producing oilwell to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ TVped)

ßrjeSundhe e Regulatory Analyst
Signature Date4/06/2009

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved.by..........
.... .... ........... ........ Title Date

Conditionsof approval, if any, are attached. Approval ofthis notice does not warrant or
certifythat the applicant holds legal or equitable title to those rights in the subjectlease Office
which would entitle the applicantto conduct overationsthereon.

Title 18U.S.C. Section 1001and Title 43 U.S.C.Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agencyofthe United
States anv false, fictitious and fraudulent statements or representations as to anv matter within its iurisdiction
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

---ooOoo-

IN THE MATTER OF THE APPLICATION OF
NEWFIELD PRODUCTION COMPANY FOR NOTICE OF AGENCY ACTION
ADMINISTRATIVE APPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, CAUSE NO. UIC-352
TOWNSHIP 8 SOUTH, RANGE 16 EAST;
SECTIONS 4, 6, 7, 10, TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY,
UTAH, AS CLASS II INJECTION WELLS.

-ooOoo---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells:
Wells Draw Unit:
State 24-32-8-16 well located in SE/4 SW/4, Section 32, Township 8 South, Range 16 East
Federal 13-33B-8-16 well located in NW/4 SW/4, Section 33, Township 8 South, Range 16 East
South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NW/4 NW/4, Section 1,Township 9 South, Range 16 East
Monument Butte Federal 6-1-9-16 well located in SE/4 NW/4, Section 1, Township 9 South, Range 16 East
South Wells Draw Unit:
South Wells Draw 14A-4-9-16well located in SE/4 SW/4, Section4, Township 9 South, Range 16 East
South Wells Draw 6-10-9-16 well located in SE/4 NW/4, Section 10, Township 9 South, Range 16 East
South Wells Draw 12-10-9-16 well located in NW/4 SW/4, Section 10, Township 9 South, Range 16 East
Monument Federal 33-10-9-16 well located in NW/4 SE/4, Section 10, Township 9 South, Range 16 East
West Point Unit:
Monument Federal 31-6-9-16Y well located in NW/4 NE/4, Section 6, Township 9 South, Range 16 East
Monument Federal 42-6-9-16Y well located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East
Nine Mile 10-7-9-16 well located in NW/4 SE/4, Section 6, Township 9 South, Range 16 East
West Point Fed 14-7-9-16 well located in SE/4 SW/4, Section 7, Township 9 South, Range 16 East

Duchesne County, Utah, for conversion to Class II injection wells. The proceeding will be conducted in
accordance with Utah Admin. R649-10, Administrative Procedures.

Selective zones in the Green River Formation will be used for water injection. The maximum
requested injection pressures and rates will be determined based on fracture gradient information
submitted by Newfield Production

BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

---ooOoo-

IN THE MATTER OF THE APPLICATION OF
NEWFIELD PRODUCTION COMPANY FOR NOTICE OF AGENCY ACTION
ADMINISTRATIVE APPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, CAUSE NO. UIC-352
TOWNSHIP 8 SOUTH, RANGE 16 EAST;
SECTIONS 4, 6, 7, 10, TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY,
UTAH, AS CLASS II INJECTION WELLS.

-ooOoo---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells:
Wells Draw Unit:
State 24-32-8-16 well located in SE/4 SW/4, Section 32, Township 8 South, Range 16 East
Federal 13-33B-8-16 well located in NW/4 SW/4, Section 33, Township 8 South, Range 16 East
South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NW/4 NW/4, Section 1,Township 9 South, Range 16 East
Monument Butte Federal 6-1-9-16 well located in SE/4 NW/4, Section 1, Township 9 South, Range 16 East
South Wells Draw Unit:
South Wells Draw 14A-4-9-16well located in SE/4 SW/4, Section4, Township 9 South, Range 16 East
South Wells Draw 6-10-9-16 well located in SE/4 NW/4, Section 10, Township 9 South, Range 16 East
South Wells Draw 12-10-9-16 well located in NW/4 SW/4, Section 10, Township 9 South, Range 16 East
Monument Federal 33-10-9-16 well located in NW/4 SE/4, Section 10, Township 9 South, Range 16 East
West Point Unit:
Monument Federal 31-6-9-16Y well located in NW/4 NE/4, Section 6, Township 9 South, Range 16 East
Monument Federal 42-6-9-16Y well located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East
Nine Mile 10-7-9-16 well located in NW/4 SE/4, Section 6, Township 9 South, Range 16 East
West Point Fed 14-7-9-16 well located in SE/4 SW/4, Section 7, Township 9 South, Range 16 East

Duchesne County, Utah, for conversion to Class II injection wells. The proceeding will be conducted in
accordance with Utah Admin. R649-10, Administrative Procedures.

Selective zones in the Green River Formation will be used for water injection. The maximum
requested injection pressures and rates will be determined based on fracture gradient information
submitted by Newfield Production

BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH

---ooOoo-

IN THE MATTER OF THE APPLICATION OF
NEWFIELD PRODUCTION COMPANY FOR NOTICE OF AGENCY ACTION
ADMINISTRATIVE APPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, CAUSE NO. UIC-352
TOWNSHIP 8 SOUTH, RANGE 16 EAST;
SECTIONS 4, 6, 7, 10, TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY,
UTAH, AS CLASS II INJECTION WELLS.

-ooOoo---

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.

Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing an
informal adjudicative proceeding to consider the application of Newfield Production Company for
administrative approval of the following wells:
Wells Draw Unit:
State 24-32-8-16 well located in SE/4 SW/4, Section 32, Township 8 South, Range 16 East
Federal 13-33B-8-16 well located in NW/4 SW/4, Section 33, Township 8 South, Range 16 East
South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NW/4 NW/4, Section 1,Township 9 South, Range 16 East
Monument Butte Federal 6-1-9-16 well located in SE/4 NW/4, Section 1, Township 9 South, Range 16 East
South Wells Draw Unit:
South Wells Draw 14A-4-9-16well located in SE/4 SW/4, Section4, Township 9 South, Range 16 East
South Wells Draw 6-10-9-16 well located in SE/4 NW/4, Section 10, Township 9 South, Range 16 East
South Wells Draw 12-10-9-16 well located in NW/4 SW/4, Section 10, Township 9 South, Range 16 East
Monument Federal 33-10-9-16 well located in NW/4 SE/4, Section 10, Township 9 South, Range 16 East
West Point Unit:
Monument Federal 31-6-9-16Y well located in NW/4 NE/4, Section 6, Township 9 South, Range 16 East
Monument Federal 42-6-9-16Y well located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East
Nine Mile 10-7-9-16 well located in NW/4 SE/4, Section 6, Township 9 South, Range 16 East
West Point Fed 14-7-9-16 well located in SE/4 SW/4, Section 7, Township 9 South, Range 16 East

Duchesne County, Utah, for conversion to Class II injection wells. The proceeding will be conducted in
accordance with Utah Admin. R649-10, Administrative Procedures.

Selective zones in the Green River Formation will be used for water injection. The maximum
requested injection pressures and rates will be determined based on fracture gradient information
submitted by Newfield Production



Any person desiring to object to the application or otherwise intervene in the proceeding, must file
a written protest or notice of intervention with the Division within fifteen days following publication of
this notice. The Division's Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O.
Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest or
notice of intervention is received, a hearing will be scheduled in accordance with the aforementioned
administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the
hearing how this matter affects their interests.

Dated this 21st day of May, 2009.

STATE OF UTAH
DIVISION OF OIL, GAS & MINING

Gil Hunt
Associate
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Newfield Production Company

STATE 24-32-8-16, FEDERAL 13-33B-8-16, MONUMENT BUTTE FEDERAL 4-1-9-16,
MONUMENT BUTTE FEDERAL 6-1-9-16, SOUTH WELLS DRAW 14A-4-9-16, SOUTH WELLS

DRAW 6-10-9-16, SOUTH WELLS DRAW 12-10-9-16, MONUMENT FEDERAL 33-10-9-16
MONUMENT FEDERAL 31-6-9-16Y, MONUMENT FEDERAL 42-6-9-16Y, NINE MILE 10-7-9-16,

WEST POINT FED 14-7-9-16.

Cause No. UIC-352

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning
1001 17th Street, Suite 2000 PO Box 910
Denver, CO 80202 Duchesne, UT 84021

Uintah Basin Standard Bruce Suchomel
268 South 200 East US EPA Region VIII
Roosevelt, UT 84066 MS 8P-W-GW
via Email ubs@ubstandard.com 1595 Wynkoop Street
and Facsimile (435) 722-4140 Denver, CO 80202-1129

Salt Lake Tribune Newfield Production Company
PO Box 45838 Rt 3 Box 3630
Salt Lake City, UT 84145 Myton UT 84052
via Email naclegal@,mediaoneutah.com
and Facsimile (801) 237-2776

Vernal Office
Bureau of Land Management
170 South 500 East
Vernal, UT 84078

J Sweet
Mecutive Secretary
May 21,
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NOTICE OF AGENCY ACTION CAUSE NO. UIC-352
BEFORE THE DIVISION OF OIL, GAS AND MINING DEPARTMENT OF NATURAL RESOURCES STATE OF UTAH INTHE
MATTEROF THE APPLICATIONOF NEWFIELDPRODUCTION COMPANYFOR ADMINISTRATIVEAPPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, TOWNSHIP 8 SOUTH, RANGE 16 EAST; SECTIONS 4, 6, 7, 10, TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY, UTAH,AS CLASS!! INJECTIONWELLS. THE STATE OF UTAHTO ALLPERSONS
INTERESTED INTHE ABOVE ENTITLED MATTER. Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is
commencing an informal adjudicative proceeding to consider the application of Newfield Production Company for administrative
approval ofthe followingwells: Wells Draw Unit: State 24-32-8-16 well located in SE/4 SWl4, Section 32, Township 8 South, Range
16 East Federal 13-33B-8-16 well located in NWl4 SWl4, Section 33, Township 8 South, Range 16 East South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NWl4 NW/4, Section 1,Township 9 South, Range 16 East Monument Butte Federal6-1-9-16 well located in SE/4 NWl4, Section 1, Township 9 South, Range 16 East South Wells Draw Unit: South Wells Draw 14A-4-9-
16 well located in SE/4 SWl4, Section 4, Township 9 South, Range 16 East South Wells Draw 6-10-9-16 well located in SE/4 NWl4,
Section 10, Township 9 South, Range 16 East South Wells Draw 12-10-9-16 well located in NWl4 SWl4, Section 10, Township 9
South, Range 16 East Monument Federal 33-10-9-16 well located in NWl4 SE/4, Section 10, Township 9 South, Range 16 East West
Point Unit: Monument Federal 31-6-9-16Y well located in NWl4 NE/4, Section 6, Township 9 South, Range 16 East Monument
Federal 42-6-9-16Y well located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East Nine Mile 10-7-9-16 well located in NWl4
SE/4, Section 6, Township 9 South, Range 16 East West Point Fed 14-7-9-16 well located in SE/4 SW/4, Section 7, Township 9
South, Range 16 East Duchesne County, Utah, for conversion to Class II injection wells. The proceeding willbe conducted in
accordance with Utah Admin. R649-10, Administrative Procedures. Selective zones in the Green River Formation willbe used for
water injection. The maximumrequested injection pressures and rates willbe determined based on fracture gradient information
submitted by Newfield Production Company. Any person desiring to object to the application or otherwise intervene in the proceeding,
must file a written protest or notice of intervention with the Divisionwithinfifteen days following publication of this notice. The
Divisions Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O. Box 145801, Salt Lake City, UT 84114-5801,
phone number (801) 538-5340, Ifsuch a protest or notice of intervention is received, a hearing will be scheduled in accordance withthe aforementioned administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the hearing
how this matter affects their interests. Dated this 21st day of May, 2009. STATE OF UTAHDIVISIONOF OIL, GAS & MINING/s/ Gil
Hunt Associate Director Published in the Uintah Basin Standard May 26, 2009.

Newspacer Administration

http://www.utahlegals.com/notice.php?id=7081

utan Legal isonces Page 1 of 1

UT H

Home Browse Alerts Events Contact

NOTICE: We are currently in the process of migrating ALL of Utab's Finest newspapers over tothis website,

Search: All Newspapers (O¶

Show I H:de Newspaper View

NOTICE OF AGENCY ACTION CAUSE NO. UIC-352
BEFORE THE DIVISION OF OIL, GAS AND MINING DEPARTMENT OF NATURAL RESOURCES STATE OF UTAH INTHE
MATTEROF THE APPLICATIONOF NEWFIELDPRODUCTION COMPANYFOR ADMINISTRATIVEAPPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, TOWNSHIP 8 SOUTH, RANGE 16 EAST; SECTIONS 4, 6, 7, 10, TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY, UTAH,AS CLASS!! INJECTIONWELLS. THE STATE OF UTAHTO ALLPERSONS
INTERESTED INTHE ABOVE ENTITLED MATTER. Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is
commencing an informal adjudicative proceeding to consider the application of Newfield Production Company for administrative
approval ofthe followingwells: Wells Draw Unit: State 24-32-8-16 well located in SE/4 SWl4, Section 32, Township 8 South, Range
16 East Federal 13-33B-8-16 well located in NWl4 SWl4, Section 33, Township 8 South, Range 16 East South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NWl4 NW/4, Section 1,Township 9 South, Range 16 East Monument Butte Federal6-1-9-16 well located in SE/4 NWl4, Section 1, Township 9 South, Range 16 East South Wells Draw Unit: South Wells Draw 14A-4-9-
16 well located in SE/4 SWl4, Section 4, Township 9 South, Range 16 East South Wells Draw 6-10-9-16 well located in SE/4 NWl4,
Section 10, Township 9 South, Range 16 East South Wells Draw 12-10-9-16 well located in NWl4 SWl4, Section 10, Township 9
South, Range 16 East Monument Federal 33-10-9-16 well located in NWl4 SE/4, Section 10, Township 9 South, Range 16 East West
Point Unit: Monument Federal 31-6-9-16Y well located in NWl4 NE/4, Section 6, Township 9 South, Range 16 East Monument
Federal 42-6-9-16Y well located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East Nine Mile 10-7-9-16 well located in NWl4
SE/4, Section 6, Township 9 South, Range 16 East West Point Fed 14-7-9-16 well located in SE/4 SW/4, Section 7, Township 9
South, Range 16 East Duchesne County, Utah, for conversion to Class II injection wells. The proceeding willbe conducted in
accordance with Utah Admin. R649-10, Administrative Procedures. Selective zones in the Green River Formation willbe used for
water injection. The maximumrequested injection pressures and rates willbe determined based on fracture gradient information
submitted by Newfield Production Company. Any person desiring to object to the application or otherwise intervene in the proceeding,
must file a written protest or notice of intervention with the Divisionwithinfifteen days following publication of this notice. The
Divisions Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O. Box 145801, Salt Lake City, UT 84114-5801,
phone number (801) 538-5340, Ifsuch a protest or notice of intervention is received, a hearing will be scheduled in accordance withthe aforementioned administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the hearing
how this matter affects their interests. Dated this 21st day of May, 2009. STATE OF UTAHDIVISIONOF OIL, GAS & MINING/s/ Gil
Hunt Associate Director Published in the Uintah Basin Standard May 26, 2009.

Newspacer Administration

http://www.utahlegals.com/notice.php?id=7081

utan Legal isonces Page 1 of 1

UT H

Home Browse Alerts Events Contact

NOTICE: We are currently in the process of migrating ALL of Utab's Finest newspapers over tothis website,

Search: All Newspapers (O¶

Show I H:de Newspaper View

NOTICE OF AGENCY ACTION CAUSE NO. UIC-352
BEFORE THE DIVISION OF OIL, GAS AND MINING DEPARTMENT OF NATURAL RESOURCES STATE OF UTAH INTHE
MATTEROF THE APPLICATIONOF NEWFIELDPRODUCTION COMPANYFOR ADMINISTRATIVEAPPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, TOWNSHIP 8 SOUTH, RANGE 16 EAST; SECTIONS 4, 6, 7, 10, TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY, UTAH,AS CLASS!! INJECTIONWELLS. THE STATE OF UTAHTO ALLPERSONS
INTERESTED INTHE ABOVE ENTITLED MATTER. Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is
commencing an informal adjudicative proceeding to consider the application of Newfield Production Company for administrative
approval ofthe followingwells: Wells Draw Unit: State 24-32-8-16 well located in SE/4 SWl4, Section 32, Township 8 South, Range
16 East Federal 13-33B-8-16 well located in NWl4 SWl4, Section 33, Township 8 South, Range 16 East South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NWl4 NW/4, Section 1,Township 9 South, Range 16 East Monument Butte Federal6-1-9-16 well located in SE/4 NWl4, Section 1, Township 9 South, Range 16 East South Wells Draw Unit: South Wells Draw 14A-4-9-
16 well located in SE/4 SWl4, Section 4, Township 9 South, Range 16 East South Wells Draw 6-10-9-16 well located in SE/4 NWl4,
Section 10, Township 9 South, Range 16 East South Wells Draw 12-10-9-16 well located in NWl4 SWl4, Section 10, Township 9
South, Range 16 East Monument Federal 33-10-9-16 well located in NWl4 SE/4, Section 10, Township 9 South, Range 16 East West
Point Unit: Monument Federal 31-6-9-16Y well located in NWl4 NE/4, Section 6, Township 9 South, Range 16 East Monument
Federal 42-6-9-16Y well located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East Nine Mile 10-7-9-16 well located in NWl4
SE/4, Section 6, Township 9 South, Range 16 East West Point Fed 14-7-9-16 well located in SE/4 SW/4, Section 7, Township 9
South, Range 16 East Duchesne County, Utah, for conversion to Class II injection wells. The proceeding willbe conducted in
accordance with Utah Admin. R649-10, Administrative Procedures. Selective zones in the Green River Formation willbe used for
water injection. The maximumrequested injection pressures and rates willbe determined based on fracture gradient information
submitted by Newfield Production Company. Any person desiring to object to the application or otherwise intervene in the proceeding,
must file a written protest or notice of intervention with the Divisionwithinfifteen days following publication of this notice. The
Divisions Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O. Box 145801, Salt Lake City, UT 84114-5801,
phone number (801) 538-5340, Ifsuch a protest or notice of intervention is received, a hearing will be scheduled in accordance withthe aforementioned administrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at the hearing
how this matter affects their interests. Dated this 21st day of May, 2009. STATE OF UTAHDIVISIONOF OIL, GAS & MINING/s/ Gil
Hunt Associate Director Published in the Uintah Basin Standard May 26, 2009.

Newspacer Administration

http://www.utahlegals.com/notice.php?id=7081



Page 1 of 1

Jean Sweet - Notice of Agency Action - Newfield Cause No. UIC 352
H

From: Jean Sweet
To: ubs@ubstandard.com
Date: 5/21/2009 3:14 PM
Subject: Noticeof AgencyAction - NewfieldCause No. UIC352
Attachments: 20090519 Newfield Notice of Agency Action UIC 352 UB Standard.doc

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as soon as
possible. Please notify me via e-mail of the date it will be published. My e-mail address is: isreet@utall.gov. Please send
proof of publication and
billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
jsweet©utah.gov
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Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as soon as
possible. Please notify me via e-mail of the date it will be published. My e-mail address is: isreet@utall.gov. Please send
proof of publication and
billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
jsweet©utah.gov
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. State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JON M. HUNTSMAN, JR. ExecutiveDirector

Govern r Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

May 21, 2009

VIA E-MAIL ubs@ubstandard.com
and FAX (435) 722-4140

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

RE: Notice of Agency Action - Newfield Production Company Cause No. UIC 352

Gentlemen:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov. Please send proof of publication and
billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

ean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594West NorthTemple,Suite 1210,PO Box 145801, SaltLakeCity,UT 84114-5801
telephone(801)538-5340 •facsimile (801)359-3940 • TTY (801) 538-7458 . www.ogm.utah.gov OIL, GAS &
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Jean Sweet - RE: Notice of Agency Action - Newfield UIC 352

From: "Linda Roberson" <lroberson@mediaoneutah.com>

To: <jsweet@utah.gov>

Date: 5/22/2009 2:23 PM
Subject: RE: Notice of Agency Action - Newfield UIC 352

Ad 458653 / 5/26 / $273.80

L. "Anna" Roberson (assisting L. Valdez)

naclegal@mediaoneutah.com

From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Thursday, May 21, 2009 3:15 PM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield UIC 352

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once
only, as soon as possible. Please notify me via e-mail of the date it will be published. My e-mail
address is: jsweet@utag . Please send proof of publication and billing for account #D5385340L
to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
isweet@utah.gov
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Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
isweet@utah.gov
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To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield UIC 352

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once
only, as soon as possible. Please notify me via e-mail of the date it will be published. My e-mail
address is: jsweet@utag . Please send proof of publication and billing for account #D5385340L
to:

Division of Oil, Gas and Mining
PO Box 145801
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Sincerely,

Jean Sweet, Executive Secretary
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Jean Sweet - Notice of Agency Action - Newfield UIC 352
mammmmmmmmmemmrammmmmmmmmmmmmmmmmmmmmmmmmmwemumummmmemmmwammmmmmmmmmmmmmwaremmmmm

From: Jean Sweet
To: naclegal@mediaoneutah.com
Date: 5/21/2009 3:15 PM
Subject: Notice of Agency Action - Newfield UIC352
Attachments: 20090519 Newfield Notice of Agency Action UIC 352 SL Trib.doc

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as soon as
possible. Please notify me via e-mail of the date it will be published. My e-mail address is: jsweet@utah.gov. Please send
proof of publication and billing for account #D5385340L to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
jsweet@utah.gov
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PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple
Salt Lake City, UT
801-538-5329
jsweet@utah.gov
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Salt Lake City, UT 84114-5801
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4.:
State of Utah

4 DEPARTMENT OF NATURAL RESOURCES
MICHAEL R. STYLER

JON M. HUNTSMAN, JR. Executive Director

oovernor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

May 21, 2009

VIA E-MAIL naclegal@mediaoneutah.com
and Fax (801) 237-2776

Salt Lake Tribune
PO Box 45838
Salt Lake City, UT 84145

RE: Notice of Agency Action - Newfield Production Company Cause No. UIC 352

To whom it may concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov. Please send proof of publication and billing
for account #D5385340L to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 WestNorth Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801)538-5340 •facsimile (801) 359-3940 • TTY (801) 538-7458•www.ogm.utah.gOV OIL, GAS &
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WEST VALLEY CITY, UTAH 8417(1 CUSTOMER'S
FED.TAX l.D.#87-0217663 PROOF OF PUBLICATION COPY

CUSTOMEP NAkiE ANI)ADDRESS ACCOUNT NUNIBER ÒATE

DIV OF OIL-GAS & MINING, 9001402352 5/27/2009
1594 W NORTH TEMP #1210
P.O. BOX 145801
SALT LAKE CITY, UT 84114

BEFORETNE DIVISIONOF OIL, GAS AND MlNING
DEPARTMENTOF WATURALRE5DURCES

STATEOF UTAH

. IN THEMATTEROF THEAPPLICATION Of NEWRELOPRODUC
ÃGCO NT NAME RON COMPANYFORADMINISTRATIYEAPPROVALOF CERTAIT

WELLSLOÇATED IN SECTION 32 & 33, TOWNSHIP B SOUTE
RANGE16 EAST;SECTIONS4, 6, 7, 10, TOWNSHIP 9 SOUTE
RANGE16 EAST;DUCHESNE COUNTY,LEAH,AS CLASSIl IN

DIV OF 01L-GAS & M1NING, JECTIONWELLS.

NOTics OF AGENCY ACTION
CAUSENO. UIC-352

. TELËPÈÖNK ADORDER# / INŸOltEN11M- THESTATEOF UTANTOALL PERSONSINTERESTECJN THE
ABOVEENTITLEDMATTER.

8015385340 0000458653 / $"SÑÊn$'is"c?'Neif"$"Â°"aiiLit
proceedFug to comider the ppplt GNonof Newfiel Produc

. .. ..; a .. .
mi..n..-. w[.4.iksui af niu funuenJi

50HEDULE w•IIe
Wells Draw Unit-
alum B-az-à-le weil located in SE/4 SW/4, Section 32
TownshipB Sota, Range 1 6 East
Federal 13-338-8-16 weil located in NW/4 5W/4, SediaStart 05/26/2009 End 05/26/2009 aa,Tomship a soum,menseis sust
5euth Monualent Bune Unit

- Monument &utre Federal 6-1-9-16 well located in SE/·

20090519 South Wells Drow 14A-4-9-16 well idented in 5E/4 SW/4
Seellon 4, TownshTp 9 South, llenge i 6 East
South Wells Draw 6-10-9-16 well Joented in SE/A Nw/4
cg‡nn iti Talliguhin O Cn.ppk ghyn-ry 1 i cm..g

South Wells.Orow 12-10-9-16 willi loca1«d In NW/4 SW/4
SocGon10 TownshTg 9 Souffi,Range 16 East

Section ?O Towndilp 9 South, Rorige 16 East

BEFORE THE DIVISlON OF OIL, GAS AND MINI MÅ.fFe r Ë31-6·9-16Y well loccited Tn NW/4 NEjd
Seelion 6, TownsMg9 South, Itortge 16 Best

SIZE 6. I in 9 6 39- Nine Mile 10-7-9-16 well tocatedFnNW/4 SE/4, Section 6
luwolip 9 äuulis,kunge 36 East
West Point Fed 14-7-9-16 well locoted in 5E/4 SW/4, Sec80 Lines 2.00 COLUMN tion 7, Towrnhip 9 5outh, Range 16 East

DuchasmeCounty, Blah, for conversion to Class II inÎectioi
TES RATE **ll6 The proceed1 wlli be conducted in accordance wili

Utah Admits. R649-10 ministrative Procedures.

Seleelive zones in the Green River Formation wlli be used fo4 water InÎecton. The maximum requested infection pressure
and roles will be determ1ned bosed on fraclure gradient in
formation submitted by Newfield ProductFon Compeny.

ME 0HARGES AD CHARGES Any person desiring to oblect to the opplicalien or otherwise
Intervene in file pro¢eeding, must FFFea wriffen protest or no
IIce of intervention with the Divisionwitil1n Affeen days foi
lowirkgpublication of this notiœ. The Division'sPresiding Offl
cor for the proceeding is Gli Hunt,AssocFote Dírector, at P.0
Box 145001, Soft Lake City, UT 84114-5901, plione num
ber (801) 538-ß340. If sudi a protest or notice of interven

-- tion Ts received, a 11earirig will be scheduled in accordance61 with Ilie aforementióned administrativa procediarol rules
Protestants and/or interveners should be prepared to demon
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County of Duchesne, DC696 naq o

STATEOFUTAH o
at

I, Craig L. Ashby on oath, say that I am the
UN W

PUBLISHER of the Uintah Basin Standard, a weekly
newspaper of general circulation, published at Roosevelt,
State and County aforesaid, and that a certain notice, a true
copy of which is hereto attached, was published in the full
issue such newspaper for / consecutive issues, and
that the first publication was on the (i day of a og u aavid

av , 20 / , and that the last publication oss e otasaiy

of suchnoticeÅvasin theissueof suchnewspaperdatedthe " ""° P""

NOTICE OF $ctÎon."ÊeGate
AGENCY requested injection pres-"
ACTION sures and rates will be

detern ined basedon frac-'\ '
CAUSE NO. taregradientinformation

blisher - UIC-352 submitted by Newfidd
Production Company.

BEFORE THE DIVI- . Any person desiringto
SIONOFOIL,GASAND object to the application
MlbfING or otherwise intervene in

Subscribed and swornto befo e thig DEPARTMENT OF the proceeding, mustfilea

day of \ 20 47 NEfDRAL RESOURC itt p ot n iec f

STKIE OF UTAH vision withirififteendays
INTHEMATTER OF following publication of

THENEA A
R

ON
s

OTe v ons

NotaryPublic DUCTION COMPANY proceeding is Gil Hunt,
FOR ADMINISTRA_ AssociateDirector,atP.O.
TIVE APPROVAL OF Box 145801, Salt Lake
CERTAIN WELLS LO- €ity, UT 84114-5801,

BONNIEP ARRISH CATED IN SECTION phonenurnber(801) 538-
g)ggim3WE CFUWI 32 & 33, TOWNSHIP 5340. If sucha protestor
471NHILLORESTDRd15-5 8 SOUTH, RANGE 16 notice of intervention is
ROOSEVELT,UTuls40t; EA7ST; SECOT NSm4 ece e a g illbe

COMM.EXP.3-31-2012
9 SOUTH, RANGE 16 with the aforementioned
EAST; DUCHESNE adininistrativeprocedural
COUNTY, UTAH, AS mies. Protestants and/or
CLASS 11 INJECTION interveners should be
WELLS. prepared to demonstrate

THESTATEOFUTAH at the hearing how this
TO ALL PERSONS IN_ matter affects their inter-

CO TERESTED IN THE em
ABOVE ENTITLED Dated this 21st day of
MATTER. May, 2009.

Notice is hereby given STATE OF UTAH
that the Division of Oil, DIVISION OF OIL,
Gas and Mining(the "Di- GAS & MINING
vision") is commencing 767GII.Hunt
an informaladjudicative Associate Director
proceedingtoconsiderthe PublishedintheUintah
application of Newfield Basin Standard May 26.
Production Company for
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

JON M. HUNTSMAN, & Executive Director

oovernor Division of Oil, Gas and Mining
GARY R. HERBERT JOHN R. BAZA
Lieutenant Governor Division Director

June 10,2009

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, Colorado 80202

Subject: West Point Unit Well: West Point Fed 14-7-9-16, Section 7, Township 9 South, Range 16 East,
SLBM, Duchesne County, Utah

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the
"Division") issues its administrative approval for conversion of the referenced well to a Class II injection
well. Accordingly, the following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and
reporting for Underground Injection Control ("UIC") Class II injection wells
pursuant to Utah Admin. Code R649-1 et seq.

2. Conformance with all conditions and requirements of the complete application
submitted by Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing irijection.

4. Pressure shall be monitored between the surface casing and the production casing on
a regular basis. Any pressure changes observed shall be reported to the Division
immediately.

A final approval to commence injection will be issued upon satisfactory completion of the
listed stipulations. If you have any questions regarding this approval or the necessary requirements,
please contact Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

Gil Hunt
Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County UTAH

Newfield Production Company, Myton DNRWell File
N:\O&G Reviewed Docs\ChronFile\UIC\Newfield

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone(801) 538-5340 •facsimile (801) 359-3940 • TTY (80 I) 538-7458 •www.ogm.utah.gov OIL GAS &
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: West Point 14-7-9-16

Location: 7/9S/16E API: 43-013-32745

Ownership Issues: The proposed well is located on BLM land. The well is located in the West
Point Unit. Lands in the one-half mile radius of the well are administered by the BLM. The
Federal Government is the mineral owner within the area of review. Newfield and other various
individuals hold the leases in the unit. Newfield has provided a list of all surface, mineral and
lease holders in the half-mile radius. Newfield is the operator of the West Point Unit. Newfield
has submitted an affidavit stating that all owners and interest owners have been notified of their
intent.

Well Integrity: The proposed well has surface casing set at 317 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,091 feet. A cement bond log demonstrates
adequate bond in this well up to 3382 feet. A 2 7/8 inch tubing with a packer will be set at 4,193.
Higher perforations will be opened at a later date. A mechanical integrity test will be run on the
well prior to injection. There are 10 producing wells and 3 injection wells in the area of review.
All of the wells have evidence of adequate casing and cement.

Ground Water Protection: According to Technical Publication No. 92 the base of moderately
saline water is at a depth of approximately 1100 feet. Injection shall be limited to the interval
between 4031 feet and 5597 feet in the Green River Formation. Information submitted by
Newfield indicates that the fracture gradient for the 14-7-9-16 well is 0.81 psi/ft., which was the
lowest reported fracture gradient for the injection zone. The resulting minimum fracture pressure
for the proposed injection interval is 1,867 psig. The requested maximum pressure is 1,867 psig.
The anticipated average injection pressure is 1100 psig. Injection at this pressure should not
initiate any new fractures or propagate existing fractures in the adjacent confining intervals. Any
groundwater present should be adequately
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West Point 14-7-9-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
West Point Unit on May 14, 1998. Correlative rights issues were addressed at this time. Previous
reviews in this area indicate that other mineral resources in the area have been protected or are
not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date
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NOTICE OF AGENCY ACTION CAUSE NO. UIC-352. /
BEFORE THE DIVtSlON OF OIL, GAS AND MININGDEPARTMENT OF NATURALRESOURCES STATE OF UTAH IN THE
MATTEROF THE APPLfCATION OF NEWFIELDPRODUCTION COMPANY FOR ADMINISTRATIVEAPPROVAL OF CERTAIN
WELLS LOCATED IN SECTION 32 & 33, TOWNSHIP 8 SOUTH, RANGE 16 EAST; SECTIONS 4. 6, 7, 10. TOWNSHIP 9 SOUTH,
RANGE 16 EAST; DUCHESNE COUNTY, UTAH.AS CLASS Il INJECTION WELLS. THE STATE OF UTAHTO ALLPERSONS
INTERESTED INTHE ABOVE ENTlTLED MATTER. Notice is hereby given that the Division of Oil, Gas and Mining(the "Division")is
commencing an inforrnal adjudicative proceeding to consider the application of Newfield Production Company for administrative
approval of the followingwells: Wells Draw Unit: State 24-32-8-16 well located in SE/4 SWl4, Section 32, Townshíp 8 South, Range
18 East Federal 13-33B-8-16 well located in NWl4 SWl4, Section 33. Township 8 South. Range 16 East South Monument Butte Unit:
Monument Butte Federal 4-1-9-16 well located in NWl4 NWl4, Section 1,Township 9 South, Range 16 East Monument Butte Federal
6-1-9-16 well located in SE/4 NWl4, Section 1, Townshîp 9 South, Range 16 East South Wells Draw Unit: South WellsDraw 14A-4-9-
16 well located in SE/4 SWl4, Section 4, Township 9 South, Range 16 East South Wells Draw 6-10-9-16 well located in SE/4 NWl4,
Sectîon 10. Township 9 South. Range 16 East South Wells Draw 12-10-9-16 weTIlocated in NWl4 SWl4, Section 10. Township 9
South, Range 16 East Monument Federal 33-10-9-16 well located in NWl4 SE/4, Section 10, Township 9 South. Range 16 East West
Point Unit Monument Federal 31-6-9-16Y well located in NWl4 NE/4 Section 6, Township 9 South, Range 16 East Monument
Fedem1 42-6-9-16Y wel]located in SE/4 NE/4, Section 6, Township 9 South, Range 16 East Nine Mile 10-7-9-16 well located in NWl4
SE/4, Section 6. Township 9 South, Range 16 East West Point Fed 14-7-9-16 well located in SE/4 SWl4, Section 7, Township 9
South, Range 16 East Duchesne County, Utah, for conversion to Class il injection wells. The proceeding willbe conducted in
accordance with Utah Admîn. R649-10, Administrative Procedures. Selective zones in the Green River Formation will be used for
water injection. The maximum requested injection pressures and rates willbe determined based on fracture gradient information
submitted by Newfield Production Company. Any person desiring to object to the application orothenvise intervene in the prOGeeding,
must file a written protest or notice of intervention with the Division within fifteen days following publication of this notice. The
Division's Presiding Officer for the proceeding is Gil Hunt, Associate Director, at P.O. Box 145801, Salt Lake City. UT 84114-5801,
phone number (801) 538-5340. If such a protest or noticeof intervention is received, a hearing will be scheduled in accordance with
the aforementioned administrative procedural rules. Protestants and/or înterveners shouldbe prepared to demonstrate at the hearing
how this matter affects their interests. Dated this 21st day of May, 2009. STATE OF UTAH D1V1SIONOF OIL, GAS & MlNINGIs/ Gil
Hunt Associate Director Published in the Uintah Basin Standard May 26, 2009.

http://utahlegals.com/notice.php?id=7081
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER

DIVISION OF OIL, GAS AND MINING USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this fonn for proposalsto drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged
7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMITTO DRILL formfor such proposals. GMBU

I. TYPE OF WELL; 8. WELL NAME and NUMBER:

OIL WELL GAS WELL Ü OTHER WEST POINT FEDERAL 14-7-9-16

2. NAMEOFOPERATOR: 9. APINUMBER:

NEWFIELD PRODUCTION COMPANY 4301332745

3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL,OR WILDCAT:

Route 3 Box 3630 ciTY MytOn STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE

4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 493 FSL 1919 FWL COUNTY: DUCHESNE

OTR/OTR. SECTION. TOWNSHIP. RANGE.MERIDIAN: SESW, 7, T9S, R16E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATECURRENTFORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

O CHANGE TO PREVIOUS PLANS OPERATORCHANGE TUBINGREPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENTREPORT Q CHANGEWELLNAME PLUGBACK WATERDISPOSAL

(SubmitOriginalForm Only) --

DX CHANGEWELL STATUS PRODUCTION(START/STOP) WATER SHUT-OFF

Date of Work Completion: O COMMINGLEPRODUCINGFORMATIONS RECLAMATION OF WELL SITE OTHER: -

03/09/2010 cONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 02/27/2010.
On 03/08/2010 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well.
Permission was given at that timeto perform the test on 03/08/2010. On 03/09/2010 the casing was pressured up to 1145 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The tubingpressure was 0 psig during the
test. There was not a State representative available to witness the test.

AP I# 43-013-32745

E PLEASE Lucy Cha Naupoto TrrLE Admin stra0tiveAssistant

(This space for State use only) RECEIVED
MM29 2018
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths,volumes, etc.

The subject well has been converted from a producing oilwell to an injection well on 02/27/2010.
On 03/08/2010 Dennis Ingram with the State of Utah DOGMwas contacted concerning the initialMITon the above listed well.
Permission was given at that timeto perform the test on 03/08/2010. On 03/09/2010 the casing was pressured up to 1145 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The tubingpressure was 0 psig during the
test. There was not a State representative available to witness the test.

AP I# 43-013-32745

E PLEASE Lucy Cha Naupoto TrrLE Admin stra0tiveAssistant

(This space for State use only) RECEIVED
MM29 2018



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR o o oo
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-74390
Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If1ndlan, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

CMPU
l. Type of Well

Oil Well O Gas Well O Other 8. Well Name and No.
2. Name of Operator WEST POINT FEDERAL 14-7-9-16

NEWFIELD PRODUCTION COMPANY 9. API Wall No.
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301332745

Myton, UT 84052 435 646 377] 10. Field and Pool or FYpinratory Ares
4 Location ofWell (Footage, Sec., T., R., M.,or SurveyDescription) MONUMENT BUTTE

493 FSL 1919 FWL 11. County or Parish, State

SESW Section7 T9S Rl6E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen Q Production (Start/Resume) O Water Shut-Off
Notice of Intent

Alter Casing O Fracture Treat Q Reclamation Q Well Integrity

SubsequentReport CasingRepair Q New Construction Q Recomplete Other
ChangePlans O Plug & Abandon Q TemporarilyAbandon ChangeStatus

Final Abandonment Convert to Injector Q Plug Back O Water Disposal

I3. Describe Proposed or Completed Operation: (Clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locationsand measured and true vertical depths ofall pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Requiredsubsequent reports shall be filed within 30 days followingcompletion
of the involved operations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)
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API# 43-013-32745

1hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

I ucv Chqvez-Naupoto Administrative Assistant
Signature D e3/23/2010

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approvedby Tjtje pate
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the aoulicant to conduct operations thereon.

Title 18U.S.C.Section 100 I and Title 43 U.S.C. Section 1212,make it a enme for any person knowinglyand willfully to make to any departmentor agencyof the United
Statesanv false fictitiousand fraudulentstatements or representations as to anv matter within its jurisdiction

(Instructions on page 2) REŒ NO
MAR29 2010

DIV.0F0\L,GAS&
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Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi gi y Time </ ) pmTest Conducted by: 4, pf,, y,
Others Present:

Well Location: E y 5,7 ¡~†ç,ggt API No: 3 o/3 -327 /

Iimg Casinq Pressure

0 min // psig
5 // e psig

10 ) / L/r psig
15 // Vf psig
20 // //f psig
25 // Vf' psig
30 min }}ß~

psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:
Signature of Person Conducting
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Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

W POINT 14-7-9-16
12/1/2009To4/28/2010

2/26/2010 Day: 1 Conversion

WWS #7 on 2/26/2010 - Start LD rods. - MIRU Western #7. RU HO trk & pump 60 BW dn
annulus @ 250°F. RD pumping unit & PU on rod string. Did not see pump unseat. RU HO trk
to flush tbg---pressures up. Soft joint rod string & strip off flow-T. RU HO trk to tbg. Pressure
up to 2200 psi & rupture tbg. Flush tbg & rods W/ 30 BW @ 250°F, Retrieve rod string & PU
on rod string. TOH & LD rods. Out W/ 159 rods. Flushed 4 more times. PU polished rod &
SIFN.
Daily Cost: $0
Cumulative Cost: $93,522

2/27/2010 Day: 2 Conversion

WWS #7 on 2/27/2010 - TOH W/ tbg and remainder of rod string. TIH W/ packer and test
injection string. - RU HO trk & flush (circulate) rods W/ 60 BW @ 250°F. TOH & LD remaining
rods (168 total, box parted from wear). ND wellhead & release TA @ 5592'. NU BOP. TOH &
talley production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to
pins. LD 35 jts through wear area, btm 12 jts & BHA. Finished LD rods & pump as pulling tbg.
Flushed tbg & rods several times as TOH. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X
packer (W/ W,L. re-entry guide & wicker slips), new 2 7/8 SN and 130 jts total of 2 7/8 8rd
6.5# 1-55 tbg. Pressure tested btm section to 4500 psi. Pressure tested entire string to 3000
psi. Moniter pressure overnight.
Daily Cost: $0
Cumulative Cost: $98,232

3/1/2010 Day: 3 Conversion

WWS #7 on 3/1/2010 - Set & test packer. RDMOSU. - Thaw wellhead 8e tbg stump W/ HO trk.
SITP @ 2400 psi. Bump tbg pressure back up to 3000 psi. Holds solid for 30 minutes. Retrieve
standing valve W/ overshot on sandline. ND BOP & loand tbg on flange. Mix 15 gals Multi-
Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F. PU on tbg &
set pkr W/ SN @ 4205', CE @ 4209' & EOT @ 4213', Land tbg W/ 15,000# tension. NU
wellhead. Tie hot oiler onto casing & pressure test annulus & packer to 1400 psi. Holds solid
for 1 hour. RDMOSU. Well ready for MIT, - RU Vaughn Energy Services & run gyro survey on
welL RD WLT.
Daily Cost: $0
Cumulative Cost: $56,475

3/15/2010 Day: 4 Conversion

Rigless on 3/15/2010 - Conversion MIT - On 3/8/10 Dennis Ingram with the State of Utah
DOGM was contacted concerning the MIT on the above listed well (West Point Federal 14-7-9-

16). Permission was given at that time to perform the test on 3/8/10. On 3/9/10 the csg was
pressured up to 1145 psig and charted for 30 minutes with no pressure loss. The well was not
injecting during the test . The tbg pressure was 0 psig during the test. There was not a State
representative available to witness the test. API # 43-013-32745 Finalized
Daily Cost: $0

http://www.inewfield.com/denver/SumActRpt.asp?RC=155561&API=4301332745&Min...
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Cumulative Cost: $56,775

Pertinent Files: Go to File List
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBERDIVISION OF OIL, GAS AND MINING USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,AILOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAME:Do not use this fomi for proposals to drill new wells, significantly deepen existingwells below current bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL forn for such proposals. GMBU

L TYPE OF WELL:

OIL WELL GAS WELL OTHER
WEESLLN NEUD

L 14-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFlELD PRODUCTIONCOMPANY 4301332745
3 ADDRESS OF OPERATOR PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4 LOCATION OF WELL:

FOOTAGESAT SURFACE: 493 FSL 1919 FWL COUNTY: DUCHESNE

OTRIOTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SESW, 7, T9S, Rl6E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION

. TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

04/13/2010 CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT CHÃNGEWELLNAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATERSHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER; - Put on Injection

CONVERT WELL TYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 11:30 AM on 04/13/2010.

NA EA(PLEASE PRI Lucy Chavez-Nau TITLE Adm istra0tiveAssistant

(This space for State use only)

RECEIVED
APR20 2010

DIROFOIL,GAS&
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STATE OF UTAH
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6. IFINDIAN,AILOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENTNAME:Do not use this fomi for proposals to drill new wells, significantly deepen existingwells below current bottom-holedepth, reenter plugged
wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL forn for such proposals. GMBU

L TYPE OF WELL:

OIL WELL GAS WELL OTHER
WEESLLN NEUD

L 14-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFlELD PRODUCTIONCOMPANY 4301332745
3 ADDRESS OF OPERATOR PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT ZIP 84052 435.646.3721 MONUMENT BUTTE
4 LOCATION OF WELL:

FOOTAGESAT SURFACE: 493 FSL 1919 FWL COUNTY: DUCHESNE

OTRIOTR.SECTION.TOWNSHIP.RANGE.MERIDIAN: SESW, 7, T9S, Rl6E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION

. TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENTFORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURETREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASINGREPAIR NEWCONSTRUCTION TEMPORARITLYABANDON

04/13/2010 CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

O SUBSEOUENTREPORT CHÃNGEWELLNAME PLUGBACK WATERDISPOSAL
(Submit OriginalForm Only)

CHANGE WELL STATUS PRODUCTION (START/STOP) WATERSHUT-OFF
Date of Work Completion: O COMMINGLE PRODUCINGFORMATIONS RECLAMATIONOF WELL SITE OTHER; - Put on Injection

CONVERT WELL TYPE RECOMPLETE- DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-352

Operator: Newfield Production Company

Well: West Point Federal 14-7-9-16

Location: Section 7, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-32745

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on June 10, 2009.

2. Maximum Allowable Injection Pressure: 1,867 psig

3. Maximum Allowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,031' - 5,597')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized intervalfor the Greater Monument Butte Unit.

Approved by: 70
Gil Hunt Date
Associate Director

GLH/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management,Vernal
Eric Sundberg, Newfield ProductionCompany, Denver
Newfield Production Company, Myton

UTAHDuchesne Coun*
DNRWell File

N:\O&G Reviewed Does\ChronFile\UIC\Newfield\Greater Mon Butte
1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City,UT 84114 -5801

telephone (801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 • mov.ogm.utah.gov ort, GAs a
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RECEIVED: Feb. 09, 2015

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-74390 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 WEST POINT FED 14-7-9-16 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013327450000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0493 FSL 1919 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SESW Section: 07 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

2 /5 /2015

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 02/03/2015 Richard Powell with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

02/05/2015 the casing was pressured up to 1089 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1536 psig during the test. There was a

State representative available to witness the test - Richard Powell.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 2 /9 /2015

February 17, 2015

Sundry Number: 60689 API Well Number: 43013327450000Sundry Number: 60689 API Well Number: 43013327450000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well WEST POINT FED 14-7-9-16

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013327450000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

0493 FSL 1919 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SESW Section: 07 Township: 09.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

2 / 5 / 2 0 15
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 02/03/2015 Richard Powell with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

02/05/2015 the casing was pressured up to 1089 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1536 psig during the test. There was a February 17, 2015

State representative available to witness the test - Richard Powell.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 2/9/2015

RECEIVED: Feb. 09,

Sundry Number: 60689 API Well Number: 43013327450000
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RECEIVED: Feb. 09, 2015

Mechanical Integrity Test 
Casing or Annulus Pressure Test 

Newfield Production Company 
Rt. 3 Box 3630 

Myton, UT 84052 
435-646-3721 

Witness: I<;l“‘H‘\i-13 Dc ...- €‘_L\ Date_j_// Time (7179 C‘ gin‘-pm 
Test Conducted by: g);.-.\.»\ ~.;/ D.r~.»-\.-i. I‘; 

Others Present: 

el:'€tial- ‘fa:-i-/\l 

I 

Rd‘-—.‘c\[ ‘I-7" ‘*1-W’ Field: lV\0VWMM\+ Bu 
Well Location: 7, ”F'l"'>_.. {flu API No: ‘l’3~C-1'3 -_">’H‘i€"' 

Du: l/U.‘-;l«L.( i.~./ 

Time Casing Pressure 

0 min 1:. <1 G psig 
5 10*’-iu psig 

1o it-‘is‘i psig 
15 €03"! psig 

20 iv 55 "1 psig 
25 (U3 ""1 psig 

30 min psig 
35 psig 

40 psig 
45 psig 

50 psig 
55 psig 

60 min psig 

Tubing pressure: E6” '3 L::' psig 

Result: Fail 

11) 

/'3 

,r 
I 

_/ ,2 
‘ 

» /I /' 
.»“-'.—g Signature of Witness: <;’,_z"'2T.}77 ";

, 

Signature of Person Conducting Test: 

~~~~

~

Sundry Number: 60689 API Well Number: 43013327450000Sundry Number: 60689 API Well Number: 43013327450000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: g Date lii g Time ' 5 pm pm
Test Conducted by: Òcet 6
Others Present:

Well: W M R T- kr Field: (V\evwWwt+ Suk
Well Location: %| 7, Ph fiuE API No: on 97

Tj.rge Casing Pressure

0 min |c 4 C Psig
5 psig

10 lÛ psig
15 (0 psig
20 W ( psig
25 1071 psig
30 min psig
35 psig
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50 psig
55 psig
60 min psig

Tubing pressure: 30 psig

Result: Fail

Signature of Witness:

Signature of Person Conducting
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RECEIVED: Feb. 09, 2015

west point 14—7—9—16 
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West Point 14-7-9-16 
Spud I)ate: 02 (N 06 
Put on Production: In ~-l 0(-. 

K.B.: 6U(~J, G.L.: 59XK 

SURFACE CASING 

esCi SIZE: 8-, W· 

GRADE: J-5; 

\\'f; IGIIT: :4" 

LE:\GTII: 7 jts. l.lOb';5-' 

UEJ>rH LA:>:UEU: .'11..15 ' KU 

IIUI.E SIZE: I:- I 4·· 

Ccm~nt Top II 110' 

CEMEl\fT DATA: 160 s.\..') Class "(r' (.'rnt. t.."St b bbls emt 10 sur( 

PRODUCTION CASING 
eSG SIZI:: 5- 1 ~'. 

GRADE: 1-;5 

WEIG HT: 15.5" 

LENGTH: H4 jt'. (6077.36' , 

DEPTIII.ANIlEIl: f>O')(J .61 ' KH 

IIOLE SIZE: 7-7 8" 

CF.~tE:-.n · DATA- 300s'(.~ I'n::rn .. UI~ If mi:\L.'ti &4S0"i~S 50 50 P()Z. 

CE~n::\I r rcw II : 11 0' 

TUBING 

SIZ"'GRADE liT.: > S" 1-55 6.5" 

NO. OfJOI~"'S : DO jis ("' l\)~W) 

SEATING :>:IPI'LE: 2-7 8-(1 . 10- ) 

SN LANUED AT: 4:04.Q' KU 

fE 'a ,",~09 . ':!7' 

rurAL s rRI ~G I.E:'\GTiI: Ear ttl l:! I.rw I.:! ' KB 

West Point 14-7-9-16 

49.r fSI. &. Il) I l)' !'WI. 

SE SW Seclion 7: I'lS-R l oE 

DUl:hCSI1t..' Cu. Utah 

API I'4 .\ -nl.l -,\~745 : Leas~ #t1Tll- 4,\90 
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Diagram 

1\ 
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fD flf (.1 00' 
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0J-1~6 '-\H-'-\42' 
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Frac ('PI. 5amb as foIl0\\5: 
~;: ~o 40 s.1nJ in -160 bbls l ightning 17 

fri.K: fluid . Tn:atcl.! (11 3\'g press of 11).'5 psi 
" ' :wg ratcuf:!5 .. 1 lW:\1.ISI P It) U psi. Cak 
flush: 5b5~ gal. Actual Ilush: 5()70 gal. 

Ff".lc LOne. sanlis liS rollow~: 

49941:z.:!O..lO s..1nd in 509 bbts Lightning " 
fTa(' flu id. Trcah:U (C/ avg press of~ 174 psi 
w 01'"£ rnte"f~ lW\f. (SI P !!90 psi . Cate 
nush: 5440 guL Acluul nush: 54 IS gol. 
Fnuo:,\1 sanlls as follows: 
54.l :! ;"- 10 -10 s.1nd 41 1 bbls Lightning 17 
frac fluid. Treated ttl :wg prl'Ss of ~ I·t:! psi 
\\ a\g r.tlcof:!5.3 BP~t.ISlr 2:!OO psi. Cate 
flush: 514:!: gal. AI.. .. tual Hush: j 1M, gal. 
Frac 82 sands as folJowS! 
9049511 :!oO 40 ~nd in 651 bbls Lightning 17 
fl'ae fluid. TlcatccJ" :W£ prt:~(JrI76.1, (hi 
w a,'s rntcof:!5 .5 BP:\.lISIP 1900 psi. Calc 
flush: 50~O gal Actual flush: 4QQS gill 
Frac DSI. DI s.lods as folio,,',; 
.!5539'f 10"'0 5and in 3~O bbls Lighlningl7 
frac fluid, , re.'lh .. "ti ra a\'g prc..'SS :!O 17 psi 
W3\g rnteof:5 .... BP~f. ISIP 2.,00 psi, Calc 
llush: ",'1:! gal. Actual flush: -I6:::!O g:\!, 
Frac GfW. GIl6 J1.Iml.J 3.5 follows: 
1:::!.lb I1 1' 20 -10 sand in R 12 hhl.s Li~htnin!;1 
frat: fluid. T rc::at ... -d 'U 3\'g: press I ;1)6 r~i 

\\ U\!; r.:ltcof5A BP~1. ISII) ~ISO psi. Call.' 
tlu~h : -I~8b gal. ,\ ... 1ual tlush : ·l l lb gul 

Pump Change- fuhing & Rod lk.1.ail upd.1h .. >d. 

Workonr: l'pd;,ucU nxl dt.1ails. 

Tbg. I.~lk. Cpdalct.1 mc.I ancllllhing lh..1ails 

COI1n'rt to Injl'<:lioll well 

~IIT complet«l - UpdlltC' Ibg d~I ... i1 

PERFORATION RECORD 

0, 10 Ob 5CH I-5654· 41SPF S:! rn.lles 

0_' 1406 5·C1·54·C· 4 JSPF 80 hlll~ 

0.\ 1506 512b·51 ·U· 4 JSPI' 12 holes 

0.\ 1506 5004·5011 " 4 JSPF 72 hole::; 

0-' 13 Ob ·n:!o~ ":!·r 4 JSPF 16 hollo'S 

03 1506 -I6:!1 --I6.'2' 4 JSI'F ,UhlllC's 

0_' 1506 4276-4~8 8' 4 JSPF ~8 hok'S 

0.' 1306 4::!41)··C!5l)' 4 JSPF ~O holes 

0.' 1506 -I:!:!8-4:!Jb ' 4 JSI'F 32 ht)k.'S 

West Point 14-7-9-16
Spud Date: 02 09 06 Initial Production:
Put on Production: 03 24 06 Injection Wellbore BOPD, MCFD, BWPD
K.R: 60(A G.L: 5988 Diagmm

SURFACE CASING FRAC JOB
CSG SILE: 8-5 8" 03-14-06 5641-5654' Frac CPl, sands as follows:

GRADE: J-55 10008= 20 10 sand in 460 bbis Lightning 17
fruc fluid. freatede avg press of 1935 psi

WEKillT 24" Cement Top a l in w arg rateof25.3 BPM. IslP 19"U psi. Calc

l.ENGTil: 7 jts (306 55')
flush:5632 gal. Actual Ilush.50'O gal.

DEPI H LANDED: 317.45' KB
03-15-06 5422-5442° Frac LODC, sands as follows:

499414 20 10 sand in 509 bbis I.ighmingl'
IIGI.E SI7E:12-1 4 frac tluid. Treated a arg press of2174 psi

CEMENT DATA: 160 sus Class"O 'emt. est 6 bhls cmt to surE sv arg rateof25 BPM. ISIP 2240 psi. Cale
ilush: 5440gaL Actual flush: 5418gal.

03-15-06 5126-5144' Frac At sands as foRows:
54325 2040sand471bbisLightningl7
frac fluid. Treated a avg press of 2142psi
w at g rate of 25.3 BPM. ISIP 2200 psi. Cale
ilush. 5142 gal. Actualflush: 5166gal.

03-15-06 5004-5022' Frac B2sands as follows:
90495¤ 20 40 sand in 651 bbis Ughtning 17

PRODUCTION ÇASINÇ? frac nuid. rreateda arg pressof 1763 pai
CSG SIZh: 5-1 2" w avg rateof25.5 BPM. ISIP 1900 psi Cale

ilush: 5020 gal. Actual flush; 4998 gal.
GRADE: 1-33 03-15-06 4621-4724' Frac DSI, Di sands as follows:
WEIGHT: 15.5n 25539420 40 sand in 320 bbis Lighining17

frac fluid. I reated a at g press 20 17 psi
LENGTH: 144 jts. (6077.36 ) av arg rate of'5.4 BPM ISIP 2300 psi. Cale
DiiPTil LANDiiD: 6040 6 Y KB llush: 4722 gal. Actual flush: 4620 gal.

..

03-15-06 4228-4288' Frac GB4, GB6 samis as follows:
IIOLE SIZ£: 7-7 8 1236114 20 40 sand in sl2bbis Lightning P
CE.\tENT DATA 300 sss Prem. I ile Il mixed & 450 sts 50 50 POV frac fluid. Treated « arg press 1796 psi

\\asgrateof'548PM.IStP2180psi.Cale
CE.\1ENl EOP a:110' ilush:4286gal.Actualt1us\r 4116guL

08-25-06 PumpChange-fubing & Roddetailupdated

TUBING 08-14-07 Workover: Epdatedroddetails.

Sl7F GRADE W T.: 2-' S J-55 6.5• 05-28-08 Tbg. la•ak. Updated rod and tubing details

NO. OF JOINTS: 130 jts 092 4 ) 02-27-10 Convert to Injection well

SEATING NIPPLE: 2-7 8 (1.10 ) 03-09-10 AIITeompleted -update tbgdetail

SN LANDEDAT 4204.9 KB

CE w 4209 2T Packer o 4209'

lOIALSIRING I.I NGTII: EØl a 4213'« 12 KB - EOT a 4213

4270-4288

4621-4632
PERFORATION RECORD

4720-4724
03 10 06 5641-5654 4 JSPF 52 holes

5004-5022 03 14 06 5422-5442 4 JSPF 80 holes
$126-5144, 031506 5126-5144 4]SPF 72holes

03 15 06 5004-5022 4 JSPF 72 hoics
5422-5442°

03 15 06 P20-F24 4 JSPF 16 holes

03 15 06 4621-4632 4 JSPF 44 holes

03 15 06 4276-4288 4 JSPF 48 holes

03 15 06 4249.4259 4 JSPF 40 holes

03 15 06 4223-4236 4 JSPF 32 holes
5041-505¥

NEWFIELD ""' ""°"

SHOE a 6090

West Point 14-7-9-16 y y
IDahl00'

443' FSI & 1919' FWL

SE SW Section 7-T9S-RI611

Duchesne Co, Utah

API 443-013-32745: Lease utlTILT4390

I
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